Figure 1: 30 TAC §122.511(b)(8)(G)(i)

Tablel - Allowable Particulate Emission Ratesfor Specific Flow Rates
Effluent Flow Rate (q) Rate of Emission (E)
(acfm) (TSP Ib/hr)

1,000 35

2,000 53

4,000 8.2

6,000 10.6

8,000 12.6

10,000 145

20,000 22.3

40,000 34.2

60,000 440

80,000 52.6

100,000 60.4

200,000 92.9

400,000 143.0

600,000 184.0

800,000 2194

1,000,000 252.0
Interpolation and extrapolation of the datain this table shall be accomplished by the use of the equation E = 0.04&dor total

suspended particulate (TSP) where:
E = alowable emission rate in pounds per hour (Ib/hr)
q = stack effluent flow rate in actual cubic feet per minute (acfm)

Figure 2: 30 TAC §122.511(h)(8)(G)(ii)

Table 2 - Standard Effective Stack Height Based on Specific Flow Rates
Effluent Flow Rate (q) Standar d Effective Stack Height (H,)
(acfm) (ft)
1,000 12
2,000 15
4,000 19
6,000 22
8,000 24
10,000 26
20,000 34
40,000 43
60,000 49
80,000 55
100,000 59
200,000 75
400,000 96
600,000 110
800,000 122
1,000,000 132
Interpolation and extrapolation of the datain this table shall be accomplished by the use of the equation #1.05¢**where:
H= standard effective stack height (ft)
q = stack effluent flow rate in actual cubic feet per minute (acfm)

Figure 3: 30 TAC §122.511(b)(8)(G)(iii)



I, - bbU
h, = h + 0083, D, [15 + 082 (~*——) D]

e

where:
h, = Effective stack height in feet (ft)
h = Physical stack height above ground level in feet (ft)
v, = Stack exit velocity in feet per second (ft/sec)
D, = Stack exit inside diameter in feet (ft)
T, = Stack exit temperature in degrees Rankine (°R)



Figure4: 30 TAC §122.511(b)(18)

X = 3.707 x 107(Q,)(Y)
where:
X = Estimated sulfur feed ratein long tons per day (LTPD).
Q, = Volumetric flow rate of acid gas from gas sweetening unit in dry standard cubic feet per day
(dscf/day).

The readings from the process flowmeter shall be used to determine the volumetric flow rate
of the acid gas from the sweetening unit.

Volumetric flow rate shall be measured daily and the highest volumetric flow rate in the
calender month shall be used to estimate sulfur feed rate.

Y = Hydrogen sulfide (H,S) concentration in acid gas feed from sweetening unit in percent by
volume. The H,S concentration shall be monitored every calender month by one of the
following options:

(A) The Tutwiler procedurein 40 CFR, §60.648, or a chromatographic procedure following ASTM
E-260 shall be used to determine H,S concentration in acid gas feed from a sweetening unit. At least three samples shall be
taken and the arithmetic average of all samples shall be the H,S concentration. These three samples shall be taken during
three consecutive hours (one sample per hour). By multiplying the result from the Tutwiler procedure by 1.62x1073, the units
grains per 100 standard cubic feet (gr/100 scf) are converted to volume percent.

(B) Stain tubes may also be used to measure H,S concentration in the acid gas feed in lieu of the
Tutwiler procedure or the chromatographic procedure. At least three samples shall be taken and the arithmetic average of all
samples shall be the H,S concentration. These three samples shall be taken during three consecutive hours (one sample per
hour). Each batch of stain tubes shall be refrigerated immediately upon receipt and each individual tube will be allowed to
reach room temperature at least eight hours before use. Manufacturer's procedures shall be followed during measurement of
H,S concentration by stain tube. Three tubes per batch of 100 will be checked against a high quality H,S standard and the
accuracy of the test shall be limited to manufacturer's provided specifications.



Figure5: 30 TAC §122.511(c)(1)

Stationary Gas Turbines affected by 40 CFR 60, Subpart GG

transportation and not located in a
Metropolitan Statistical Area (MSA)
and turbines used for emergencies or
firefighting

Heat Input at Construction, Type of NO, Index No. Regulatory Monitoring Recor dkeeping
Peak L oad and M odification, or Service Emission Requirements and Testing and Reporting
Rated Base L oad, Reconstruction Control [Exemption]
if Applicable Date M ethod
Heat Input < 10 On/Before Oct. 3, | Any N/A 511-05-001 | None[40 CFR 60.330(b)] None None
MMBtu/hr based on | 1977
lower heating value
; After Oct. 3, 1977 | Any N/A 511-05-002 | None [40 CFR 60.330(a)] None None
of fuel fired
10 < Heat Input On/Before Oct. 3, | Any N/A 511-05-003 | None [40 CFR 60.330(b)] None None
<100 MMBtu 1977
based on lower
heating value of fuel After Oct. 3, 1977 | Any N/A 511-05-004 |40 CFR 60.333(b) 40 CFR 60.334(b)(b)(2),(c)(2) 40 CFR 60.334(b)(2),(c)(2)
fired and On/Before 40 CFR 60.334(c)(2) 40 CFR 60.335(b),(d),(e)
Oct. 3, 1982 [40 CFR 60.332(¢)]
On/After Oct. 3, Emergencies or firefighting N/A 511-05-005 |40 CFR 60.333(b) 40 CFR 60.334(b)(b)(2),(c)(2) 40 CFR 60.334(b)(2),(c)(2)
1982 40 CFR 60.334(c)(2) 40 CFR 60.335(b),(d),(e)
[40 CFR 60.332(g)]
Regenerative cycle gas turbines N/A 511-05-006 |40 CFR 60.333(b) 40 CFR 60.334(b)(b)(2),(c)(2) 40 CFR 60.334(b)(2),(c)(2)
40 CFR 60.334(c)(2) 40 CFR 60.335(b),(d),(e)
[40 CFR 60.332(1)]
Other Water or 511-05-007 |40 CFR 60.332(38)(2),(3),(f) |40 CFR 60.334(a) 40 CFR 60.334(a),(b)(2),(c)(1)-(3)
steam 40 CFR 60.333(b) 40 CFR 60.334(b)(b)(2),(c)(1)-(3)
injection 40 CFR 60.334(c)(1),(2) 40 CFR 60.335
Other 511-05-008 |40 CFR 60.332(a)(2),(3) 40 CFR 60.334(b)(b)(2),(c)(1)-(2) 40 CFR 60.334(b)(2),(c)(1)-(2)
40 CFR 60.333(b) 40 CFR 60.335(a),(b),(c)(1),(3),(d)-(e)
40 CFR 60.334(c)(1),(2)
100 MMBtu/hr < On/Before Oct. 3, | Any N/A 511-05-009 | None [40 CFR 60.330(b)] None None
Heat Input 1977
based on lower
heating value of fuel After Oct. 3, 1977 | Emergencies or firefighting N/A 511-05-010 |40 CFR 60.333(b) 40 CFR 60.334(b)(b)(2),(c)(2) 40 CFR 60.334(b)(2),(c)(2)
AND and Before Jan. 40 CFR 60.334(c)(2) 40 CFR 60.335(b),(d),(e)
27,1982 [40 CFR 60.332(g)]
base_l gad at1SO Stationary gas turbines other than | N/A 511-05-011 |40 CFR 60.333(b) 40 CFR 60.334(b)(b)(2),(c)(2) 40 CFR 60.334(b)(2),(c)(2)
conditions the following: turbines employed in 40 CFR 60.334(c)(2) 40 CFR 60.335(b),(d),(e)
<30MW oil/gas production or oil/gas [40 CFR 60.332(j)]




Heat Input at Construction, Type of NO, Index No. Regulatory Monitoring Recor dkeeping
Peak L oad and M odification, or Service Emission Requirements and Testing and Reporting
Rated Base L oad, Reconstruction Control [Exemption]
if Applicable Date M ethod
100 MMBtu/hr < After Oct. 3, 1977 | Turbines employed in oil/gas Water or 511-05-012 |40 CFR 60.332(38)(2),(3),(f) |40 CFR 60.334(a) 40 CFR 60.334(a),(b)(2),(c)(1)-(3)
Heat Input and Before Jan. production or oil/gas transportation | steam 40 CFR 60.333(b) 40 CFR 60.334(b)(b)(2),(c)(1)-(3)
based on lower 27,1982 and not located in a Metropolitan injection 40 CFR 60.334(c)(1),(2) 40 CFR 60.335
heating value of fuel | (Continued) Statistical Area(MSA)
Other 511-05-013 |40 CFR 60.332(a)(2),(3) 40 CFR 60.334(b)(b)(2),(c)(1)-(2) 40 CFR 60.334(b)(2),(c)(1)-(2)
AND 40 CFR 60.333(b) 40 CFR 60.335(a),(b),(c)(1),(3),(d)-(e)
40 CFR 60.334(c)(1).(2)
base load at 1SO On/After Jan. 27, | Emergenciesor firefighting N/A 511-05-014 |40 CFR 60.333(b) 40 CFR 60.334(b)(b)(2),(c)(2) 40 CFR 60.334(b)(2),(c)(2)
conditions 1982 40 CFR 60.334(c)(2) 40 CFR 60.335(b),(d),(e)
<30MW [40 CFR 60.332(g)]
(Continued)
Other Water or 511-05-015 |40 CFR 60.332(38)(2),(3),(f) |40 CFR 60.334(a) 40 CFR 60.334(a),(b)(2),(c)(1)-(3)
steam 40 CFR 60.333(b) 40 CFR 60.334(b)(b)(2),(c)(1)-(3)
injection 40 CFR 60.334(c)(1).(2) 40 CFR 60.335
Other 511-05-016 |40 CFR 60.332(a)(2),(3) 40 CFR 60.334(b)(b)(2),(c)(1)-(2) 40 CFR 60.334(b)(2),(c)(1)-(2)

40 CFR 60.333(b)
40 CFR 60.334(c)(1),(2)

40 CFR 60.335(a),(b),(c)(1),(3),(d)-(e)




Figure 6: 30 TAC §122.511(c)(2)

Storage Vessdls affected by 40 CFR 60, SubpartsK and Ka

system

Construction, Material Storage Maximum True Reid Vapor Tank Index No. Regulatory Monitoring Recor dkeeping
M odification, or Stored Capacity Vapor Pressure Pressure Description Requirement and Testing and Reporting
Reconstruction (gallons) (TVP) (RVP) [Exemption]

Date (psia) (psia)
On/Before Any Any TVP<11.1 Any Any 511-06-001 | None None None
6/11/73 [40 CFR 60.110(c)(2)]
After 6/11/73 and | Petroleum liquids | Cap. < 65,000 TVP<11.1 Any Any 511-06-002 | None None None
Before 3/8/74 including crude oil [40 CFR 60.110(c)(2)]
and/or condensate
after custody Cap. > 65,000 TVP<1.0 RVP<1.0 Any 511-06-003 | 40 CFR 60.110(c) None None
transfer RVP> 1.0 Vapor recovery | 511-06-004 | 40 CFR 60.110(c) None None
system
No vapor 511-06-005 | 40 CFR 60.110(c) 40 CFR 60.113(a)-(b) |40 CFR 60.113(a)
recovery system
10<TVP<15 RVP<20 Vapor recovery 511-06-006 | 40 CFR 60.110(c) None None
system
No vapor 511-06-007 | 40 CFR 60.110(c) 40 CFR 60.113(a)-(c) |40 CFR 60.113(a),(c)
recovery system
RVP>2.0 Vapor recovery 511-06-008 | 40 CFR 60.110(c) None None
system
No vapor 511-06-009 | 40 CFR 60.110(c) 40 CFR 60.113(a)-(b) |40 CFR 60.113(a)
recovery system
15<TVP<111 Any V apor recovery 511-06-010 |40 CFR 60.112(a)(1) None None
system
Crude oil and/or Any TVP<11.1 Any Any 511-06-011 | None None None
condensate prior to [40 CFR 60.110(b)]
custody transfer and
all other stored
products
On/After 3/9/74 | Petroleum liquids | Cap. < 40,000 TVP<11.1 Any Any 511-06-012 | None None None
and On/Before including crude oil [40 CFR 60.110(a)]
5/18/78 and/or condensate
after custody 40,000 < Cap.< TVP<1.0 RVP<1.0 Any 511-06-013 | 40 CFR 60.110(c) None None
transfer 65,000
RVP>1.0 Vapor recovery 511-06-014 | 40 CFR 60.110(c) None None
system
No vapor 511-06-015 | 40 CFR 60.110(c) 40 CFR 60.113(a)-(b) |40 CFR 60.113(a)
recovery system
10<TVP<15 RVP<20 Vapor recovery 511-06-016 | 40 CFR 60.110(c) None None




Construction, Material Storage Maximum True Reid Vapor Tank Index No. Regulatory Monitoring Recor dkeeping
M odification, or Stored Capacity Vapor Pressure Pressure Description Requirement and Testing and Reporting
Reconstruction (gallons) (TVP) (RVP) [Exemption]

Date (psia) (psia)
On/After 3/9/74 | Petroleum liquids | 40,000 < Cap.< 1.0<TVP<15 RVP<20 No vapor 511-06-017 | 40 CFR 60.110(c) 40 CFR 60.113(a)-(c) |40 CFR 60.113(a),(c)
and On/Before including crude oil | 65,000 (continued) (continued) recovery system
5/18/78 and/or condensate | (continued)
(continued) after custody RVP>2.0 Vapor recovery 511-06-018 | 40 CFR 60.110(c) None None
transfer (continued) system
No vapor 511-06-019 | 40 CFR 60.110(c) 40 CFR 60.113(a)-(b) |40 CFR 60.113(a)
recovery system
15<TVP<111 Any V apor recovery 511-06-020 | 40 CFR 60.112(a)(1) None None
system
Cap. > 65,000 TVP<1.0 RVP<1.0 Any 511-06-021 | 40 CFR 60.110(c) None None
RVP>1.0 Vapor recovery 511-06-022 | 40 CFR 60.110(c) None None
system
No vapor 511-06-023 | 40 CFR 60.110(c) 40 CFR 60.113(a)-(b) |40 CFR 60.113(a)
recovery system
10<TVP<15 RVP<20 Vapor recovery 511-06-024 | 40 CFR 60.110(c) None None
system
No vapor 511-06-025 | 40 CFR 60.110(c) 40 CFR 60.113(a)-(c) |40 CFR 60.113(a),(c)
recovery system
RVP>2.0 Vapor recovery 511-06-026 | 40 CFR 60.110(c) None None
system
No vapor 511-06-027 | 40 CFR 60.110(c) 40 CFR 60.113(a)-(b) |40 CFR 60.113(a)
recovery system
15<TVP<111 Any V apor recovery 511-06-028 | 40 CFR 60.112(a)(1) None None
system
Crude oil and/or Any TVP<11.1 Any Any 511-06-029 | None None None
condensate prior to [40 CFR 60.110(b)]
custody transfer and
all other stored
products
On/After 5/19/78 | Crude oil and/or Cap. < 420,000 TVP<11.1 Any Any 511-06-030 | None None None
and On/Before condensate prior to [40 CFR 60.110a(b)]
7/23/84 custody transfer
Cap. > 420,000 TVP<1.0 RVP<1.0 Any 511-06-031 | 40 CFR 60.110a(a) None None
RVP>1.0 V apor recovery 511-06-032 | 40 CFR 60.110a(a) None None
system
On/After 5/19/78 | Crude oil and/or Cap. > 420,000 TVP<1.0 RVP>1.0 No vapor 511-06-033 | 40 CFR 60.110a(a) 40 CFR 60.115a(a)-(b) |40 CFR 60.115a(a)
and On/Before condensate prior to | (Continued) (Continued) (Continued) recovery system
7/23/84 custody transfer
(Continued) (Continued) 1.0<TVP<15 RVP<20 V apor recovery 511-06-034 | 40 CFR 60.110a(a) None None

system




Construction,
M odification, or
Reconstruction

Date

Material Storage Maximum True Reid Vapor Tank Index No. Regulatory Monitoring Recor dkeeping
Stored Capacity Vapor Pressure Pressure Description Requirement and Testing and Reporting
(gallons) (TVP) (RVP) [Exemption]
(psia) (psia)
No vapor 511-06-035 | 40 CFR 60.110a(a) 40 CFR 60.115a(a)-(c) |40 CFR 60.115a(a),(c)
recovery system
RVP> 2.0 V apor recovery 511-06-036 |40 CFR 60.110a(a) None None
system
No vapor 511-06-037 | 40 CFR 60.110a(a) 40 CFR 60.115a(a)-(b) |40 CFR 60.115a(a)
recovery system
15<TVP<111 Any Vapor recovery 511-06-038 | 40 CFR 60.112a(a)(3) 40 CFR 60.113a(a)(2) |40 CFR 60.113a(a)(2)
system
Petroleum liquids | Cap. < 40,000 TVP<11.1 Any Any 511-06-039 | None None None
including crude oil [40 CFR 60.110a(a)]
and/or condensate
after custody Cap. > 40,000 TVP<1.0 RVP<1.0 Any 511-06-040 | 40 CFR 60.110a(a) None None
transfer RVP> 1.0 Vapor recovery | 511-06-041 [ 40 CFR 60.110a(a) None None
OR system
No vapor 511-06-042 | 40 CFR 60.110 40 CFR 60.115a(a)-(b) |40 CFR 60.115a(a)
Petroleum liquids reco\ilaie? a(@) aA3-(0) )
! y system
other than crude oil
and/or condensate 1.0<TVP<15 RVP<20 Vapor recovery 511-06-043 | 40 CFR 60.110a(a) None None
prior to custody system
transfer
No vapor 511-06-044 | 40 CFR 60.110a(a) 40 CFR 60.115a(a)-(c) |40 CFR 60.115a(a),(c)
recovery system
RVP>2.0 Vapor recovery 511-06-045 | 40 CFR 60.110a(a) None None
system
No vapor 511-06-046 | 40 CFR 60.110a(a) 40 CFR 60.115a(a)-(b) |40 CFR 60.115a(a)
recovery system
15<TVP<111 Any Vapor recovery 511-06-047 |40 CFR 60.112a(a)(3) 40 CFR 60.113a(a)(2) |40 CFR 60.113a(a)(2)
system
All other Any TVP<11.1 Any Any 511-06-048 | None None None
compounds prior to [40 CFR 60.110a(a)]
or after custody
transfer




Figure 7: 30 TAC §122.511(c)(3)

Storage Vessdls affected by 40 CFR 60, Subpart Kb

other than flare

Construction, Material Storage Maximum True Tank Index No. Regulatory Monitoring Recor dkeeping
M odification, or Stored Capacity Vapor Pressure Description Requirement and Testing and Reporting
Reconstruction (gallons) (TVP) [Exemption]

Date (psia)
After 7/23/84 Crude oil and/or Cap. < 420,000 TVP<11.1 Any 511-07-001 | None None None
condensate prior to [40 CFR 60.110b(d)(4)]
custody transfer
Cap. > 420,000 TVP<0.5 Any 511-07-002 | 40 CFR 60.110b(c) 40 CFR 60.116b(a),(b) 40 CFR 60.116b(a),(b)
05<TVP<0.75 Closed vent 511-07-003 | 40 CFR 60.110b(a) 40 CFR 60.116b(a),(b),(e) |40 CFR 60.116b(a),(b),
system and (e)(2)(ii)
control device
Any/None 511-07-004 | 40 CFR 60.110b(a) 40 CFR 60.116b(a)-(€) 40 CFR 60.116b(a)-(d),
(6)(2)(ii)
0.75<TVP<111 Closed vent 511-07-005 | 40 CFR 60.112b(a)(3) 40 CFR 60.113b(d) 40 CFR 60.115h(d)
system with flare 40 CFR 60.18 40 CFR 60.116b(a),(b),(e) |40 CFR 60.116b(a),(b),
(8)(2)(ii)
Closed vent 511-07-006 | 40 CFR 60.112b(a)(3) 40 CFR 60.113b(c) 40 CFR 60.113b(c)(1)
system with 40 CFR 60.116b(a),(b),(¢) |40 CFR 60.115h(c)
control device 40 CFR 60.116b(a), (b),
other than flare (e)(2)(ii)
Volatile organic liquid | Cap. < 10,000 TVP<11.1 Any 511-07-007 | None None None
other than petroleum [40 CFR 60.110b(a)]
or condensate prior to
custody transfer 10,000 < Cap. < 20,000 TVP<11.1 Any 511-07-008 | 40 CFR 60.110b(b) 40 CFR 60.116b(a),(b) 40 CFR 60.116b(a),(b)
OR 20,000 < Cap. < 40,000 TVP<22 Any 511-07-009 | 40 CFR 60.110b(c) 40 CFR 60.116b(a),(b) 40 CFR 60.116b(a),(b)
Volatile organic liquid 22<TVP<40 Closed vent 511-07-010 | 40 CFR 60.110b(a) 40 CFR 60.116b(a),(b),(e) |40 CFR 60.116b(a),(b),
after custody transfer system and (e)(2)(ii)
control device
Any/None 511-07-011 | 40 CFR 60.110b(a) 40 CFR 60.116b(a)-(€) 40 CFR 60.116b(a)-(d),
(6)(2)(ii)
40<TVP<111 Closed vent 511-07-012 | 40 CFR 60.112b(a)(3) 40 CFR 60.113b(d) 40 CFR 60.115h(d)
system with flare 40 CFR 60.18 40 CFR 60.116b(a),(b),(e) |40 CFR 60.116b(a),(b),
(6)(2)(ii)
Closed vent 511-07-013 | 40 CFR 60.112b(a)(3) 40 CFR 60.113b(c) 40 CFR 60.113b(c)(1)
system with 40 CFR 60.116b(a),(b),(¢) |40 CFR 60.115h(c)
control device 40 CFR 60.116b(a), (b),

(&)




Construction, M aterial Storage Maximum True Tank Index No. Regulatory Monitoring Recor dkeeping
M odification, or Stored Capacity Vapor Pressure Description Requirement and Testing and Reporting
Reconstruction (gallons) (TVP) [Exemption]

Date (psia)
After 7/23/84 Volatile organic liquid | Cap. > 40,000 TVP<0.5 Any 511-07-014 | 40 CFR 60.110b(c) 40 CFR 60.116b(a),(b) 40 CFR 60.116b(a),(b)
(continued) other than petroleum | (continued)
or condensate prior to 0.5<TVP<0.75 Closed vent 511-07-015 | 40 CFR 60.110b(a) 40 CFR 60.116b(a),(b),(e) |40 CFR 60.116b(a),(b),
custody transfer system and (®))(ii)
control device
OR
Any/None 511-07-016 | 40 CFR 60.110b(a) 40 CFR 60.116b(a)-(e) 40 CFR 60.116b(a)-(d),
Volatile organic liquid (&)(2)(ii)
after custody transfer
(continued) 0.75<TVP<11.1 Closed vent 511-07-017 | 40 CFR 60.112b(a)(3) | 40 CFR 60.113b(d) 40 CFR 60.115h(d)
system with flare 40 CFR 60.18 40 CFR 60.116b(a),(b),(e) |40 CFR 60.116b(a),(b),
(e)(2)(ii)
Closed vent 511-07-018 | 40 CFR 60.112b(a)(3) 40 CFR 60.113b(c) 40 CFR 60.113b(c)(1)
system with 40 CFR 60.116b(a),(b),(¢) |40 CFR 60.115h(c)
control device 40 CFR 60.116b(a),(b),
other than flare (&)(2)(ii)
All other compounds | Any TVP<11.1 Any 511-07-019 | None None None
prior or after custody [40 CFR 60.110b]

transfer

10




Figure 8: 30 TAC §122.511(c)(4)

Storage Vessels affected by Chapter 115 of thistitle

11

Material Storage Maximum True Tank Index No. Regulatory Monitoring Recor dkeeping
Stored Capacity Vapor Pressure Description Requirement and Testing and Reporting
(gallons) (TVP) [Exemption]
(psia)
Gasoline at a motor vehicle fuel Cap. < 25,000 TVP<11.0 Any 511-08-001 | None None None
dispensing facility [8115.117(2a)(3)]
Crude oil and/or condensate prior to Cap. < 210,000 TVP<11.0 Any 511-08-002 | None None None
custody transfer [8115.117(a)(2)]
Cap. > 210,000 TVP<15 Any 511-08-003 | None None None
[8115.117(a)(1)]
15<TVP<11.0 Vapor recovery system with 511-08-004 |§115.112(a)(1),(3) |8§115.115(a)(1)-(7) §115.116(a)(3),
direct-flame incinerator §115.116(a)(3)(A).(D),(4)-(5) (A),(D),(4)-(5)
V apor recovery system with 511-08-005 |8115.112(a)(1),(3) | 8115.115(a)(1)-(7) §115.116(a)(3),
chiller or catalytic incinerator §115.116(a)(3)(B).(D),(4)-(5) (B).(D),(4)-(5)
V apor recovery system with 511-08-006 |8115.112(a)(1),(3) | 8115.115(a)(1)-(7) §115.116(a)(3),
carbon adsorption system §115.116(a)(3)(C).(D),(4)-(5) (©),(D),(4)-(5)
V apor recovery system with 511-08-007 |8115.112(a)(1),(3) | 8115.115(a)(1)-(7) §115.116(a)(3),
other controls §115.116(a)(3)(D),(4)-(5) (D),(4)-(5)
Crude oil and/or condensate after Cap. < 1,000 TVP<15 Any 511-08-008 | None None None
custody transfer [8115.117(a)(1)]
15<TVP<11.0 Any 511-08-009 | 8115.112(a)(1) §115.115(a)(1)-(7) §115.116(a)(4)-(5)
§115.116(a)(4)-(5)
1,000 < Cap.< 40,000 TVP<15 Any 511-08-010 | None None None
[8115.117(a)(1)]
15<TVP<11.0 Submerged fill pipe 511-08-011 | 8115.112(a)(1) §115.115(a)(1)-(7) §115.116(a)(4)-(5)
§115.116(a)(4)-(5)
V apor recovery system with 511-08-012 |8115.112(a)(1),(3) | 8115.115(a)(1)-(7) §115.116(a)(3),
direct-flame incinerator §115.116(a)(3)(A).(D),(4)-(5) (A),(D),(4)-(5)
V apor recovery system with 511-08-013 | 8115.112(a)(1),(3) | 8115.115(a)(1)-(7) §115.116(a)(3),
chiller or catalytic incinerator §115.116(a)(3)(B).(D),(4)-(5) (B).(D),(4)-(5)
V apor recovery system with 511-08-014 |8115.112(a)(1),(3) | 8115.115(a)(1)-(7) §115.116(a)(3),
carbon adsorption system §115.116(a)(3)(C).(D),(4)-(5) (©),(D),(4)-(5)
V apor recovery system with 511-08-015 |8115.112(a)(1),(3) | 8115.115(a)(1)-(7) §115.116(a)(3),
other controls §115.116(a)(3)(D),(4)-(5) (D),(4)-(5)
Cap. > 40,000 TVP<15 Any 511-08-016 | None None None
[8115.117(a)(1)]
Crude oil and/or condensate after Cap. > 40,000 15<TVP<11.0 V apor recovery system with 511-08-017 |8115.112(a)(1),(3) | 8115.115(a)(1)-(7) §115.116(a)(3),
custody transfer (continued) direct-flame incinerator §115.116(a)(3)(A).(D),(4)-(5) (A),(D),(4)-(5
(continued)




Material Storage Maximum True Tank Index No. Regulatory Monitoring Recor dkeeping
Stored Capacity Vapor Pressure Description Requirement and Testing and Reporting
(gallons) (TVP) [Exemption]
(psia)
V apor recovery system with 511-08-018 |8115.112(a)(1),(3) | 8115.115(a)(1)-(7) §115.116(a)(3),
chiller or catalytic incinerator §115.116(a)(3)(B),(D),(4)-(5) (B).(D),(4)-(5)
V apor recovery system with 511-08-019 |8115.112(a)(1),(3) | 8115.115(a)(1)-(7) §115.116(a)(3),
carbon adsorption system §115.116(a)(3),(C),(D),(4)-(5) (©).(D),(4)-(5)
V apor recovery system with 511-08-020 |8115.112(a)(1),(3) | 8115.115(a)(1)-(7) §115.116(a)(3),
other controls §115.116(a)(3)(D),(4)-(5) (D),(4)-(5)
VOC liquids other than crude oil and/or | Cap. < 1,000 TVP<15 Any 511-08-021 | None None None
condensate [8115.117(a)(1)]
15<TVP<11.0 Any 511-08-022 | §115.112(a)(1) §115.115(8)(1)-(7) §115.116(a)(4)-(5)
§115.116(a)(4)-(5)
1,000 < Cap.< 25,000 TVP<15 Any 511-08-023 | None None None
[8115.117(a)(1)]
15<TVP<11.0 Submerged fill pipe 511-08-024 | §115.112(a)(1) §115.115(a)(1)-(7) §115.116(a)(4)-(5)
§115.116(a)(4)-(5)
V apor recovery system with 511-08-025 |8115.112(a)(1),(3) | 8115.115(a)(1)-(7) §115.116(a)(3),
direct-flame incinerator §115.116(a)(3),(A),(D),(4)-(5) (A),(D),(4)-(5
V apor recovery system with 511-08-026 |8115.112(a)(1),(3) | 8115.115(a)(1)-(7) §115.116(a)(3),
chiller or catalytic incinerator §115.116(a)(3),(B),(D),(4)-(5) (B).(D),(4)-(5)
V apor recovery system with 511-08-027 |8115.112(a)(1),(3) | 8115.115(a)(1)-(7) §115.116(a)(3),
carbon adsorption system §115.116(a)(3)(C).(D),(4)-(5) (©),(D),(4)-(5)
V apor recovery system with 511-08-028 |8115.112(a)(1),(3) | 8115.115(a)(1)-(7) §115.116(a)(3),
other controls §115.116(a)(3)(D).(4)-(5) (D).(49)-(5)
25,000 < Cap.< 40,000 TVP<15 Any 511-08-029 | None None None
[8115.117(a)(1)]
15<TVP<11.0 Vapor recovery system with 511-08-030 |§115.112(a)(1),(3) | §115.115(a)(1)-(7) §115.116(a)(3),
direct-flame incinerator §115.116(a)(3),(A),(D),(4)-(5) (A),(D),(4)-(5
V apor recovery system with 511-08-031 |8115.112(a)(1),(3) | 8115.115(a)(1)-(7) §115.116(a)(3),
chiller or catalytic incinerator §115.116(a)(3)(B).(D),(4)-(5) (B),(D),(4)-(5)
V apor recovery system with 511-08-032 |8115.112(a)(1),(3) | 8115.115(a)(1)-(7) §115.116(a)(3),
carbon adsorption system §115.116(a)(3)(C).(D),(4)-(5) (©),(D),(4)-(5)
Vapor recovery system with 511-08-033 | 8115.112(a)(1),(3) | 8115.115(a)(1)-(7) §115.116(a)(3),
other controls §115.116(a)(3)(D),(4)-(5) (D),(4)-(5)
Cap. > 40,000 TVP<15 Any 511-08-034 | None None None
VOC liquids other than crude oil and/or | (continued) [8115.117(a)(1)]
condensate(continued)
15<TVP<11.0 Vapor recovery system with 511-08-035 | §115.112(a)(1),(3) | §115.115(a)(1)-(7) §115.116(a)(3),
direct-flame incinerator §115.116(a)(3)(A).(D),(4)-(5) (A),(D),(4)-(5
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M aterial
Stored

Storage
Capacity
(gallons)

Maximum True
Vapor Pressure
(TVP)
(psia)

Tank Index No. Regulatory Monitoring Recor dkeeping
Description Requirement and Testing and Reporting
[Exemption]

V apor recovery system with 511-08-036 |8115.112(a)(1),(3) | 8115.115(a)(1)-(7) §115.116(a)(3),
chiller or catalytic incinerator §115.116(a)(3)(B).(D),(4)-(5) (B),(D),(4)-(5)
V apor recovery system with 511-08-037 |8115.112(a)(1),(3) | 8115.115(a)(1)-(7) §115.116(a)(3),
carbon adsorption system §115.116(a)(3),(C),(D),(4)-(5) (©).(D),(4)-(5)
V apor recovery system with 511-08-038 |8115.112(a)(1),(3) | 8115.115(a)(1)-(7) §115.116(a)(3),
other controls §115.116(a)(3)(D),(4)-(5) (D),(4)-(5)
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Figure9: 30 TAC §122.511(c)(5)

affected by 40 CFR 60, Subpart LLL

Gas Swestening Units Not Utilizing Sulfur Recovery

Unit IsAcid Gas Completely Construction, Design Capacity Operatingat <2 | Index No. Regulatory Monitoring Recor dkeeping
L ocation Reinjected into Oil or Gas- M odification, or (long tons/day LT/day, (H,Sin Requirement and Testing and Reporting
Bearing Strata or Otherwise Reconstruction H,Sin acid gas, acid gas, [Exemption]
Not Vented Date expressed as sulfur) expressed as
sulfur) AND
complying with
alternative
compliance
provisions
Territorial Seas | N/A Any Any N/A 511-09-001 | None[40 CFR 60.640(c)] |None None
Other Yes Any Any N/A 511-09-002 | None[40 CFR 60.640(e)] | None None
No Date < January 20, Any N/A 511-09-003 | None[40 CFR 60.640(d)] |None None
1984
January 20, 1984 < Cap.<2 N/A 511-09-004 |40 CFR 60.640(b) None 40 CFR 60.647(c)
Date
Cap.>2 Yes 511-09-005 | §122.511(b)(18) §122.511(b)(18) §122.511(b)(18)
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Figure 10: 30 TAC §122.511(c)(6)

Natural Gas Processing Plant Fugitive Emissions
affected by 40 CFR 60, Subpart KKK

Construction, Component Type of Index No. Regulatory Monitoring Recor dkeeping
Reconstruction Type Service Requirement and Testing and Reporting
or Modification [Exemption] {Referenced Standard} {Referenced Standard}
Date {Referenced Standard}
On/Before Any Any 511-10-001 | None None None
January 20, 1984 [40 CFR 60.630(b)]
After January 20, Any Component in Vacuum Service | Any 511-10-002 | 40 CFR 60.632(a) 40 CFR 60.632(d) 40 CFR 60.632(¢)
1984 {40 CFR 60.482-1(d)} 40 CFR 60.632(f) {40 CFR 60.486(¢)(5)}
{40 CFR 60.485(d)}
Any Component in Non-VOC Service | Any 511-10-003 | 40 CFR 60.630(a)(1) 40 CFR 60.632(d) 40 CFR 60.632(¢)
{40 CFR 60.480(d)(5)} 40 CFR 60.632(f) {40 CFR 60.486(i),(j)}
{40 CFR 60.485(d)}
Pump Light Liquid 511-10-004 | 40 CFR 60.632(a) 40 CFR 60.632(d) 40 CFR 60.632(¢)
{40 CFR 60.482-1(a),(b)} | 40 CFR 60.632(f) 40 CFR 60.635(a)
{40 CFR 60.482-2} {40 CFR 60.485} 40 CFR 60.636(a)
{40 CFR 60.482-9} 40 CFR 60.633(h) {40 CFR 60.486(a)-(c),(e),(h),(k)}
40 CFR 60.633(d) {40 CFR 60.487(a)-(c),(e)}
Heavy Liquid 511-10-005 | 40 CFR 60.632(a) 40 CFR 60.632(d) 40 CFR 60.632(¢)
{40 CFR 60.482-1(a),(b)} | 40 CFR 60.632(f) 40 CFR 60.635(a)
{40 CFR 60.482-8} {40 CFR 60.485} 40 CFR 60.636(a)
{40 CFR 60.482-9} 40 CFR 60.633(h) {40 CFR 60.486(a)-(c),(e),(h),(k)}
{40 CFR 60.487(a)-(c),(e)}
Compressor Wet Gas 511-10-006 | 40 CFR 60.633(f) None 40 CFR 60.635(c)
{40 CFR 60.486(j)}
VOC 511-10-007 | 40 CFR 60.632(a) 40 CFR 60.632(d) 40 CFR 60.632(¢)
(greater than 10% VOC by weight) {40 CFR 60.482-1(a),(b)} | 40 CFR 60.632(f) 40 CFR 60.635(a)
{40 CFR 60.482-3} {40 CFR 60.485} 40 CFR 60.636(a)
{40 CFR 60.482-9} 40 CFR 60.633(h) {40 CFR 60.486(a)-(c),(e),(h),(k)}
{40 CFR 60.487(a)-(c),(e)}
Pressure Relief Device Gas/Vapor 511-10-008 | 40 CFR 60.632(a) 40 CFR 60.632(d) 40 CFR 60.632(¢)
{40 CFR 60.482-1(a),(b)} | 40 CFR 60.632(f) 40 CFR 60.635(a)-(b)
{40 CFR 60.482-4} {40 CFR 60.485(a)-(d),(f)} 40 CFR 60.636
{40 CFR 60.482-9} 40 CFR 60.633(h) {40 CFR 60.486(a),(e),(k)}
40 CFR 60.633(b),(d) {40 CFR 60.487(a)-(c),(e)}
Light Liquid or Heavy Liquid 511-10-009 | 40 CFR 60.632(a) 40 CFR 60.632(d) 40 CFR 60.632(¢)
{40 CFR 60.482-1(a),(b)} | 40 CFR 60.632(f) 40 CFR 60.635(a)
{40 CFR 60.482-8} {40 CFR 60.485(a),(b),(d)-(f)} | 40 CFR 60.636(a)
{40 CFR 60.482-9} 40 CFR 60.633(h) {40 CFR 60.486(a)-(c),(e),(j).(k)}
{40 CFR 60.487(a)-(c),(e)}
Sampling Connection Any 511-10-010 | None[40 CFR 60.633(c)] | None None
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Construction, Component Type of Index No. Regulatory Monitoring Recor dkeeping
Reconstruction Type Service Requirement and Testing and Reporting
or Modification [Exemption] {Referenced Standard} {Referenced Standard}
Date {Referenced Standard}
After January 20, Open-Ended Vaveor Line Any 511-10-011 | 40 CFR 60.632(a) 40 CFR 60.632(d) 40 CFR 60.632(¢)
1984 {40 CFR 60.482-1(a),(b)} | 40 CFR 60.632(f) 40 CFR 60.635(a)
(continued) {40 CFR 60.482-6} {40 CFR 60.485(a),(b),(d)-(f)} | 40 CFR 60.636(a)
{40 CFR 60.482-9} 40 CFR 60.633(h) {40 CFR 60.486(a),(e),(k)}
{40 CFR 60.487(a)-(c),(e)}
Valve Gas/Vapor or Light Liquid 511-10-012 | 40 CFR 60.632(a),(b) 40 CFR 60.632(d) 40 CFR 60.632(¢)
{40 CFR 60.482-1(a),(b)} | 40 CFR 60.632(f) 40 CFR 60.635(a)
{40 CFR 60.482-7} {40 CFR 60.485} 40 CFR 60.636(a)
{40 CFR 60.482-9} 40 CFR 60.633(h) {40 CFR 60.486(a)-(c),(e)-(9),
{40 CFR 60.483-1} ().(k)}
40 CFR 60.483-2} {40 CFR 60.487}
40 CFR 60.633(d)
Heavy Liquid 511-10-013 | 40 CFR 60.632(a) 40 CFR 60.632(d) 40 CFR 60.632(¢)
{40 CFR 60.482-1(a),(b)} | 40 CFR 60.632(f) 40 CFR 60.635(a)
{40 CFR 60.482-8} {40 CFR 60.485(a),(b),(d)-(f)} | 40 CFR 60.636(a)
{40 CFR 60.482-9} 40 CFR 60.633(h) {40 CFR 60.486(a)-(c),(e),(j).(k)}
{40 CFR 60.487(a)-(c),(e)}
Flanges and Other Connectors Any 511-10-014 | 40 CFR 60.632(a) 40 CFR 60.632(d) 40 CFR 60.632(¢)
{40 CFR 60.482-1(a),(b)} | 40 CFR 60.632(f) 40 CFR 60.635(a)
{40 CFR 60.482-8} {40 CFR 60.485(a),(b),(d)-(f)} | 40 CFR 60.636(a)
{40 CFR 60.482-9} 40 CFR 60.633(h) {40 CFR 60.486(a)-(c),(e),(j).(k)}
{40 CFR 60.487(a)-(c),(e)}
Closed Vent System with aFlare Any 511-10-015 | 40 CFR 60.632(a) 40 CFR 60.632(d) 40 CFR 60.632(¢)
{40 CFR 60.482-1(a),(b)} | 40 CFR 60.632(f) 40 CFR 60.635(a)
{40 CFR 60.482-9} {40 CFR 60.485(a)-(d),(f),(g)} | 40 CFR 60.636(a)
{40 CFR 60.482-10} 40 CFR 60.633(h) {40 CFR 60.486(a),(d),(e),(j),(k)}
40 CFR 60.633(g) {40 CFR 60.487(a)-(c),(e)}
40 CFR 60.18
Closed Vent System with control Any 511-10-016 | 40 CFR 60.632(a) 40 CFR 60.632(d) 40 CFR 60.632(¢)
device other than Flare {40 CFR 60.482-1(a),(b)} | 40 CFR 60.632(f) 40 CFR 60.635(a)
{40 CFR 60.482-9} {40 CFR 60.485(a)-(d),(f),(g)} | 40 CFR 60.636(a)
{40 CFR 60.482-10} 40 CFR 60.633(h) {40 CFR 60.486(a),(d),(e),(j),(k)}

{40 CFR 60.487(a)-(c),(e)}
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Figure 11: 30 TAC §122.511(c)(7)

Natural Gas Processing Oper ations Fugitive Emissions

affected by Chapter 115 of thistitle

Total Number of All Fugitive Unit VOC Content for All Index No. Regulatory Monitoring Recor dkeeping
Components (N) in VOC Componentsin Process Fluidsless than Requirement and Testing and Reporting
Service at the Site Vacuum Service 1% By Weight [Exemption]
N < 250 N/A N/A 511-11001 | None[§115.357(7)] None None
N > 250 Yes N/A 511-11-002 | None[8115.357(2)] None None
No Yes 511-11-003 | None[§115.357(6)] None None
No 511-11-004 | §115.352 §115.354 §115.356
§115.357(1)-(6),(8).(9) §115.355
§115.356
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Figure 12: 30 TAC §122.511(c)(8)

Flar es affected by 40 CFR 60, Subpart A

Flare Type of Exit Velocity Net Heating Actual Velocity less Index No. Regulatory Monitoring Recor dkeeping
Subject to | Flare Assist at Standard Value of Gas, than V5 as calculated Requirement and Testing and Reporting
NSPS Conditions of Hy, at in 860.18(f)(5) [Exemption]
Subpart A 68°Fand 1atm. | 77°F and 1atm. | [Steam and Non-assisted]
(ft/second) (Btu/scf) or §60.18(f)(6)
[Air-assisted]
No N/A N/A N/A N/A 511-12-001 | None[40 CFR 60.18(a)] None None
Yes None V <60 H; > 200 N/A 511-12-002 |40 CFR 60.18(b),(c)(1)-(3),(4)(i),(6),(e),(f)(1) 40 CFR 60.18(d),(f)(1)-(4) None
60 <V <400 200 <H;< 1000 Yes 511-12-003 | 40 CFR 60.18(b),(c)(1)-(3),(4)(iii),(6),(e),(f)(1) |40 CFR 60.18(d),(f)(1)-(5) None
H; > 1000 N/A 511-12-004 |40 CFR 60.18(b),(c)(1)-(3),(4)(ii),(6),(e),(f)(1) |40 CFR 60.18(d),(f)(1)-(4) None
Steam V <60 H; > 300 N/A 511-12-005 |40 CFR 60.18(b),(c)(1)-(3),(4)(i),(6),(e),(f)(1) 40 CFR 60.18(d),(f)(1)-(4) None
60 <V <400 300<H; <1000 |Yes 511-12-006 |40 CFR 60.18(b),(c)(1)-(3),(4)(iii),(6),(e),(f)(1) |40 CFR 60.18(d),(f)(1)-(5) None
H; > 1000 N/A 511-12-007 |40 CFR 60.18(b),(c)(1)-(3),(4)(ii),(6),(e),(f)(1) |40 CFR 60.18(d),(f)(1)-(4) None
Air N/A H;> 300 Yes 511-12-008 |40 CFR 60.18(b),(c)(1)-(3).(5),(6).(e),(f)(1) 40 CFR 60.18(d),(f)(1)-(4),(6) | None
Figure 13: 30 TAC §122.511(c)(9) Flares affected by Chapter 111 of thistitle
Flare Used for Flare Used Effluent Flow > Equipped witha | Any SourcesRouted to | Index No. Regulatory Monitoring Recor dkeeping
Emergency or For Acid 100,000 acfm Continuous this Flare Constructed Requirement and Testing and Reporting
Upset Only GasOnly Opacity M onitor after 1/31/72 [Exemption]
Yes N/A N/A N/A N/A 511-13-001 | None[8§111.111(a)(4)(B)] | None None
No Yes Yes Yes Yes 511-13-002 | 8§111.111(a)(1)(B),(C) §111.112(a)(1)(D),(F)(i)-(iii) §111.111(a)(1)
©-DO)
No 511-13-003 | 8111.111(a)(1)(A).(C) §111.112(a)(1)(D),(F)(i)-(iii) §111.111(a)(1)
©-0O)
No N/A 511-13-004 |§111.111(a)(1)(C) §111.112(a)(1)(F)(i)-(iii) None
No N/A Yes 511-13-005 |§111.111(a)(1)(B) §111.112(a)(1)(F)(i)-(iii) None
No 511-13-006 |§111.111(a)(1)(A) §111.112(a)(1)(F)(i)-(iii) None
No N/A N/A N/A 511-13-007 | §111.111(a)(4)(A) §111.112(a)(4)(A)(i).(ii) §111.111(a)(4)(A)(ii)
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Figure 14: 30 TAC §122.511(c)(10) Gas Swestening Units Utilizing Sulfur Recovery
affected by 40 CFR 60, Subpart LLL
Unit Construction, Design Operating at < 2 Tail Gas | Monitoring | Effluent | Index No. Regulatory Monitoring Recor dkeeping
Location | Reconstruction Capacity LT/day, (H,Sin acid Unit System Gas Requirement and Testing and Reporting
or Modification | (longtons/day | gas, expressed as Option Oxygen [Exemption]
Date H,Sin acid gas, sulfur) AND Content
expressed as complying with
sulfur) alternative
compliance
provisions
Not Any Any N/A N/A N/A N/A 511-14-001 |None None None
Onshore [40 CFR 60.640(c)]
Onshore On/Before Any N/A N/A N/A N/A 511-14-002 |None None None
Jan. 20, 1984 [40 CFR 60.640(d)]
After Jan. 20, Cap.<2 N/A N/A N/A N/A 511-14-003 |40 CFR 60.640(b) |None 40 CFR 60.647(c)
1984
2<Cap.<150 |Yes N/A N/A N/A 511-14-004 | §122.511(b)(18) §122.511(b)(18) §122.511(b)(18)
No None N/A <1.0% | 511-14-005 |40 CFR 60.642 40 CFR 60.643 40 CFR 60.647(a)
40 CFR 60.644(a),(b),(c)(1)-(3), |40 CFR 60.647(b)(1)
40 CFR 60.644(c)(4)(i),(ii),(iv)
40 CFR 60.646(a)
40 CFR 60.648
>1.0% | 511-14-006 |40 CFR 60.642 40 CFR 60.643 40 CFR 60.647(a)
40 CFR 60.644(a),(b),(c)(1)-(3), |40 CFR 60.647(b)(1)
40 CFR 60.644(c)(4)(i),(iii),(iv)
40 CFR 60.646(a)
40 CFR 60.648
Oxidation |CEM N/A 511-14-007 |40 CFR 60.642 40 CFR 60.643 40 CFR 60.647(a),(b)
type 40 CFR 60.644(a),(b),(c)(1)-(3),
40 CFR 60.644(c)(4)(i),(iii),
(iv).(d)
40 CFR 60.646(a),(b),(d),(f).(9)
40 CFR 60.648
None N/A 511-14-008 |40 CFR 60.642 40 CFR 60.643 40 CFR 60.647(a)
40 CFR 60.644(a),(b),(c)(1)-(3), |40 CFR 60.647(b)(1),(d)
40 CFR 60.644(c)(4)(i),(iii),(iv)
40 CFR 60.646(a),(€)
40 CFR 60.648
Reduction |CEM N/A 511-14-009 |40 CFR 60.642 40 CFR 60.643 40 CFR 60.647(a),(b)
type 40 CFR 60.644(a),(b),(c)(1)-(3),
followed by 40 CFR 60.644(c)(4)(i),(ii),
incinerator (iv),(d)

40 CFR 60.646(a),(b),(d),(f),(9)
40 CFR 60.648
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Unit Construction, Design Operating at < 2 Tail Gas | Monitoring | Effluent | Index No. Regulatory Monitoring Recor dkeeping
Location | Reconstruction Capacity LT/day, (H,Sin acid Unit System Gas Requirement and Testing and Reporting
or Modification | (longtons/day | gas, expressed as Option Oxygen [Exemption]
Date H,Sin acid gas, sulfur) AND Content
expressed as complying with
sulfur) alternative
compliance
provisions
Onshore After Jan. 20, 2<Cap. <150 [No (continued) Reduction | None N/A 511-14-010 |40 CFR 60.642 40 CFR 60.643 40 CFR 60.647(a)
(continued) |1984 (continued) [ (continued) type 40 CFR 60.644(a),(b),(c)(1)-(3), |40 CFR 60.647(b)(1),(d)
followed by 40 CFR 60.644(c)(4)(i),(ii),(iv)
incinerator 40 CFR 60.646(a),(€)
(continued) 40 CFR 60.648
Reduction |CEM N/A 511-14-011 |40 CFR 60.642 40 CFR 60.643 40 CFR 60.647(a)
type without 40 CFR 60.644(a),(b),(c)(1)-(3), |40 CFR 60.647(b)(1)
incinerator 40 CFR 60.644(c)(4)(i),(ii),
(iv).(d)
40 CFR 60.646(a),(c),(d),(f),(9)
40 CFR 60.648
None N/A 511-14-012 |40 CFR 60.642 40 CFR 60.643 40 CFR 60.647(a)
40 CFR 60.644(a),(b),(c)(1)-(3) |40 CFR 60.647(b)(1),(d)
40 CFR 60.644(c)(4)(i),(ii),(iv)
40 CFR 60.646(a),(€)
40 CFR 60.648
Cap. > 150 N/A None N/A <1.0% | 511-14-013 |40 CFR 60.642 40 CFR 60.643 40 CFR 60.647(a)
40 CFR 60.644(a),(b),(c)(1)-(3), |40 CFR 60.647(b)(1)
40 CFR 60.644(c)(4)(i),(ii),(iv)
40 CFR 60.646(a)
40 CFR 60.648
>1.0% | 511-14-014 |40 CFR 60.642 40 CFR 60.643 40 CFR 60.647(a)
40 CFR 60.644(a),(b),(c)(1)-(3), |40 CFR 60.647(b)(1)
40 CFR 60.644(c)(4)(i),(iii),(iv)
40 CFR 60.646(a)
40 CFR 60.648
Oxidation |CEM N/A 511-14-015 |40 CFR 60.642 40 CFR 60.643 40 CFR 60.647(a),(b)
type 40 CFR 60.644(a),(b),(c)(1)-(3),
40 CFR 60.644(c)(4)(i),(iii),
(iv).(d)
40 CFR 60.646(a),(b),(d),(f),(9)
40 CFR 60.648
Reduction |CEM N/A 511-14-016 |40 CFR 60.642 40 CFR 60.643 40 CFR 60.647(a),(b)
type 40 CFR 60.644(a),(b),(c)(1)-(3),
followed by 40 CFR 60.644(c)(4)(i),(ii),
incinerator (iv).(d)

40 CFR 60.646(a),(b),(d),(f),(9)
40 CFR 60.648
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Unit Construction, Design Operating at < 2 Tail Gas | Monitoring | Effluent | Index No. Regulatory Monitoring Recor dkeeping
Location | Reconstruction Capacity LT/day, (H,Sin acid Unit System Gas Requirement and Testing and Reporting
or Modification | (longtons/day | gas, expressed as Option Oxygen [Exemption]
Date H,Sin acid gas, sulfur) AND Content
expressed as complying with
sulfur) alternative
compliance
provisions
Onshore After Jan. 20, Cap.> 150 N/A (continued) Reduction |CEM N/A 511-14-017 |40 CFR 60.642 40 CFR 60.643 40 CFR 60.647(a)
(continued) |1984 (continued) [ (continued) type without 40 CFR 60.644(a),(b),(c)(1)-(3), |40 CFR 60.647(b)(1)
incinerator 40 CFR 60.644(c)(4)(i),(ii),
(iv).(d)
40 CFR 60.646(a),(c),(d),(f),(9)
40 CFR 60.648

Figure 15: 30 TAC §122

511(c)(11)

Gas Swestening Units Utilizing Sulfur Recovery
affected by Chapter 112 of thistitle

Effective Stack Height (H) Index No. Regulatory Requirement Monitoring Recor dkeeping
lessthan Standard Effective [Exemption] and Testing and Reporting
Stack Height (Hy)
Yes 511-15-001 | §112.7(a),(b) §112.2(a) §112.2(b),(c)
No 511-15-002 | §112.7(a) §112.2(a) §112.2(b),(c)

Figure 16: 30 TAC §122.511(c)(12)

Stationary Vents affected by Chapter 111 of thistitle

Effluent Flow Equipped with Continuous Sour ces Routed to this Vent Index No. Regulatory Requirement Monitoring Recor dkeeping
Rate > 100,000 acfm Opacity M onitor Constructed After 1/31/72 [Exemption] and Testing and Reporting
Yes Yes Yes 511-16-001 |§111.111(a)(1)(B),(C) §111.112(a)(1)(D),(F)(i)-(iii) §111.111(a)(1)(C)-(D)
No 511-16-002 | §111.111(a)(1)(A),(C) §111.112(a)(1)(D),(F)(i)-(iii) §111.111(a)(1)(C)-(D)
No N/A 511-16-003 | §111.111(a)(1)(C) §111.112(a)(1)(F)(i)-(iii) None
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Figure17: 30 TAC §122.511(c)(13)

Stationary Vents affected by Chapter 115 of thistitle

§115.123(a)(1)

§115.126(a),(1),(D),(E)

All Emissions from Vent Attached toa Highest Combined Highest VOC Control Index No. Regulatory Monitoring Recor dkeeping
thisVent Regulated Combustion Unit Weight of VOC True Partial Device Type Requirements and Testing and Reporting
in Another Section of Not Used asa (pounds) in any Pressure (TPP) [Exemptions]
30 TAC Chapter 115 Control Device 24-Hour Period Since 7/17/91
for VOC Since 7/17/91 (psia)
Yes N/A N/A N/A N/A 511-17-001 | None None None
[8115.127(a)(6)]
No Yes N/A N/A N/A 511-17-002 | None None None
[8115.127(a)(7)]
No Wt. <50 TPP < 0.0045 N/A 511-17-003 | 8115.127(a)(2)(A) | 8115.126(a),(3) §115.126(a),(3)
TPP> 0.0045 N/A 511-17-004 | 8115.127(a)(2)(A) | 8115.126(a),(2),(B)-(D) §115.126(a),(2),(B)-(D)
50 < Wt.< 100 Any N/A 511-17-005 | 8115.127(a)(2)(A) | 8115.126(a),(2),(B)-(D) §115.126(a),(2),(B)-(D)
Wt. > 100 TPP < 0.009 N/A 511-17-006 |8115.127(a)(2)(B) |8§115.126(a),(2),(B)-(D) §115.126(a),(2),(B)-(D)
TPP>0.009 Smokeless flare 511-17-007 | §115.121(a)(1) §115.125(a)(1)-(6) §115.126(a),(1),(D),(E)
§115.122(a)(1) §115.126(a),(1),(D),(E)
Direct flame 511-17-008 | 8§115.121(a)(1) §115.125(a)(1)-(6) §115.126(a),(1),(A),(D),(E)
incinerator §115.122(a)(1) §115.126(a),(1),(A),(D),(E)
Catalytic incinerator | 511-17-009 |8115.121(a)(1) §115.125(a)(1)-(6) §115.126(a),(1),(B).(D).(E)
or chiller §115.123(a)(1) §115.126(a),(1),(B).(D).(E)
Carbon adsorption 511-17-010 | 8115.121(a)(1) §115.125(a)(1)-(6) §115.126(a),(1),(C)-(E)
system §115.123(a)(1) §115.126(a),(1),(C)-(E)
Other 511-17-011 | 8115.121(a)(1) §115.125(a)(1)-(6) §115.126(a),(1),(D),(E)

22




Figure 18: 30 TAC §122.511(c)(14) Combustion Units affected by Chapter 117 of thistitle
Site Type of Nonattainment Maximum Unit Placed in Unit Placed in Service After June 9, 1993 asa Functionally I dentica] Index No. Regulatory
Major Equipment Area Rated Capacity Service Before Replacement Unit for an Existing Unit or Group of Requirement
for (MRC) November 15,1992 | Unitswhich are Required to beListed in theInitial Control Plan [Exemption]
NO, (MW, hp, or
MM Btu/hr)
No Any Any Any N/A N/A 511-18-001 | None[§117.201]
Yes Stationary Gas Houston/Galveston or MRC<1MW |Yes N/A 511-18-002 | None[8117.209(c)(1)]
Turbine Beaumont/Port Arthur
No Yes 511-18-003 | §117.209(c)(1)
No 511-18-004 | None[8117.209(c)(1)]
MRC>1MW |Yes N/A 511-18-005 | §117.209(a)-(c)
No Yes 511-18-006 |§117.209(c)(1)
No 511-18-007 | None[8117.209(c)(1)]
Other Any N/A N/A 511-18-008 | None[8§117.201]
Stationary Houston/Galveston MRC<150hp |Yes N/A 511-18-009 | None[8117.209(c)(1)]
Reciprocating
Internal Combustion No Yes 511-18-010 | §117.209(c)(1)
Endi
noines No 511-18-011 | None [§117.209(c)(1)]
MRC>150hp |Yes N/A 511-18-012 | §117.209(a)-(c)
No Yes 511-18-013 | §117.209(c)(1)
No 511-18-014 | None[8117.209(c)(1)]
Beaumont/Port Arthur | MRC<300hp |Yes N/A 511-18-015 | None[8117.209(c)(1)]
No Yes 511-18-016 |§117.209(c)(1)
No 511-18-017 | None[8117.209(c)(1)]
MRC>300hp |Yes N/A 511-18-018 | §117.209(a)-(c)
No Yes 511-18-019 | §117.209(c)(1)
No 511-18-020 | None[8117.209(c)(1)]
Other Any N/A N/A 511-18-021 | None[§117.201]
Other Combustion | Houston/Galveston or MRC<5 Yes N/A 511-18-022 | None[8117.209(c)(1)]
Units Beaumont/Port Arthur | MM Btu/hr
No Yes 511-18-023 | §117.209(c)(1)
No 511-18-024 | None[8117.209(c)(1)]
MRC>5 Yes N/A 511-18-025 | §117.209(a)-(c)
MM Btu/hr
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Site Type of Nonattainment Maximum Unit Placed in Unit Placed in Service After June 9, 1993 as a Functionally I dentica] Index No. Regulatory
Major Equipment Area Rated Capacity Service Before Replacement Unit for an Existing Unit or Group of Requirement
for (MRC) November 15,1992 | Unitswhich are Required to beListed in theInitial Control Plan [Exemption]
NO, (MW, hp, or
M M Btu/hr)
Yes Other Combustion | Houston/Galveston or MRC >5 No Yes 511-18-026 | 8§117.209(c)(1)
(continued) | Units Beaumont/Port Arthur | MM Btu/hr
(continued) (continued) (continued) No 511-18-027 | None[8117.209(c)(1)]
Other Any N/A N/A 511-18-028 | None[8§117.201]
Figure 19: 30 TAC §122.511(c)(15) Boilerg/Steam Generator s affected by 40 CFR 60, Subparts Db and Dc
Date Constructed, Fuel Type Maximum Design Index No. Regulatory Monitoring Recor dkeeping
Reconstructed or Heat Input Capacity Requirement and Testing and Reporting
M odified (MM Btu/hr) [Exemption]
On/Before June 9, 1989 Natural gas N/A 511-19-001 | None None None
[40 CFR 60.40b(a)]
After June 9, 1989 Natural gas Cap.< 10 511-19-002 | None None None
[40 CFR 60.40c(a)]
10< Cap.< 100 511-19-003 | 40 CFR 60.40c(a) 40 CFR 60.48c(a)(1),(3) 40 CFR 60.48c(a)(1),
(3),(9).(1)
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Figure 20: 30 TAC §122.511(c)(16)

Non-Marine VOC L oading/Unloading Oper ations
affected by Chapter 115 of thistitle

(D).(8)

Material Highest Highest Amount Submitted 80% Control L oading Index No. Regulatory Monitoring Recor dkeeping
L caded Maximum of VOC L oaded Initial Control Device Arm Requirement and Testing and Reporting
True Vapor Daily Since Control Plan/ | Exemption Type Equipped [Exemptions]
Pressure (TVP) 11/15/96 Annual Approval w/ Vapor
Since 11/15/96 | (gallons, aver aged Report Collection
(psia) over a 30-day Adapter
period)
Liquefied TVP<11 Any N/A N/A Any/None N/A 511-20-001 |8§115.217(a)(5) §115.214(a)(1)-(2) |None
petroleum gas
(LPG)
All other VOCs |TVP<0.5 Any N/A N/A Any/None N/A 511-20-002 |8§115.217(a)(2) §115.214(a)(1)-(2) |None
including crude
I0” :n(;/ogr ! 05<TVP<11 VOC loaded < N/A N/A Any/None N/A 511-20-003 | §115.217(a)(4) §115.214(a)(1)-(2) |None
condensate 20,000
VOC loaded> No Yes Vapor Recovery |Yes 511-20-004 |8§115.217(a)(9) §115.214(a)(1)-(2) |8115.216(a)(1),(2)
20,000 System with §115.212(a)(5)(A)-(C),(6) §115.215(a)(1)-(9) (A),(D),(8)
Direct Flame §115.216(a), (1), §115.217(a)(9)
Incinerator (2)(A).(D).(8)
No 511-20-005 |§115.217(a)(9) §115.214(a)(1)-(2) |8115.216(a)(1),(2)
§115.212(a)(5)(A)-(C) §115.215(a)(1)-(9) (A),(D),(8)
§115.216(a), (1), §115.217(a)(9)
(2)(A).(D).(8)
Vapor Recovery | Yes 511-20-006 |8§115.217(a)(9) §115.214(a)(1)-(2) |8115.216(a)(1),(2)
System with §115.212(a)(5)(A)-(C),(6) §115.215(a)(1)-(9) (B),(D),(8)
Chiller or §115.216(a), (1), §115.217(a)(9)
Catalytic (2)(B).(D).(8)
Incinerator
No 511-20-007 |§115.217(a)(9) §115.214(a)(1)-(2) |8115.216(a)(1),(2)
§115.212(a)(5)(A)-(C) §115.215(a)(1)-(9) (B),(D),(8)
§115.216(a), (1), §115.217(a)(9)
(2)(B).(D).(8)
Vapor Recovery |Yes 511-20-008 |8§115.217(a)(9) §115.214(a)(1)-(2) |8115.216(a) (1),
System with §115.212(a)(5)(A)-(C),(6) §115.215(a)(1)-(9) (2)(C),(D),(8)
Carbon §115.216(a), (1), §115.217(a)(9)
Adsorption (2)(C),(D),(8)
No 511-20-009 |§115.217(a)(9) §115.214(a)(1)-(2) |8115.216(a) (1),
§115.212(a)(5)(A)-(C) §115.215(a)(1)-(9) (2)(C),(D),(8)
§115.216(a), (1), §115.217(a)(9)
(2)(C).(D).(8)
Vapor Recovery |Yes 511-20-010 |8§115.217(a)(9) §115.214(a)(1)-(2) |8115.216(a)(1),(2)
System with §115.212(a)(5)(A)-(C),(6) §115.215(a)(1)-(9) (D),(8)
Other Controls §115.216(a)(1).(2) |8115.217(a)(9)
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Material Highest Highest Amount Submitted 80% Control L oading Index No. Regulatory Monitoring Recor dkeeping
L oaded Maximum of VOC L oaded Initial Control Device Arm Requirement and Testing and Reporting
True Vapor Daily Since Control Plan/ | Exemption Type Equipped [Exemptions]
Pressure (TVP) 11/15/96 Annual Approval w/ Vapor
Since 11/15/96 (gallons, averaged Report Collection
(psia) over a 30-day Adapter
period)
All other VOCs |0.5< TVP< 11 VOC loaded> No Yes Vapor Recovery |No 511-20-011 | 8115.217(a)(9) §115.214(a)(1)-(2) |8115.216(a)(1),(2)
including crude | (continued) 20,000 (continued) (continued) | System with §115.212(a)(5)(A)-(C) §115.215(a)(1)-(9) (D),(8)
oil and/or (continued) Other Controls 8115.216(a),(1),(2) |8115.217(a)(9)
condensate (continued) (D).(8)
(continued)
No Vapor Recovery |Yes 511-20-012 |§115.212(a)(2),(5)(A)-(C),(6) | 8115.214(a)(1)-(2) |8115.216(a)(1),(2)
System with §115.215(a)(1)-(9) (A),(D),(8)
Direct Flame §115.216(a), (1),
Incinerator (2)(A),(D),(8)
No 511-20-013 | 8115.212(a)(2),(5)(A)-(C) §115.214(a)(1)-(2) |8115.216(a)(1),(2)
§115.215(a)(1)-(9) (A),(D),(8)
§115.216(a),(1),
(2)(A).(D).(8)
Vapor Recovery |Yes 511-20-014 |8115.212(a)(2),(5)(A)-(C),(6) | 8115.214(a)(1)-(2) |8115.216(a)(1),(2)
System with §115.215(a)(1)-(9) (B),(D),(8)
Chiller or §115.216(a), (1),
Catalytic (2)(B),(D),(8)
Incinerator
No 511-20-015 | 8115.212(a)(2),(5)(A)-(C) §115.214(a)(1)-(2) |8115.216(a)(1),(2)
§115.215(a)(1)-(9) (B),(D),(8)
§115.216(a),(1),
(2)(B).(D),(8)
Vapor Recovery |Yes 511-20-016 |8§115.212(a)(2),(5)(A)-(C),(6) | 8115.214(a)(1)-(2) |8115.216(a) (1),
System with §115.215(a)(1)-(9) (2)(C),(D),(8)
Carbon §115.216(a), (1),
Adsorption (2)(C),(D),(8)
No 511-20-017 |8115.212(a)(2),(5)(A)-(C) §115.214(a)(1)-(2) |8115.216(a)(1),
§115.215(3)(1)-(9) | (2)(C).(D),(8)
§115.216(a),(1),
(2)(C).(D),(8)
Vapor Recovery |Yes 511-20-018 |§115.212(a)(2),(5)(A)-(C),(6) | 8115.214(a)(1)-(2) |8115.216(a)(1),(2)
System with §115.215(a)(1)-(9) (D),(8)
Other Controls §115.216(a),(1).(2)
(D).(8)
No 511-20-019 | 8115.212(a)(2),(5)(A)-(C) §115.214(a)(1)-(2) |8115.216(a)(1),(2)
§115.215(a)(1)-(9) (D),(8)
§115.216(a),(1),(2)
(D).(8)
All other VOCs |0.5< TVP< 11 VOC loaded> Yes N/A Vapor Recovery |Yes 511-20-020 | §115.217(a)(8) §115.214(a)(1)-(2) |8115.216(a)(1),(2)
including crude | (continued) 20,000 System with 8115.212(a)(5)(A)-(C),(6) §115.215(a)(1)-(9) (A),(D),(8)
oil and/or (continued) Direct Flame §115.216(a),(1), 8115.217(a)(8)
condensate Incinerator (2)(A),(D),(8)
(continued)
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M aterial
L oaded

Highest
Maximum
TrueVapor
Pressure (TVP)
Since 11/15/96

(psia)

Highest Amount
of VOC L oaded
Daily Since
11/15/96
(gallons, averaged
over a 30-day
period)

Submitted
Initial
Control Plan/
Annual
Report

80%
Control
Exemption
Approval

Control L oading Index No. Regulatory Monitoring Recor dkeeping
Device Arm Requirement and Testing and Reporting
Type Equipped [Exemptions]
w/ Vapor
Collection
Adapter
No 511-20-021 |§115.217(a)(8) §115.214(a)(1)-(2) |8115.216(a)(1),(2)
§115.212(a)(5)(A)-(C) §115.215(a)(1)-(9) (A),(D),(8)
§115.216(a),(1), §115.217(a)(8)
(2)(A).(D).(8)
Vapor Recovery |Yes 511-20-022 | §115.217(a)(8) §115.214(a)(1)-(2) |8115.216(a)(1),(2)
System with §115.212(a)(5)(A)-(C),(6) §115.215(a)(1)-(9) (B),(D),(8)
Chiller or §115.216(a),(1), §115.217(a)(8)
Catalytic (2)(B),(D),(8)
Incinerator
No 511-20-023 | §115.217(a)(8) §115.214(a)(1)-(2) |8115.216(a)(1),(2)
§115.212(a)(5)(A)-(C) §115.215(a)(1)-(9) (B),(D),(8)
§115.216(a),(1), §115.217(a)(8)
(2)(B).(D).(8)
Vapor Recovery |Yes 511-20-024 |8§115.217(a)(8) §115.214(a)(1)-(2) |8115.216(a) (1),
System with §115.212(a)(5)(A)-(C),(6) §115.215(a)(1)-(9) (2)(C),(D),(8)
Carbon §115.216(a),(1), §115.217(a)(8)
Adsorption (2)(C),(D),(8)
No 511-20-025 | §115.217(a)(8) §115.214(a)(1)-(2) |8115.216(a)(1),
§115.212(a)(5)(A)-(C) §115.215(a)(1)-(9) (2)(C),(D),(8)
§115.216(a),(1), §115.217(a)(8)
(2)(C).(D).(8)
Vapor Recovery |Yes 511-20-026 |8§115.217(a)(8) §115.214(a)(1)-(2) |8115.216(a)(1),(2)
System with §115.212(a)(5)(A)-(C),(6) §115.215(a)(1)-(9) (D),(8)
Other Controls §115.216(a)(1).(2) |8115.217(a)(8)
(D).(8)
No 511-20-027 |§115.217(a)(8) §115.214(a)(1)-(2) |8115.216(a)(1),(2)

§115.212(a)(5)(A)-(C)

§115.215(a)(1)-(9)
§115.216(a),(1),(2)
(D).(8)

(D).(8)
§115.217(a)(8)
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Figure 21: 30 TAC §122.511(c)(17)

VOC Water Separatorsaffected by Chapter 115 of thistitle

adirect flame incinerator

§115.132(a)(3)

§115.136(a)(2)(A).(D),(3),(4)

Material Highest Total of VOCs| Highest Maximum Control Index No. Regulatory Monitoring Recor dkeeping
Separated emitted per 24 Hours True Vapor Device Requirements and Testing and Reporting
from this Unit's Vent Pressure (TVP) Type [Exemptions]
Since 7/17/91 Since 7/17/91
(pounds) (psia)
Crude oil or condensate at LBS<100 Any None 511-21-001 | §115.137(a)(1) |8115.135(a)(1)-(5) §115.136(a)(1),(3).(4)
production facilities §115.136(a)(1),(3).(4)
LBS> 100 TVP<0.5 None 511-21-002 | §115.137(a)(2) |8§115.135(a)(5) §115.136(a)(1),(3).(4)
§115.136(a)(1),(3).(4)
TVP>0.5 Vapor recovery system with 511-21-003 | §115.131(a) §115.135(a)(1)-(5) §115.136(a)(2)(A),(D),(3),(4)
adirect flame incinerator §115.132(a)(3) |8115.136(a)(2)(A),(D),(3),(4)
V apor recovery system with 511-21-004 | §115.131(a) §115.135(a)(1)-(5) §115.136(a)(2),(B),(D),(3),(4)
chiller or catalytic incinerator §115.132(a)(3) |8115.136(a)(2)(B),(D),(3),(4)
V apor recovery system with 511-21-005 | §115.131(a) §115.135(a)(1)-(5) §115.136(a)(2),(C),(D),(3),(4)
carbon adsorption system §115.132(a)(3) |8115.136(a)(2)(C),(D),(3),(4)
V apor recovery system with 511-21-006 | §115.131(a) §115.135(a)(1)-(5) §115.136(a)(2)(D),(3).(4)
other control system §115.132(a)(3) |8115.136(a)(2)(D),(3),(4)
Floating roof 511-21-007 | §115.132(a)(2) |§115.135(a)(1)-(5) §115.136(a)(2)(D),(3),(4)
§115.136(a)(2)(D),(3).(4)
Sealed openings, liquid totally 511-21-008 | §115.132(a)(1) |§115.135(a)(1)-(5) §115.136(a)(2)(D),(3),(4)
enclosed §115.136(a)(2)(D),(3).(4)
Storm water, spills, or exterior Any Any VOC water separator must be 511-21-009 | §115.137(a)(3) |8115.136(a)(1),(4) §115.136(a)(1),(4)
surface cleanup waters fully covered
Other Any TVP<0.5 None 511-21-010 | §115.137(a)(2) |8§115.135(a)(5) §115.136(a)(1),(3).(4)
§115.136(a)(1),(3).(4)
TVP>0.5 Vapor recovery system with 511-21-011 | §115.131(a) §115.135(a)(1)-(5) §115.136(a)(2)(A),(D),(3),(4)

V apor recovery system with
achiller or catalytic incinerator

511-21-012

§115.131(a)
§115.132(a)(3)

§115.135(a)(1)-(5)
§115.136(a)(2),(B),(D),(3),(4)

§115.136(a)(2)(B),(D),(3).(4)

V apor recovery system with
acarbon adsorption system

511-21-013

§115.131(a)
§115.132(a)(3)

§115.135(a)(1)-(5)
§115.136(a)(2),(C),(D),(3),(4)

§115.136(a)(2)(C),(D),(3).(4)

V apor recovery system with
other control system

511-21-014

§115.131(a)
§115.132(a)(3)

§115.135(a)(1)-(5)
§115.136(a)(2),(D),(3).(4)

§115.136(a)(2)(D).(3).(4)

Floating roof

511-21-015

§115.132(a)(2)

§115.135(a)(1)-(5)
§115.136(a)(2),(D),(3).(4)

§115.136(a)(2)(D).(3).(4)

Sealed openings, liquid totally
enclosed

511-21-016

§115.132(a)(1)

§115.135(a)(1)-(5)
§115.136(a)(2),(D),(3).(4)

§115.136(a)(2)(D).(3).(4)

Figure 22: 30 TAC §122.511(c)(18)
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Cold Cleaning Degreasing Oper ations affected by Chapter 115 of thistitle




Solvent Subtypes of Solvent Vapor | Solvent Heated | Cleaned Parts | Drain Area W aste Solvent Index No. Regulatory Monitoring Recor dkeeping
Spray Degreasing Pressure (VPy) | Above 120°F Larger than (in?) Properly Requirements and Testing and Reporting
Machine at 100°F Internal Disposed in [Exemptions]
(psia) Drainage Enclosed
Containers
Yes Other than Remote | VP, < 0.6 N/A N/A N/A N/A 511-22-001 | §115.412(a)(1)(A),(C).(D).(F) §115.415(a)(1)(A) | None
Reservolr VP, > 0.6 Yes Yes N/A N/A 511-22-002 | §115.412(a)(1)(A),(C)-(F) §115.415(a)(1)(A) | None
No N/A N/A 511-22-003 | §115.412(a)(1)(A)-(F) §115.415(a)(1)(A) | None
No Yes N/A N/A 511-22-004 | §115.412(a)(1)(A).(C).(D),(F) §115.415(a)(1)(A) | None
No N/A N/A 511-22-005 | §115.412(a)(1)(A)-(C),(D),(F) §115.415(a)(1)(A) | None
Remote Reservoir | VP, <0.6 N/A N/A Area< 16 No 511-22-006 | §115.412(a)(1)(A)-(D),(F) §115.415(a)(1)(A) | None
Area> 16 N/A 511-22-007 | §115.412(a)(1)(A).(C),(D),(F) §115.415(a)(1)(A) | None
VP, > 0.6 N/A N/A N/A N/A 511-22-008 | §115.412(a)(1)(A)-(D),(F) §115.415(a)(1)(A) | None
No Other than Remote | VP, < 0.6 N/A N/A N/A N/A 511-22-009 | §115.412(a)(1)(A),(C).(F) §115.415(a)(1)(A) | None
Reservolr VP, > 0.6 Yes Yes N/A N/A 511-22-010 | §115.412(a)(1)(A),(C).(E)-(F) §115.415(a)(1)(A) | None
No N/A N/A 511-22-011 | §115.412(a)(1)(A)-(C),(E).(F) §115.415(a)(1)(A) | None
No Yes N/A N/A 511-22-012 | §115.412(a)(1)(A).(C),(F) §115.415(a)(1)(A) | None
No N/A N/A 511-22-013 | §115.412(a)(1)(A)-(C).(F) §115.415(a)(1)(A) | None
Remote Reservoir | VP, <0.6 N/A N/A Area< 16 No 511-22-014 | §115.412(a)(1)(A)-(C).(F) §115.415(a)(1)(A) | None
Area> 16 N/A 511-22-015 | §115.412(a)(1)(A).(C),(F) §115.415(a)(1)(A) | None
VP, > 0.6 N/A N/A N/A N/A 511-22-016 | §115.412(a)(1)(A)-(C).(F) §115.415(a)(1)(A) | None
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Figure 1: 30 TAC §122.512(b)(7)(G)(i)

Tablel - Allowable Particulate Emission Ratesfor Specific Flow Rates
Effluent Flow Rate (q) Rate of Emission (E)
(acfm) (TSP Ib/hr)

1,000 35

2,000 53

4,000 8.2

6,000 10.6

8,000 12.6

10,000 145

20,000 22.3

40,000 34.2

60,000 440

80,000 52.6

100,000 60.4

200,000 92.9

400,000 143.0

600,000 184.0

800,000 2194

1,000,000 252.0
Interpolation and extrapolation of the datain this table shall be accomplished by the use of the equation E = 0.04&dor total

suspended particulate (TSP) where:
E = alowable emission rate in pounds per hour (Ib/hr)
q = stack effluent flow rate in actual cubic feet per minute (acfm)

Figure 2: 30 TAC §122.512(h)(7)(G)(ii)

Table 2 - Standard Effective Stack Height Based on Specific Flow Rates
Effluent Flow Rate (q) Standar d Effective Stack Height (H,)
(acfm) (ft)
1,000 12
2,000 15
4,000 19
6,000 22
8,000 24
10,000 26
20,000 34
40,000 43
60,000 49
80,000 55
100,000 59
200,000 75
400,000 96
600,000 110
800,000 122
1,000,000 132
Interpolation and extrapolation of the datain this table shall be accomplished by the use of the equation #1.05¢**where:
H= standard effective stack height (ft)
q = stack effluent flow rate in actual cubic feet per minute (acfm)
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Figure 3: 30 TAC §122.512(b)(7)(G)(iii)

l, — bbU
h, = h + 0083 v, D, [15 + 082 (~*——) D]

e

where:
h, = Effective stack height in feet (ft)
h = Physical stack height above ground level in feet (ft)
A = Stack exit velocity in feet per second (ft/sec)
D, = Stack exit inside diameter in feet (ft)
T, = Stack exit temperature in degrees Rankine (°R)
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Figure 4: 30 TAC §122.512(c)(4)

Storage Vessels affected by Chapter 115 of thistitle

County Material Storage Maximum True Tank Index No. Regulatory Monitoring Recor dkeeping
Stored Capacity Vapor Description Requirement and Testing and Reporting
(gallons) Pressure [Exemption]
(psia)
Any Gasoline at amotor | Cap. < 25,000 TVP<11.0 Any 512-04-001 | None None None
vehicle fuel [8115.117(b)(3)]
dispensing facility
Gregg or Crude oil and/or Cap. < 210,000 TVP<11.0 Any 512-04-002 | None None None
Nueces condensate prior to [8115.117(b)(2)]
custody transfer
Cap. > 210,000 TVP<15 Any 512-04-003 | None None None
[8115.117(b)(1)]
15<TVP<11.0 V apor recovery system 512-04-004 | §115.112(b)(1) | §115.115(b)(1)-(7) §115.116(b)(4)-(5)
§115.116(b)(4)-(5)
Crude oil and/or Cap.< 1,000 TVP<15 Any 512-04-005 | None None None
condensate after [8115.117(b)(1)]
custody transfer
15<TVP<11.0 Any 512-04-006 |§115.112(b)(1) |§115.115(b)(1)-(7) §115.116(b)(4)-(5)
§115.116(b)(4)-(5)
1,000 < Cap.< 40,000 TVP<15 Any 512-04-007 | None None None
[8115.117(b)(1)]
15<TVP<11.0 Submerged fill pipe or 512-04-008 | §115.112(b)(1) | §115.115(b)(1)-(7) §115.116(b)(4)-(5)
Vapor recovery system §115.116(b)(4)-(5)
Cap. > 40,000 TVP<15 Any 512-04-009 | None None None
[8115.117(b)(1)]
15<TVP<11.0 V apor recovery system 512-04-010 | §115.112(b)(1) | §115.115(b)(1)-(7) §115.116(b)(4)-(5)
§115.116(b)(4)-(5)
VOC liquids other Cap.< 1,000 TVP<15 Any 512-04-011 | None None None
than crude oil and/or [8115.117(b)(1)]
condensate
15<TVP<11.0 Any 512-04-012 | §115.112(b)(1) | §115.115(b)(1)-(7) §115.116(b)(4)-(5)
§115.116(b)(4)-(5)
1,000 < Cap.< 25,000 TVP<15 Any 512-04-013 | None None None
[8115.117(b)(1)]
15<TVP<11.0 Submerged fill pipe or 512-04-014 | §115.112(b)(1) | §115.115(b)(1)-(7) §115.116(b)(4)-(5)
Vapor recovery system §115.116(b)(4)-(5)
25,000 < Cap.< 40,000 TVP<15 Any 512-04-015 | None None None
[8115.117(b)(1)]
15<TVP<11.0 V apor recovery system 512-04-016 |§115.112(b)(1) | 8§115.115(b)(1)-(7) §115.116(b)(4)-(5)
§115.116(b)(4)-(5)
VOC liquids other Cap. > 40,000 TVP<15 Any 512-04-017 | None None None
Gregg or than crude oil and/or [8115.117(b)(1)]
Nueces condensate
(continued)  (continued)
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County Material Storage Maximum True Tank Index No. Regulatory Monitoring Recor dkeeping
Stored Capacity Vapor Description Requirement and Testing and Reporting
(gallons) Pressure [Exemption]
(psia)
15<TVP<11.0 V apor recovery system 512-04-018 | §115.112(b)(1) | §115.115(b)(1)-(7) §115.116(b)(4)-(5)
§115.116(b)(4)-(5)
Victoria Crude oil and/or Cap. < 210,000 TVP<11.0 Any 512-04-019 | None None None
condensate prior to [8115.117(b)(2)]
custody transfer
Cap. > 210,000 TVP<15 Any 512-04-020 | None None None
[8115.117(b)(1)]
15<TVP<11.0 V apor recovery system 512-04-021 |§115.112(b)(1) | §115.115(b)(1)-(7) §115.116(b)(3)(A).(D),(4)-(5)
with direct-flame §115.116(b)(3)(A).(D),(4)-(5)
incinerator
V apor recovery system 512-04-022 | §115.112(b)(1) | §115.115(b)(1)-(7) §115.116(b)(3)(B),(D).(4)-(5)
with chiller or catalytic §115.116(b)(3)(B),(D).(4)-(5)
incinerator
V apor recovery system 512-04-023 | §115.112(b)(1) | §115.115(b)(1)-(7) §115.116(b)(3)(C),(D).(4)-(5)
with carbon adsorption §115.116(b)(3)(C),(D).(4)-(5)
system
V apor recovery system 512-04-024 | §115.112(b)(1) | §115.115(b)(1)-(7) §115.116(b)(3)(D).(4)-(5)
with other controls §115.116(b)(3)(D).(4)-(5)
Crude oil and/or Cap. < 1,000 TVP<15 Any 512-04-025 | None None None
condensate after [8115.117(b)(1)]
custody transfer
15<TVP<11.0 Any 512-04-026 |§115.112(b)(1) | §115.115(b)(1)-(7) §115.116(b)(4)-(5)
§115.116(b)(4)-(5)
1,000 < Cap. < 40,000 TVP<15 Any 512-04-027 | None None None
[8115.117(b)(1)]
15<TVP<11.0 Submerged fill-pipe 512-04-028 | §115.112(b)(1) | §115.115(b)(1)-(7) §115.116(b)(4)-(5)
§115.116(b)(4)-(5)
V apor recovery system 512-04-029 | §115.112(b)(1) | §115.115(b)(1)-(7) §115.116(b)(3),(A).(D),(4)-(5)
with direct-flame §115.116(b)(3)(A).(D),(4)-(5)
incinerator
V apor recovery system 512-04-030 | §115.112(b)(1) | §115.115(b)(1)-(7) §115.116(b)(3)(B),(D).(4)-(5)
with chiller or catalytic §115.116(b)(3)(B),(D),(4)-(5)
incinerator
V apor recovery system 512-04-031 | §115.112(b)(1) | §115.115(b)(1)-(7) §115.116(b)(3)(C),(D).(4)-(5)

with carbon adsorption
system

§115.116(b)(3)(C),(D),(4)-(5)
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County Material Storage Maximum True Tank Index No. Regulatory Monitoring Recor dkeeping
Stored Capacity Vapor Description Requirement and Testing and Reporting
(gallons) Pressure [Exemption]
(psia)
Victoria Crude oil and/or 1,000 < Cap. < 40,000 15<TVP<11.0 Vapor recovery system 512-04-032 | §115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(3)(D),(4)-(5)
(continued) | condensate after (continued) (continued) with other controls 8115.116(b)(3)(D),(4)-(5)
custody transfer
(continued) Cap. > 40,000 TVP<15 Any 512-04-033 | None None None
[8115.117(b)(1)]
15<TVP<11.0 Vapor recovery system 512-04-034 | §115.112(b)(1) | §115.115(b)(1)-(7) §115.116(b)(3)(A),(D),(4)-(5)
with direct-flame §115.116(b)(3)(A).(D),(4)-(5)
incinerator
V apor recovery system 512-04-035 | §115.112(b)(1) | §115.115(b)(1)-(7) §115.116(b)(3)(B),(D).(4)-(5)
with chiller or catalytic §115.116(b)(3)(B),(D).(4)-(5)
incinerator
V apor recovery system 512-04-036 |§115.112(b)(1) | §115.115(b)(1)-(7) §115.116(b)(3)(C),(D).(4)-(5)
with carbon adsorption §115.116(b)(3)(C),(D),(4)-(5)
system
V apor recovery system 512-04-037 | §115.112(b)(1) | §115.115(b)(1)-(7) §115.116(b)(3)(D),(4)-(5)
with other controls §115.116(b)(3)(D).(4)-(5)
VOC liquids other Cap. < 1,000 TVP<15 Any 512-04-038 | None None None
than crude oil and/or [8115.117(b)(1)]
condensate
15<TVP<11.0 Any 512-04-039 | §115.112(b)(1) | §115.115(b)(1)-(7) §115.116(b)(4)-(5)
§115.116(b)(4)-(5)
1,000 < Cap. < 25,000 TVP<15 Any 512-04-040 | None None None
[8115.117(b)(1)]
15<TVP<11.0 Submerged fill-pipe 512-04-041 | §115.112(b)(1) | §115.115(b)(1)-(7) §115.116(b)(4)-(5)
§115.116(b)(4)-(5)
V apor recovery system 512-04-042 | §115.112(b)(1) | §115.115(b)(1)-(7) §115.116(b)(3)(A),(D),(4)-(5)
with direct-flame §115.116(b)(3)(A).(D),(4)-(5)
incinerator
V apor recovery system 512-04-043 | §115.112(b)(1) | §115.115(b)(1)-(7) §115.116(b)(3)(B),(D).(4)-(5)
with chiller or catalytic §115.116(b)(3)(B),(D).(4)-(5)
incinerator
V apor recovery system 512-04-044 | §115.112(b)(1) | §115.115(b)(1)-(7) §115.116(b)(3)(C),(D).(4)-(5)
with carbon adsorption §115.116(b)(3)(C),(D).(4)-(5)
system
V apor recovery system 512-04-045 | §115.112(b)(1) | §115.115(b)(1)-(7) §115.116(b)(3)(D),(4)-(5)

with other controls

§115.116(b)(3)(D),(4)-(5)
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County M aterial Storage Maximum True Tank Index No. Regulatory Monitoring Recor dkeeping
Stored Capacity Vapor Description Requirement and Testing and Reporting
(gallons) Pressure [Exemption]
(psia)
Victoria VOC liquids other 25,000 < Cap.< 40,000 TVP<15 Any 512-04-046 | None None None
(continued) | than crude oil and/or [8115.117(b)(1)]

condensate

(continued) 15<TVP<11.0 V apor recovery system 512-04-047 | 8115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(3)(A),(D),(4)-(5)
with direct-flame §115.116(b)(3)(A),(D),(4)-(5)
incinerator
Vapor recovery system 512-04-048 | 8115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(3)(B),(D),(4)-(5)
with chiller or catalytic §115.116(b)(3)(B),(D),(4)-(5)
incinerator
Vapor recovery system 512-04-049 | 8115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(3)(C),(D),(4)-(5)
with carbon adsorption §115.116(b)(3)(C),(D).(4)-(5)
system
Vapor recovery system 512-04-050 | 8§115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(3)(D),(4)-(5)
with other controls §115.116(b)(3)(D).(4)-(5)

Cap. > 40,000 TVP<15 Any 512-04-051 | None None None
[8115.117(b)(1)]
15<TVP<11.0 V apor recovery system 512-04-052 | §115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(3)(A),(D),(4)-(5)

with direct-flame §115.116(b)(3)(A),(D),(4)-(5)
incinerator
Vapor recovery system 512-04-053 | §115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(3)(B),(D),(4)-(5)
with chiller or catalytic §115.116(b)(3)(B),(D),(4)-(5)
incinerator
Vapor recovery system 512-04-054 | 8115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(3)(C),(D),(4)-(5)
with carbon adsorption §115.116(b)(3)(C).(D).(4)-(5)
system
Vapor recovery system 512-04-055 | §115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(3)(D),(4)-(5)

with other controls

§115.116(b)(3)(D),(4)-(5)
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Figure5: 30 TAC §122.512(c)(12)

Stationary Vents affected by Chapter 115 of thistitle

County Areall emissions Vent attached to | Combined Weight | VOC True Type of Index No. Regulatory Monitoring Recor dkeeping
from thisvent a combustion of VOC specified Partial Control Requirement and Testing and Reporting
regulated in another | unit not used as in 8115.121(b) in Pressure Device [Exemptions]
section of 30 TAC acontrol device | any 24-Hour Period (psia)
Chapter 115 for VOC (pounds)
Victoria |Yes N/A Any Any N/A 512-05-001 | None None None
[8115.127(b)(3)]
No Yes Any Any N/A 512-05-002 | None None None
[8115.127(b)(4)]
No Wt. <50 TPP<0.22 |N/A 512-05-003 | §115.127(b)(2)(A) §115.126(b),(3) §115.126(b),(3)
TPP>0.22 |N/A 512-05-004 | §115.127(b)(2)(A) §115.126(b),(2),(B)-(D) §115.126(b),(2),(B)-(D)
50 <Wt.< 100 Any N/A 512-05-005 | §115.127(b)(2)(A) §115.126(b),(2),(B)-(D) §115.126(b),(2),(B)-(D)
Wt.> 100 TPP<0.44 |N/A 512-05-006 | §115.127(b)(2)(B) §115.126(b),(2),(B)-(D) §115.126(b),(2),(B)-(D)
TPP>0.44 | Smokelessflare 512-05-007 | §115.121(b) §115.125(b)(1)-(6) §115.126(b),(1),(D),(E)
§115.122(b) §115.126(b),(1),(D),(E)
Direct flame 512-05-008 | §115.121(b) §115.125(b)(1)-(6) §115.126(b),(1),(A).(D),(E)
incinerator §115.122(b) §115.126(b),(1),(A).(D),(E)
Catalytic incinerator | 512-05-009 | §115.121(b) §115.125(b)(1)-(6) §115.126(b),(1),(B).(D).(E)
or chiller §115.123(b) §115.126(b),(1),(B).(D).(E)
Carbon adsorption 512-05-010 | §115.121(b) §115.125(b)(1)-(6) §115.126(b),(1),(C)-(E)
system §115.123(b) §115.126(b),(1),(C)-(E)
Other 512-05-011 | §115.121(b) §115.125(b)(1)-(6) §115.126(b),(1),(D),(E)
§115.123(b) §115.126(b),(1),(D),(E)
Nueces |Yes N/A Any Any N/A 512-05-012 | None None None
[8115.127(b)(3)]
No Yes Any Any N/A 512-05-013 | None None None
[8115.127(b)(4)]
No Wt. <100 Any N/A 512-05-014 | None None None
[8115.127(b)(2)(A)]
Wt. > 100 TPP<0.44 |N/A 512-05-015 | None None None
[8115.127(b)(2)(B)]
TPP>0.44 | Smokelessflare 512-05-016 | §115.121(b) §115.125(b)(1)-(6) None
OR §115.122(b)
Direct-flame
incinerator
Other 512-05-017 | §115.121(b) §115.125(b)(1)-(6) None
§115.123(b)
Gregg N/A N/A Any Any N/A 512-05-018 | None None None

Figure 6: 30 TAC §122.512(c)(14)

Non-Marine VOC L oading/Unloading Oper ations
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affected by Chapter 115 of thistitle

County Material Maximum True | Amount of VOC | Submitted 80 % Control Loading Arm | Index No. Regulatory Monitoring Recor dkeeping
L caded Vapor L oaded Daily Initial Control Device Equipped Requirements and Testing and Reporting
Pressure (gallons, averaged Control Exemption Type w/ Vapor [Exemption]
(psia) over a 30-day Plan/Annual | Approval Collection
period) Report Adapter
Gregg, Ligquefied TVP<11 Any N/A N/A Any/None Any/None 512-06-001 | §115.217(b)(3) §115.214(b) None
Nueces petroleum gas
(LPG), crude
oil or
condensate
All other TVP<15 Any N/A N/A Any/None Any/None 512-06-002 | §115.217(b)(1) §115.214(b) None
VOCs
15<TVP<11 VOC Loaded < N/A N/A Any/None Any/None 512-06-003 | §115.217(b)(2) §115.214(b) None
20,000
VOC Loaded> No Yes Vapor Yes 512-06-004 | §115.217(b)(5) §115.214(b) §115.217(b)(5)
20,000 Recovery §115.212(b)(3)(A), §115.215(b)(1)-(7)
System (B).(4).(6)
No 512-06-005 |8115.217(b)(5) §115.214(b) §115.217(b)(5)
§115.212(b)(3)(A), §115.215(b)(1)-(7)
(B).(6)
No Vapor Yes 512-06-006 | §115.212(b)(1),(3)(A), |8§115.214(b) None
Recovery (B).(4),(6) §115.215(b)(1)-(7)
System
No 512-06-007 | §115.212(b)(1),(3)(A), |8§115.214(b) None
, §115.215(b)(1)-(7)
Yes N/A Vapor Yes 512-06-008 | §115.217(b)(4) §115.214(b) §115.217(b)(4)
Recovery 8§115.212(b)(3)(A).(B), |8115.215(b)(1)-(7)
System :
No 512-06-009 |8115.217(b)(4) §115.214(b) §115.217(b)(4)
§115.212(b)(3)(A), §115.215(b)(1)-(7)
Victoria Liquefied Any Any N/A N/A Any/None Any/None 512-06-010 | §115.217(b)(3) §115.214(b) §115.216(b),(1)
petroleum gas §115.216(b),(1)
(LPG), crude
oil or
condensate
All other TVP<15 Any N/A N/A Any/None Any/None 512-06-011 | §115.217(b)(1) §115.214(b) §115.216(b),(1)
VOCs §115.216(b),(1)
15<TVP<11 VOC loaded < No N/A Any/None Any/None 512-06-012 | §115.217(b)(2) §115.214(b), §115.216(b),(1)
20,000 §115.216(b),(1)
Victoria All Other 15<TVP<11 VOC Loaded> No Yes Vapor Yes 512-06-013 | §115.217(b)(5) §115.214(b) 8115.216(b),(1),
(Cont.) VOCs (Continued) 20,000 Recovery §115.212(b)(3)(A),(B), |8115.215(b)(1)-(7) (2)(A),(D),(4)
(Continued) System with (4),(6) §115.216(b),(1), §115.217(b)(5)
Direct Flame 2)(A).(D),(®)
Incinerator
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County Material Maximum True | Amount of VOC | Submitted 80 % Control Loading Arm | Index No. Regulatory Monitoring Recor dkeeping
L caded Vapor L oaded Daily Initial Control Device Equipped Requirements and Testing and Reporting
Pressure (gallons, averaged Control Exemption Type w/ Vapor [Exemption]
(psia) over a 30-day Plan/Annual | Approval Collection
period) Report Adapter
No 512-06-014 | 8115.217(b)(5) §115.214(b) §115.216(b),(1),
§115.212(b)(3)(A), §115.215(b)(1)-(7) (2)(A),(D),(4)
(B),(6) §115.216(b),(1), §115.217(b)(5)
2(A).0).4
Vapor Yes 512-06-015 | §115.217(b)(5) §115.214(b) §115.216(b),(1),
Recovery §115.212(b)(3)(A),(B), |8115.215(b)(1)-(7) (2)(B),(D),(4)
System with (4),(6) §115.216(b),(1), §115.217(b)(5)
Chiller or (2)(B),(D),(4)
Catalytic
Incinerator No 512-06-016 |8115.217(b)(5) §115.214(b) §115.216(b),(1),
§115.212(b)(3)(A), §115.215(b)(1)-(7) (2)(B),(D),(4)
(B),(6) §115.216(b),(1), §115.217(b)(5)
(2(B).(D).(4)
Vapor Yes 512-06-017 | §115.217(b)(5) §115.214(b) §115.216(b),(1),
Recovery §115.212(b)(3)(A),(B), |8115.215(b)(1)-(7) (2)(C),(D),(4)
System with (4),(6) §115.216(b),(1), §115.217(b)(5)
Carbon (2)(C),(D),(4)
Adsorption
System No 512-06-018 | 8115.217(b)(5) §115.214(b) §115.216(b),(1),
§115.212(b)(3)(A), §115.215(b)(1)-(7) (2)(C),(D),(4)
(B),(6) §115.216(b),(1), §115.217(b)(5)
(2)(C).(D).(4)
Vapor Yes 512-06-019 | §115.217(b)(5) §115.214(b) §115.216(b),(1),
Recovery §115.212(b)(3)(A),(B), |8115.215(b)(1)-(7) (2)(D),(4)
System with (4),(6) §115.216(b),(1), §115.217(b)(5)
Other (2)(D),(4)
Controls
No 512-06-020 | 8115.217(b)(5) §115.214(b) §115.216(b),(1),
§115.212(b)(3)(A), §115.215(b)(1)-(7) (2)(D),(4)
(B),(6) §115.216(b),(1), §115.217(b)(5)
(2)(D).(4)
No Vapor Yes 512-06-021 | §115.212(b)(1),(3)(A), |8§115.214(b) §115.216(b),(1),
Recovery (B).(4).(6) §115.215(b)(1)-(7) | (2(A).(D).(4)
System with §115.216(b),(1),
Direct Flame (2)(A),(D),(4)
Incinerator
Victoria All other 15<TVP<11 VOC loaded> No No Vapor No 512-06-022 | §115.212(b)(1),(3)(A), |8§115.214(b) §115.216(b),(1),
(continued) | VOCs (continued) 20,000 (continued) (continued) |Recovery (B).(6) §115.215(b)(1)-(7) (2)(A),(D),(4)
(continued) (continued) System with 8115.216(b),(1),
Direct Flame 2)(A).(D),(®)
Incinerator
(continued)
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County Material Maximum True | Amount of VOC | Submitted 80 % Control Loading Arm | Index No. Regulatory Monitoring Recor dkeeping
L caded Vapor L oaded Daily Initial Control Device Equipped Requirements and Testing and Reporting
Pressure (gallons, averaged Control Exemption Type w/ Vapor [Exemption]
(psia) over a 30-day Plan/Annual | Approval Collection
period) Report Adapter
Vapor Yes 512-06-023 | §115.212(b)(1),(3)(A), |8§115.214(b) §115.216(b),(1),
Recovery (B).(4).(6) §115.215(b)(1)-(7) | (2)(B).(D).(4)
System with §115.216(b),(1),
Chiller or (2)(B),(D),(4)
Catalytic
Incinerator No 512-06-024 | §115.212(b)(1),(3)(A), |8§115.214(b), §115.216(b),(1),
(B).(8) §115.215(b)(1)-(7) | (2)(B).(D).(4)
§115.216(b),(1),
(2)(B).(D).(4)
Vapor Yes 512-06-025 | §115.212(b)(1),(3)(A), |8§115.214(b) §115.216(b),(1),
Recovery (B).(4).(6) §115.215(b)(1)-(7) | (2(C).(D).(4)
System with §115.216(b),(1),
Carbon (2)(C),(D),(4)
Adsorption
System No 512-06-026 | §115.212(b)(1),(3)(A), |8§115.214(b) §115.216(b),(1),
(B).(8) §115.215(b)(1)-(7) | (2(C).(D).(4)
§115.216(b),(1),
(2)(C).(D).(4)
Vapor Yes 512-06-027 | §115.212(b)(1),(3)(A), |8§115.214(b), §115.216(b),(1),
Recovery (B).(4),(6) §115.215(b)(1)-(7), | (2)(D),(4)
System with §115.216(b),(1),
Other (2)(D),(4)
Controls
No 512-06-028 | §115.212(b)(1),(3)(A), |8§115.214(b) §115.216(b),(1),
(B).(8) §115.215(b)(1)-(7) | (2)(D).(4)
§115.216(b),(1),
(2)(D).(4)
Yes N/A Vapor Yes 512-06-029 | §115.217(b)(4) §115.214(b) §115.216(b),(1),
Recovery §115.212(b)(3)(A),(B), |8115.215(b)(1)-(7) (2)(A),(D),(4)
System with (4),(6) §115.216(b),(1), §115.217(b)(4)
Direct Flame (2)(A),(D),(4)
Incinerator
No 512-06-030 | 8115.217(b)(4) §115.214(b) §115.216(b),(1),
§115.212(b)(3)(A), §115.215(b)(1)-(7) (2)(A),(D),(4)
(B),(6) §115.216(b),(1), §115.217(b)(4)
2(A).0).4
Victoria All other 15<TVP<11 VOC Loaded> Yes N/A Vapor Yes 512-06-031 | §115.217(b)(4) §115.214(b) §115.216(b),(1),
(continued) |VOCs (continued) 20,000 (continued) (continued) | Recovery §115.212(b)(3)(A),(B), |8115.215(b)(1)-(7) (2)(B),(D),(4)
(continued) (continued) System with (4),(6) §115.216(b),(1), §115.217(b)(4)
Chiller or (2)(B),(D),(4)
Catalytic
Incinerator No 512-06-032 | 8115.217(b)(4) §115.214(b) §115.216(b),(1),
§115.212(b)(3)(A), §115.215(b)(1)-(7) (2)(B),(D),(4)
(B),(6) §115.216(b),(1), §115.217(b)(4)
(2)(B),(D).(4)
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County

M aterial
L oaded

Maximum True
Vapor
Pressure
(psia)

Amount of VOC
L oaded Daily
(gallons, averaged
over a 30-day
period)

Submitted
Initial
Control
Plan/Annual
Report

80 %
Control
Exemption
Approval

Control Loading Arm | Index No. Regulatory Monitoring Recor dkeeping
Device Equipped Requirements and Testing and Reporting
Type w/ Vapor [Exemption]
Collection
Adapter
Vapor Yes 512-06-033 | §115.217(b)(4) §115.214(b) §115.216(b),(1),
Recovery §115.212(b)(3)(A),(B), |8115.215(b)(1)-(7) (2)(C),(D),(4)
System with (4),(6) §115.216(b),(1), §115.217(b)(4)
Carbon (2)(C),(D),(4)
Adsorption
System No 512-06-034 | 8115.217(b)(4) §115.214(b) §115.216(b),(1),
§115.212(b)(3)(A), §115.215(b)(1)-(7) (2)(C),(D),(4)
(B),(6) §115.216(b),(1), §115.217(b)(4)
(2)(C).(D).(4)
Vapor Yes 512-06-035 | §115.217(b)(4) §115.214(b) §115.216(b),(1),
Recovery §115.212(b)(3)(A),(B), |8115.215(b)(1)-(7) (2),(D),(4)
System with (4),(6) §115.216(b),(1), §115.217(b)(4)
Other (2)(D),(4)
Controls
No 512-06-036 |8115.217(b)(4) §115.214(b) §115.216(b),(1),
§115.212(b)(3)(A), §115.215(b)(1)-(7) (2),(D),(4)
(B),(6) §115.216(b),(1), §115.217(b)(4)7
(2)(D).(4)
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Figure 7: 30 TAC §122.512(c)(15)

VOC Water Separatorsaffected by Chapter 115 of thistitle

County Material Separated Amount of Maximum Control Device Index No. Regulatory Testing and Recor dkeeping
Material Containing True Vapor Type Requirements Monitoring and Reporting
VOC Separated in any Pressure [Exemptions]
24-hour period (psia)
(gallons)
Gregg Any Any Any None 512-07-001 | §115.137(b)(4) | §115.136(b)(1),(4) §115.136(b)(1),(4)
Nueces In conjunction withthe | Any Any None 512-07-002 | §115.137(b)(1) | 8§115.136(b)(1),(4) §115.136(b)(1),(4)
production of crude oil or
condensate only
Other VOC Amount < 200 Any Any/None 512-07-003 | §115.137(b)(2) | §115.136(b)(1),(4) §115.136(b)(1),(4)
VOC Amount> 200 TVP<15 Any/None 512-07-004 | §115.137(b)(3) | §115.135(b)(5) §115.136(b)(1),(3).(4)
§115.136(b)(1),(3).(4)
TVP>15 V apor recovery system with any | 512-07-005 | §115.131(b) §115.135(b)(1)-(5) §115.136(b)(3),(4)
control device §115.132(b)(3) | §115.136(b)(3),(4)
Floating roof 512-07-006 | §115.132(b)(2) | §115.135(b)(1)-(5) §115.136(b)(3),(4)
§115.136(b)(3),(4)
Sealed openings, liquid totally | 512-07-007 | §115.132(b)(1) | 8115.135(b)(1)-(5) §115.136(b)(3),(4)
enclosed §115.136(b)(3),(4)
Victoria In conjunction withthe | Any Any None 512-07-008 | §115.137(b)(1) | §115.136(b)(1),(4) §115.136(b)(1),(4)
production of crude oil or
condensate only
Other VOC Amount < 200 Any Any/None 512-07-009 | §115.137(b)(2) | §115.136(b)(1),(4) §115.136(b)(1),(4)
VOC Amount> 200 TVP<15 Any/None 512-07-010 | §115.137(b)(3) | §115.135(b)(5) §115.136(b)(1),(3).(4)
§115.136(b)(1),(3).(4)
TVP>15 Vapor recovery systemwitha | 512-07-011 | §115.131(b) §115.135(b)(1)-(5) §115.136(b)(2)(A),(D),(3),(4)
direct-flame incinerator §115.132(b)(3) | §115.136(b)(2)(A),(D),(3),(4)
Vapor recovery systemwitha | 512-07-012 | §115.131(b) §115.135(b)(1)-(5) §115.136(b)(2)(B),(D).(3),(4)
chiller or catalytic incinerator §115.132(b)(3) | §115.136(b)(2)(B),(D),(3),(4)
Vapor recovery systemwitha | 512-07-013 | §115.131(b) §115.135(b)(1)-(5) §115.136(b)(2)(C),(D),(3),(4)
carbon adsorption system §115.132(b)(3) | §115.136(b)(2)(C),(D),(3),(4)
Vapor recovery system with any | 512-07-014 | §115.131(b) §115.135(b)(1)-(5) §115.136(b)(2)(D),(3),(4)
other control device §115.132(b)(3) | §115.136(b)(2)(D),(3),(4)
Floating roof 512-07-015 | §115.132(b)(2) | §115.135(b)(1)-(5) §115.136(b)(2)(D),(3),(4)
§115.136(b)(2)(D),(3).(4)
Sealed openings, liquid totally | 512-07-016 | §115.132(b)(1) | 8115.135(b)(1)-(5) §115.136(b)(2)(D),(3),(4)
enclosed §115.136(b)(2)(D),(3).(4)
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Figure 1: 30 TAC §122.513(b)(7)(G)(i)

Tablel - Allowable Particulate Emission Ratesfor Specific Flow Rates
Effluent Flow Rate (q) Rate of Emission (E)
(acfm) (TSP Ib/hr)
1,000 35
2,000 53
4,000 8.2
6,000 10.6
8,000 12.6
10,000 145
20,000 22.3
40,000 34.2
60,000 440
80,000 52.6
100,000 60.4
200,000 92.9
400,000 143.0
600,000 184.0
800,000 2194
1,000,000 252.0
Interpolation and extrapolation of the datain this table shall be accomplished by the use of the equation E = 0.04&dor total
suspended particulate (TSP) where:
E = alowable emission rate in pounds per hour (Ib/hr)
q = stack effluent flow rate in actual cubic feet per minute (acfm)

Figure 2: 30 TAC §122.513(b)(7)(G)(ii)

Table 2 - Standard Effective Stack Height Based on Specific Flow Rates
Effluent Flow Rate (q) Standar d Effective Stack Height (H,)
(acfm) (ft)
1,000 12
2,000 15
4,000 19
6,000 22
8,000 24
10,000 26
20,000 34
40,000 43
60,000 49
80,000 55
100,000 59
200,000 75
400,000 96
600,000 110
800,000 122
1,000,000 132
Interpolation and extrapolation of the datain this table shall be accomplished by the use of the equation #1.05¢**where:
H= standard effective stack height (ft)
q = stack effluent flow rate in actual cubic feet per minute (acfm)

Figure 3: 30 TAC §122.513(b)(7)(G)(iii)
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I, — bbU
h, = h + 0083 v, D, [15 + 082 (~*——) D]

e

where:
h, = Effective stack height in feet (ft)
h = Physical stack height above ground level in feet (ft)
A = Stack exit velocity in feet per second (ft/sec)
D, = Stack exit inside diameter in feet (ft)
T, = Stack exit temperature in degrees Rankine (°R)
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Figure4: 30 TAC §122.513(c)(4)

Storage Vessels affected by Chapter 115 of thistitle

other

County Material Storage Maximum True | Construction Control Device Index No. Regulatory Monitoring | Recordkeeping
Stored Capacity Vapor Pressure Date Type Requirement and Testing | and Reporting
(gallons) (TVP) [Exemption]
(psia)
Matagorda or Crude oil or condensate Cap. < 420,000 TVP<11 Any Any 513-04-001 | None[8115.117(c)(4)] |None None
San Patricio
Cap. > 420,000 TVP<15 Any Any 513-04-002 | None[8115.117(c)(1)] | None None
15<TVP<11 Any Vapor Recovery System 513-04-003 | 8115.112(c)(3)(B) None None
VOC other than crude oil | Cap. < 1,000 TVP<11 Any Any 513-04-004 | None[8115.112(c)(1)] | None None
or condensate
1,000 < Cap.< 25,000 TVP<15 Any Any 513-04-005 | None[8115.117(c)(1)] |None None
15<TVP<11 Date < Any 513-04-006 |None[§115.117(c)(3)] | None None
05/12/73
Date> Vapor Recovery System 513-04-007 |8115.112(c)(1) None None
05/13/73
Submerged Fill Pipe 513-04-008 | §115.112(c)(1) None None
Cap. > 25,000 TVP<15 Any Any 513-04-009 | None[§115.117(c)(1)] | None None
15<TVP<11 Any Vapor Recovery System 513-04-010 |8115.112(c)(1) None None
Countiesother | VOC other than crude oil | Cap. < 1,000 TVP<11 Any Any 513-04-011 | None[8115.112(c)(1)] | None None
than Matagorda | or condensate
or San Patricio 1,000 < Cap.< 25,000 TVP<15 Any Any 513-04-012 | None[8115.117(c)(1)] |None None
15<TVP<11 Date < Any 513-04-013 | None[8115.117(c)(3)] | None None
05/12/73
Date> Vapor Recovery System 513-04-014 |8115.112(c)(1) None None
05/13/73
Submerged Fill Pipe 513-04-015 | §115.112(c)(1) None None
Cap. > 25,000 TVP<15 Any Any 513-04-016 |None[§115.117(c)(1)] | None None
Crude oil, condensate, or | Any TVP<11 Any Any 513-04-017 | None None None




Figure5: 30 TAC §122.513(c)(12)

Stationary Vents affected by Chapter 115 of thistitle

Areall emissionsfrom this| Vent attached toa Combined Weight of VOC VOC True Type of Index No. Regulatory Monitoring Recor dkeeping
vent regulated in another combustion specified in §115.121(c) Partial Pressure Control Device Requirement and Testing and Reporting
section of unit not used asa in any 24-Hour Period (TPP) [Exemption]
30 TAC Chapter 115 control (pounds) (psia)
devicefor VOC
Yes N/A Any Any Any/None 513-05-001 | None[8115.127(c)(3)] None None
No Yes Any Any Any/None 513-05-002 | None[8115.127(c)(4)] None None
No Wt. <100 Any Any/None 513-05-003 | None[§115.127(c)(2)(A)] |None None
Wt. > 100 TPP<0.44 Any/None 513-05-004 | None[§115.127(c)(2)(B)] |None None
TPP>0.44 Smokelessflare 513-05-005 |8§115.121(c)(1) None None
OR §115.122(c)(1)
Direct-flame incinerator
Other 513-05-006 |§115.121(c)(1) None None
§115.122(c)(1)
§115.123(c)
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Figure 6: 30 TAC §122.513(c)(14)

Non-Marine VOC L oading/Unloading Oper ations

affected by Chapter 115 of thistitle

§115.212(c)(3)(A),(B).(5)

Material Maximum True Amount of VOC Submitted 80% Control Loading Arm Index No. Regulatory Monitoring | Recordkeeping
L caded Vapor Pressure L oaded Daily Control Plan/ Exemption Equipped with Requirement and Testing | and Reporting
(TVP) (gallons, averaged | Annual Report Approval Vapor Collection [Exemption]
(psia) over a 30-day period) Adapter
Liquid petroleum gas (LPG), |Any Any N/A N/A N/A 513-06-001 | None None None
Crude oil and/or condensate [8115.217(c)(3)]
All other VOCs TVP<15 Any N/A N/A N/A 513-06-002 | None None None
[8115.217(c)(1)]
15<TVP<11 VOC Loaded < 20,000 | N/A N/A N/A 513-06-003 | None None None
[8115.217(c)(2)]
VOC Loaded> 20,000 |No Yes Yes 513-06-004 | §115.217(c)(5) None §115.217(c)(5)
§115.212(c)(3)(A).(B).(4).(5)
No 513-06-005 | §115.217(c)(5) None §115.217(c)(5)
§115.212(c)(3)(A).(B).(5)
No Yes 513-06-006 | §115.212(c)(1),(3)(A),(B),(4),(5) | None None
No 513-06-007 | §115.212(c)(1),(3)(A).(B),(5) None None
Yes N/A Yes 513-06-008 | §115.217(c)(4) None §115.217(c)(4)
§115.212(c)(3)(A).(B).(4).(5)
No 513-06-009 | §115.217(c)(4) None §115.217(c)(4)
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Figure 7: 30 TAC §122.513(c)(15)

VOC Water Separatorsaffected by Chapter 115 of thistitle

tight

Material Amount of Material | Maximum True Control Device Index No. Regulatory Testingand | Recordkeeping
Separated Containing VOC Vapor Type Requirements | Monitoring | and Reporting
Separated in any Pressure [Exemptions]
24-Hour Period (TVP)
(gallons) (psia)
Crude oil or condensate at production facilities Any Any Any 513-07-001 | None None None
[8115.137(c)(1)]
Storm water, spills, and exterior surface clean-up wateq Any Any VOC water separator must be fully covered 513-07-002 | None None None
[8115.137(c)(4)]
Other VOC Amount < 200 Any Any 513-07-003 | None None None
[8115.137(c)(2)]
VOC Amount> 200 TVP<15 Any 513-07-004 | None None None
[8115.137(c)(3)]
TVP>15 Vapor recovery system 513-07-005 | 8§115.131(c) None None
§115.132(c)(3)
Floating roof 513-07-006 |8115.132(c)(2) None None
Sealed openings, liquid totally enclosed, vapor{ 513-07-007 | §115.132(c)(1) None None
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Figure 1: 30 TAC §122.514(b)(7)(G)(i)

Tablel - Allowable Particulate Emission Ratesfor Specific Flow Rates
Effluent Flow Rate (q) Rate of Emission (E)
(acfm) (TSP Ib/hr)

1,000 35

2,000 53

4,000 8.2

6,000 10.6

8,000 12.6

10,000 145

20,000 22.3

40,000 34.2

60,000 440

80,000 52.6

100,000 60.4

200,000 92.9

400,000 143.0

600,000 184.0

800,000 2194

1,000,000 252.0
Interpolation and extrapolation of the datain this table shall be accomplished by the use of the equation E = 0.04&dor total

suspended particulate (TSP) where:
E = alowable emission rate in pounds per hour (Ib/hr)
q = stack effluent flow rate in actual cubic feet per minute (acfm)

Figure 2: 30 TAC §122.514(b)(7)(G)(ii)

Table 2 - Standard Effective Stack Height Based on Specific Flow Rates
Effluent Flow Rate (q) Standar d Effective Stack Height (H,)
(acfm) (ft)
1,000 12
2,000 15
4,000 19
6,000 22
8,000 24
10,000 26
20,000 34
40,000 43
60,000 49
80,000 55
100,000 59
200,000 75
400,000 96
600,000 110
800,000 122
1,000,000 132
Interpolation and extrapolation of the datain this table shall be accomplished by the use of the equation #1.05¢**where:
H= standard effective stack height (ft)
q = stack effluent flow rate in actual cubic feet per minute (acfm)

Figure 3: 30 TAC §122.514(b)(7)(G)(iii)
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I, — bbU
h, = h + 0083 v, D, [15 + 082 (~*——) D]

e

where:
h, = Effective stack height in feet (ft)
h = Physical stack height above ground level in feet (ft)
A = Stack exit velocity in feet per second (ft/sec)
D, = Stack exit inside diameter in feet (ft)
T, = Stack exit temperature in degrees Rankine (°R)
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Figure 1: 30 TAC 8§122.515(b)(7)(F)(i)

Tablel - Allowable Particulate Emission Ratesfor Specific Flow Rates
Effluent Flow Rate (q) Rate of Emission (E)
(acfm) (TSP Ib/hr)

1,000 35

2,000 53

4,000 8.2

6,000 10.6

8,000 12.6

10,000 145

20,000 22.3

40,000 34.2

60,000 440

80,000 52.6

100,000 60.4

200,000 92.9

400,000 143.0

600,000 184.0

800,000 2194

1,000,000 252.0
Interpolation and extrapolation of the datain this table shall be accomplished by the use of the equation E = 0.04&dor total

suspended particulate (TSP) where:
E = alowable emission rate in pounds per hour (Ib/hr)
q = stack effluent flow rate in actual cubic feet per minute (acfm)

Figure2: 30 TAC §122.515(b)(7)(F)(ii)

Table 2 - Standard Effective Stack Height Based on Specific Flow Rates
Effluent Flow Rate (q) Standar d Effective Stack Height (H,)
(acfm) (ft)
1,000 12
2,000 15
4,000 19
6,000 22
8,000 24
10,000 26
20,000 34
40,000 43
60,000 49
80,000 55
100,000 59
200,000 75
400,000 96
600,000 110
800,000 122
1,000,000 132
Interpolation and extrapolation of the datain this table shall be accomplished by the use of the equation #1.05¢**where:
H= standard effective stack height (ft)
q = stack effluent flow rate in actual cubic feet per minute (acfm)

Figure 3: 30 TAC §122.515(b)(7)(F)(iii)
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h, = h + 0083 v, D, [15 + 082 (~*——) D]

e

where:
h, = Effective stack height in feet (ft)
h = Physical stack height above ground level in feet (ft)
A = Stack exit velocity in feet per second (ft/sec)
D, = Stack exit inside diameter in feet (ft)
T, = Stack exit temperature in degrees Rankine (°R)
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Figure4: 30 TAC §122.515(c)(1)

Storage Vessdls affected by 40 CFR 60, Subpart K

system

Construction, M aterial Storage Maximum True Reid Vapor Tank Index No. Regulatory Monitoring Recor dkeeping
Reconstruction, or Stored Capacity Vapor Pressure Pressure Description Requirement and Testing and Reporting
M odification Date (gallons) (TVP) (RVP) [Exemption]

(psia) (psia)
On/Before 6/11/73  |Any Any Any Any Any 515-04-001 | None None None
[40 CFR 60.110(c)(2)]
After 6/11/73 and VOC liquids other | Cap. < 65,000 Any Any Any 515-04-002 | None None None
Before 3/8/74 than crude oil [40 CFR 60.110(c)(2)]
and/or condensate
after custody Cap. > 65,000 TVP<1.0 RVP<1.0 Any 515-04-003 | 40 CFR 60.110(c) None None
transfer RVP>10 |Vaporrecovery | 515-04-004 |40 CFR 60.110(c)  [None None
system
Other/None 515-04-005 | 40 CFR 60.110(c) 40 CFR 60.113(a)-(b) | 40 CFR 60.113(a)
1.0<TVP<15 Any V apor recovery 515-04-006 |40 CFR 60.110(c) None None
system
Other/None 515-04-007 |40 CFR 60.110(c) 40 CFR 60.113(a)-(c) |40 CFR 60.113(a),(c)
1.5<TVP<111 Any V apor recovery 515-04-008 |40 CFR 60.112(a)(1) None None
system
Internal or external | 515-04-009 |40 CFR 60.112(a)(1) |40 CFR 60.113(a)-(c) | 40 CFR 60.113(a),(c)
floating roof
TVP>11.1 Any V apor recovery 515-04-010 |40 CFR 60.112(a)(2) |None None
system
On/After 3/9/74 and |V OC liquids other | Cap. < 40,000 Any Any Any 515-04-011 | None None None
On/Before 5/18/78 | than crude oil [40 CFR 60.110(a)]
and/or condensate
after custody 40,000 < Cap< 65,000 TVP<1.0 RVP<1.0 Any 515-04-012 | 40 CFR 60.110(c) None None
transfer RVP>10 |vaporrecovery | 515-04-013 |40 CFR 60.110(c) None None
system
Other/None 515-04-014 | 40 CFR 60.110(c) 40 CFR 60.113(a)-(b) | 40 CFR 60.113(a)
1.0<TVP<15 Any V apor recovery 515-04-015 |40 CFR 60.110(c) None None
system
Other/None 515-04-016 |40 CFR 60.110(c) 40 CFR 60.113(a)-(c) |40 CFR 60.113(a),(c)
On/After 3/9/74 and |V OC liquids other | 40,000 < Cap.< 65,000 15<TVP<111 Any V apor recovery 515-04-017 |40 CFR 60.112(a)(1) |None None
On/Before 5/18/78 | than crude oil (continued) system
(continued) and/or condensate
after custody Internal or external | 515-04-018 |40 CFR 60.112(a)(1) |40 CFR 60.113(a)-(c) | 40 CFR 60.113(a),(c)
transfer floating roof
(continued) TVP>11.1 Any Vapor recovery | 515-04-019 |40 CFR 60.112(8)(2) | None None
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Construction,
Reconstruction, or
M odification Date

M aterial
Stored

Storage Maximum True Reid Vapor Tank Index No. Regulatory Monitoring Recor dkeeping
Capacity Vapor Pressure Pressure Description Requirement and Testing and Reporting
(gallons) (TVP) (RVP) [Exemption]
(psia) (psia)
Cap > 65,000 TVP<1.0 RVP<1.0 Any 515-04-020 |40 CFR 60.110(c) None None
RVP>1.0 Vapor recovery 515-04-021 |40 CFR 60.110(c) None None
system
Other/None 515-04-022 | 40 CFR 60.110(c) 40 CFR 60.113(a)-(b) | 40 CFR 60.113(a)
1.0<TVP<.5 Any V apor recovery 515-04-023 |40 CFR 60.110(c) None None
system
Other/None 515-04-024 | 40 CFR 60.110(c) 40 CFR 60.113(a)-(c) |40 CFR 60.113(a),(c)
15<TVP<111 Any V apor recovery 515-04-025 |40 CFR 60.112(a)(1) |None None
system
Internal or external | 515-04-026 |40 CFR 60.112(a)(1) |40 CFR 60.113(a)-(c) |40 CFR 60.113(a),(c)
floating roof
TVP>111 Any V apor recovery 515-04-027 |40 CFR 60.112(a)(2) |None None
system
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Figure5: 30 TAC §122.515(c)(2)

Storage Vessdls affected by 40 CFR 60, Subpart Ka

Construction, Material Storage Maximum | Reid Vapor Tank Primary Index No. Regulatory Monitoring Recor dkeeping
Reconstruction, or Stored Capacity True Vapor Pressure | Description Seal Type Requirement and Testing and Reporting
M odification Date (gallons) Pressure (RVP) [Exemption] [Exemption] [Exemption]

(TVP) (psia)
(psia)
On/After 5/19/78 VOC liquids |Cap.<40,000 |Any Any Any Any 515-05-001 | None None None
and On/Before including [40 CFR 60.110a(a)]
7/23/84 crude oil
and/or Cap.> 40,000 |TVP<1.0 RVP<10 |Any Any 515-05-002 |40 CFR 60.110a(a) None None
condensate
after custody RVP>1.0 [Vapor N/A 515-05-003 |40 CFR 60.110a(a) None None
transfer recovery
system
Other/None |N/A 515-05-004 |40 CFR 60.110a(a) 40 CFR 60.115a(a)-(b) |40 CFR 60.115a(a)
1.0<TVP Any Vapor N/A 515-05-005 |40 CFR 60.110a(a) None None
<15 recovery
system
Other/None |N/A 515-05-006 |40 CFR 60.110a(a) 40 CFR 60.115a(a)-(c) |40 CFR 60.115a(a),(c)
15<TVP Any Vapor N/A 515-05-007 |40 CFR 60.112a(a)(3) 40 CFR 60.113a(a)(2) |40 CFR 60.113a(a)(2)
<111 recovery
system
Internal N/A 515-05-008 |40 CFR 60.112a(a)(2) 40 CFR 60.115a(a)-(c) |40 CFR 60.115a(a),(c)
floating roof
External Mechanical shoe| 515-05-009 |40 CFR 60.112a(a)(1) 40 CFR 60.113(a)(1) |40 CFR 60.113(a)(1)(i)(D),
floating roof | and secondary H(A),(C),(D),(ii)-(iv) 40 CFR 60.115a(a)-(c) | (E).(iv)
seal 40 CFR 60.115a(a),(c)
Liquid-mounted | 515-05-010 |40 CFR 60.112a(a)(1) 40 CFR 60.113(a)(1) |40 CFR 60.113(a)(1)(i)(D),
and secondary ()(A),(D),(ii)-(iv) 40 CFR 60.115a(a)-(c) | (E).(iv)
seal 40 CFR 60.115a(a),(c)
Vapor-mounted | 515-05-011 |40 CFR 60.112a(a)(1) 40 CFR 60.113(a)(1) |40 CFR 60.113(a)(1)(i)(D),
and secondary i)(B),(D),(ii)-(iv) 40 CFR 60.115a(a)-(c) | (E).(iv)
seal 40 CFR 60.115a(a),(c)
TVP>111 |Any Vapor N/A 515-05-012 |40 CFR 60.112a(b) 40 CFR 60.113a(a)(2) |40 CFR 60.113a(a)(2)
recovery
system
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Figure 6: 30 TAC §122.515(c)(3)

Storage Vessdls affected by 40 CFR 60, Subpart Kb

Construction, Material Storage Maximum Waste Tank Primary Index No. Regulatory Monitoring Recor dkeeping
Reconstruction, Stored Capacity True Vapor Mixture | Description Seal Type Requirement and Testing and Reporting
or Modification (gallons) Pressure [Exemption] [Exemption] [Exemption]

Date (TVP)
(psia)
After 7/23/84 Volatile Cap. < 10,000 |Any N/A Any Any 515-06-001 |None None None
organic liquid [40 CFR 60.110b(a)]
after custody
transfer 10,000< Cap. [Any N/A Any Any 515-06-002 |40 CFR 60.110b(b) 40 CFR 60.116b(a),(b) 40 CFR 60.116b(a),(b)
< 20,000
20,000< Cap. [<2.2 N/A Any Any 515-06-003 |40 CFR 60.110b(c) 40 CFR 60.116b(a),(b) 40 CFR 60.116b(a),(b)
< 40,000
22<TVP<40 Yes Closed vent N/A 515-06-004 |40 CFR 60.110b(a) 40 CFR 60.116b(a),(b), 40 CFR 60.116b(a),(b),
system and (e).(M (&)(2)(ii)
control device
Any/None Any 515-06-005 |40 CFR 60.110b(a) 40 CFR 60.116b(a),(b), 40 CFR 60.116b(a),(b),
(d)-(f) (d).(e)(2)(ii)
No Closed vent N/A 515-06-006 |40 CFR 60.110b(a) 40 CFR 60.116b(a),(b),(e) |40 CFR 60.116b(a),(b),
system and (e)(2)(ii)
control device
Any/None Any 515-06-007 |40 CFR 60.110b(a) 40 CFR 60.116b(a)-(€) 40 CFR 60.116b(a)-(d),
(e)(2(ii)
40<TVP<111 Yes Closed vent N/A 515-06-008 |40 CFR 60.112b(a)(3) |40 CFR 60.113b(d) 40 CFR 60.115h(d)
system with 40 CFR 60.116b(a),(b),(e), |40 CFR 60.116b(a),(b),
flare H@ (&)()(ii)
Closed vent N/A 515-06-009 |40 CFR 60.112b(a)(3) |40 CFR 60.113b(c) 40 CFR 60.113b(c)(1)
system with 40 CFR 60.116b(a),(b),(e), |40 CFR 60.115h(c)
control device (@) 40 CFR 60.116b(a),(b),
other than flare (e)(2)(ii)
External Mechanical | 515-06-010 |40 CFR 60.112b(a)(2) |40 CFR 60.113b(b)(1)-(6) |40 CFR 60.113b(b)(4)(iii),
floating roof | shoe and 40 CFR 60.116b(a),(b),(e), (5),(6)(ii)
secondary Q) 40 CFR 60.115h
seal (b)(D)-(8)
40 CFR 60.116b(a),(b),
(&)(2)(ii)
Liquid- 515-06-011 |40 CFR 60.112b(a)(2) |40 CFR 60.113b(b)(1)-(3), |40 CFR 60.115h
mounted and 40 CFR 60.113b(b)(4) (b)(1)-(6)
secondary 40 CFR 60.113b(b)(4)(i) 40 CFR 60.116b(a),(b),
seal (B).(i0),(iii).(5).(6) (6)(2)(ii)

40 CFR 60.116b(a),(b),
(e).(H(D)
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Construction, M aterial Storage Maximum Waste Tank Primary Index No. Regulatory Monitoring Recor dkeeping
Reconstruction, Stored Capacity True Vapor Mixture | Description Seal Type Requirement and Testing and Reporting
or Modification (gallons) Pressure [Exemption] [Exemption] [Exemption]

Date (TVP)
(psia)
After 7/23/84 Volatile 20,000< Cap. |4.0<TVP<11l1 Yes Internal Liquid- 515-06-012 |40 CFR 60.112b(a)(1) |40 CFR 60.113b(a)(1),(2), |40 CFR 60.113b(a)(2),(5)
(continued) organic liquid |< 40,000 (continued) (cont.) floating roof mounted (@),(i1)(A),(iii)-(ix) 5) 40 CFR 60.115h
after custody | (continued) 40 CFR 60.116b(a),(b),(e), @(1)-(3)
transfer H@) 40 CFR 60.116b(a),(b),
(continued) (e)(2)(ii)
Doubleseal | 515-06-013 |40 CFR 60.112b(a)(1) |40 CFR 60.113b(a)(1), 40 CFR 60.113b(a)(5)
system (i),(ii)(B),(iii)-(ix) (3)-(5) 40 CFR 60.115h
40 CFR 60.116b(a),(b),(e), @(2),(2),4)
Q) 40 CFR 60.116b(a),(b),
(e)(2)(ii)
Mechanical 515-06-014 |40 CFR 60.112b(a)(1) |40 CFR 60.113b(a)(1),(2), |40 CFR 60.113b(a)(2),(5)
shoe (),(i1)(C),(iii)-(ix) 5) 40 CFR 60.115h
40 CFR 60.116b(a),(b),(e), (a(1)-(3)
Q) 40 CFR 60.116b(a),(b),
(e)(2)(ii)
No Closed vent N/A 515-06-015 |40 CFR 60.112b(a)(3) |40 CFR 60.113b(d) 40 CFR 60.115h(d)
system with 40 CFR 60.116b(a),(b),(e) |40 CFR 60.116b(a),(b),
flare (e)(2)(ii)
Closed vent N/A 515-06-016 |40 CFR 60.112b(a)(3) |40 CFR 60.113b(c) 40 CFR 60.113b(c)(1)
system with 40 CFR 60.116b(a),(b),(¢) |40 CFR 60.115h(c)
control device 40 CFR 60.116b(a),(b),
other than flare (&)(2)(ii)
External Mechanical 515-06-017 |40 CFR 60.112b(a)(2) |40 CFR 60.113b(b)(1)-(6) 40 CFR 60.113b(b)(4)(iii),
floating roof | shoe and 40 CFR 60.116b(a),(b), (5),(6)(ii)
secondary (©).(e) 40 CFR 60.115h
seal (b)(2)-(6)
40 CFR 60.116b(a),(b),
(e)(2)(ii)
Liquid- 515-06-018 |40 CFR 60.112b(a)(2) |40 CFR 60.113b(b)(1)-(3), |40 CFR 60.115h
mounted and 40 CFR 60.113b(b)(4) (b)(1)-(6)
secondary 40 CFR 60.113b(b)(4)(i) 40 CFR 60.116b(a),(b),
seal (B),(ii) (iii).(5).(6) (e)(2)(ii)
40 CFR 60.116b(a),(b),
(c).(e)
Internal Liquid- 515-06-019 |40 CFR 60.112b(a)(1) |40 CFR 60.113b(a)(1), (2), |40 CFR 60.113b(a)(2),(5)
floating roof | mounted @),3)A),3ii)-(x) (5) 40 CFR 60.115h

40 CFR 60.116h(a),(b),(c),
e

(a(1)-(3)
40 CFR 60.116b(a),(b),
(e))(ii)
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Construction, Material Storage Maximum Waste Tank Primary Index No. Regulatory Monitoring Recor dkeeping
Reconstruction, Stored Capacity True Vapor Mixture | Description Seal Type Requirement and Testing and Reporting
or Modification (gallons) Pressure [Exemption] [Exemption] [Exemption]

Date (TVP)
(psia)
After 7/23/84 Volatile 20,000<Cap. [4.0<TVP<111 No Internal Doubleseal | 515-06-020 [40 CFR 60.112b(a)(1) |40 CFR 60.113b(a)(1), 40 CFR 60.113b(a)(5)
(continued) organic liquid |< 40,000 (continued) (cont.) |floatingroof |system (@),31)(B),(iii)-(ix) (3)-(5) 40 CFR 60.115h
after custody | (continued) (Continued) 40 CFR 60.116b(a),(b), @(2),(2),(4)
transfer (©),(e 40 CFR 60.116b(a),(b),
(continued) (e)(2)(ii)
Mechanical | 515-06-021 |40 CFR 60.112b(a)(1) |40 CFR 60.113b(a)(1),(2), |40 CFR 60.113b(a)(2),(5)
shoe (@),31)(C),(iii)-(ix) (5) 40 CFR 60.115h
40 CFR 60.116b(a),(b), @(1)-(3)
(©).(e) 40 CFR 60.116b(a),(b),
(&)()(ii)

TVP>111 Yes Closed vent N/A 515-06-022 |40 CFR 60.112b(b)(1) |40 CFR 60.113b(d) 40 CFR 60.115h(d)
system with 40 CFR 60.116b(a),(b),(e), |40 CFR 60.116b(a),(b),
flare H@) (&)(2)(ii)

Closed vent N/A 515-06-023 |40 CFR 60.112b(b)(1) |40 CFR 60.113b(c) 40 CFR 60.113b(c)(1)
system with 40 CFR 60.116b(a),(b),(e), |40 CFR 60.115h(c)
control device H@) 40 CFR 60.116b(a),(b),
other than flare (e)(2)(ii)

No Closed vent N/A 515-06-024 |40 CFR 60.112b(b)(1) |40 CFR 60.113b(d) 40 CFR 60.115h(d)
system with 40 CFR 60.116b(a),(b),(¢) |40 CFR 60.116b(a),(b),
fare (@)

Closed vent N/A 515-06-025 |40 CFR 60.112b(b)(1) |40 CFR 60.113b(c) 40 CFR 60.113b(c)(1)

system with 40 CFR 60.116b(a),(b),(e) |40 CFR 60.115h(c)

control device 40 CFR 60.116b(a),(b),

other than flare (e)(2)(ii)
Cap.>40,000 |TVP<0.5 N/A Any Any 515-06-026 |40 CFR 60.110b(c) 40 CFR 60.116b(a),(b) 40 CFR 60.116b(a),(b)

05<TVP<0.75 Yes Closed vent N/A 515-06-027 |40 CFR 60.110b(a) 40 CFR 60.116b(a),(b), 40 CFR 60.116b(a),(b),

system and (e).(M (&)()(ii)

control device

Any/None Any 515-06-028 |40 CFR 60.110b(a) 40 CFR 60.116b(a),(b), 40 CFR 60.116b(a),(b),

(d)-(f) (d).(8)(2)(ii)

No Closed vent N/A 515-06-029 |40 CFR 60.110b(a) 40 CFR 60.116b(a),(b),(e) |40 CFR 60.116b(a),(b),
system and (e)(2)(ii)
control device
Any/None Any 515-06-030 |40 CFR 60.110b(a) 40 CFR 60.116b(a)-(€) 40 CFR 60.116b(a)-(d),

(e)(2(ii)
Volatile Cap.>40,000 [0.75<TVP<11.1 Yes Closed vent N/A 515-06-031 |40 CFR 60.112b(a)(3) |40 CFR 60.113b(d) 40 CFR 60.115h(d)
After 7/23/84 organic liquid | (continued) system with 40 CFR 60.116b(a),(b),(e), |40 CFR 60.116b(a),(b),
(continued) after custody flare (@) (e)(2)(ii)
transfer
(continued)
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Construction, M aterial Storage Maximum Waste Tank Primary Index No. Regulatory Monitoring Recor dkeeping
Reconstruction, Stored Capacity True Vapor Mixture | Description Seal Type Requirement and Testing and Reporting
or Modification (gallons) Pressure [Exemption] [Exemption] [Exemption]

Date (TVP)
(psia)
Closed vent N/A 515-06-032 |40 CFR 60.112b(a)(3) |40 CFR 60.113b(c) 40 CFR 60.113b(c)(1)
system with 40 CFR 60.116b(a),(b),(e), |40 CFR 60.115h(c)
control device (@) 40 CFR 60.116b(a),(b),
other than flare (e)(2)(ii)
External Mechanical 515-06-033 |40 CFR 60.112b(a)(2) |40 CFR 60.113b(b)(1)-(6) 40 CFR 60.113b(b)(4)(iii),
floating roof shoe and 40 CFR 60.116b(a),(b),(e), (5),(6)(ii)
secondary Q) 40 CFR 60.115h
seal (b)(1)-(6)
40 CFR 60.116b(a),(b),
(e))(ii)
Liquid- 515-06-034 |40 CFR 60.112b(a)(2) |40 CFR 60.113b(b)(1)-(3), |40 CFR 60.115h
mounted and 40 CFR 60.113b(b)(4) (b)(1)-(6)
secondary 40 CFR 60.113b(b)(4)(i) 40 CFR 60.116b(a),(b),
seal (B),(ii),(iii),(5),(6) (e))(ii)
40 CFR 60.116b(a),(b),(e),
hHA@
Internal Liquid- 515-06-035 |40 CFR 60.112b(a)(1) |40 CFR 60.113b(a)(1), 40 CFR 60.113b(a)(2),(5)
floating roof | mounted @),3)A),3ii)-(x) (2),(5) 40 CFR 60.115h
40 CFR 60.116b(a),(b),(e), a(1)-(3)
() 40 CFR 60.116b(a),(b),
(e)()(ii)
Doubleseal | 515-06-036 [40 CFR 60.112b(a)(1) |40 CFR 60.113b(a)(1), 40 CFR 60.113b(a)(5)
system (),(ii)(B),(iii)-(ix) (3)-(5) 40 CFR 60.115h
40 CFR 60.116b(a),(b),(e), @(1),(2),4)
Q) 40 CFR 60.116b(a),(b),
(8)()(ii)
Mechanical 515-06-037 |40 CFR 60.112b(a)(1) |40 CFR 60.113b(a)(1), 40 CFR 60.113b(a)(2),(5)
shoe (),(i1)(C),(iii)-(ix) (2),(5) 40 CFR 60.115h
40 CFR 60.116b(a),(b),(e), @(1)-(3)
Q) 40 CFR 60.116b(a),(b),
(e))(ii)
No Closed vent N/A 515-06-038 |40 CFR 60.112b(a)(3) |40 CFR 60.113b(d) 40 CFR 60.115h(d)
system with 40 CFR 60.116b(a),(b),(e) |40 CFR 60.116b(a),(b),
flare (e)(2)(ii)
After 7/23/84 Volatile Cap.>40,000 |0.75<TVP<11.1 No Closed vent N/A 515-06-039 |40 CFR 60.112b(a)(3) |40 CFR 60.113b(c) 40 CFR 60.113b(c)(1)
(continued) organic liquid | (continued) (continued) (cont.) system with 40 CFR 60.116b(a),(b),(e) |40 CFR 60.115h(c)
after custody control device 40 CFR 60.116b(a),(b),
transfer other than flare (e)(2)(ii)
(continued)
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Construction, M aterial Storage Maximum Waste Tank Primary Index No. Regulatory Monitoring Recor dkeeping
Reconstruction, Stored Capacity True Vapor Mixture | Description Seal Type Requirement and Testing and Reporting
or Modification (gallons) Pressure [Exemption] [Exemption] [Exemption]

Date (TVP)
(psia)
External Mechanical 515-06-040 |40 CFR 60.112b(a)(2) |40 CFR 60.113b(b)(1)-(6) 40 CFR 60.113b(b)(4)(iii),
floating roof | shoe and 40 CFR 60.116b(a),(b),(c), (5),(6)(ii)
secondary (e 40 CFR 60.115h
seal (b)(2)-(6)
40 CFR 60.116b(a),(b),
(e)(2)(ii)
Liquid- 515-06-041 |40 CFR 60.112b(a)(2) |40 CFR 60.113b(b)(1)-(3), |40 CFR 60.115h
mounted and 40 CFR 60.113b(b)(4) (b)(1)-(6)
secondary 40 CFR 60.113b(b)(4)(i) 40 CFR 60.116b(a),(b),
seal (B),(ii) (iii).(5).(6) (e)(2)(ii)
40 CFR 60.116b(a),(b),
(c).(e)
Internal Liquid- 515-06-042 |40 CFR 60.112b(a)(1) |40 CFR 60.113b(a)(1), 40 CFR 60.113b(a)(2),(5)
floating roof | mounted @),3)A),3ii)-(x) (2),(5) 40 CFR 60.115h
40 CFR 60.116b(a),(b), (a(1)-(3)
(c),(e) 40 CFR 60.116b(a),(b),
(e)(2)(ii)
Doubleseal | 515-06-043 |40 CFR 60.112b(a)(1) |40 CFR 60.113b(a)(1), 40 CFR 60.113b(a)(5)
system (),(ii)(B),(iii)-(ix) (3)-(5) 40 CFR 60.115h
40 CFR 60.116b(a),(b), @(2),(2),(4)
(c),(e) 40 CFR 60.116b(a),(b),
(e)(2)(ii)
Mechanical 515-06-044 |40 CFR 60.112b(a)(1) |40 CFR 60.113b(a)(1), 40 CFR 60.113b(a)(2),(5)
shoe (),(i1)(C),(iii)-(ix) (2),(5) 40 CFR 60.115h
40 CFR 60.116b(a),(b), @(1)-(3)
(c),(e) 40 CFR 60.116b(a),(b),
(e)(2)(ii)

TVP>11.1 Yes Closed vent N/A 515-06-045 |40 CFR 60.112b(b)(1) |40 CFR 60.113b(d) 40 CFR 60.115h(d)
system with 40 CFR 60.116b(a),(b),(e), |40 CFR 60.116b(a),(b),
flare 16 @)

Closed vent N/A 515-06-046 |40 CFR 60.112b(b)(1) |40 CFR 60.113b(c) 40 CFR 60.113b(c)(1)
system with 40 CFR 60.116b(a),(b),(e), |40 CFR 60.115h(c)
control device (@) 40 CFR 60.116b(a),(b),
other than flare (e)(2)(ii)
After 7/23/84 Volatile Cap.>40,000 |TVP>11.1 No Closed vent N/A 515-06-047 |40 CFR 60.112b(b)(1) |40 CFR 60.113b(d) 40 CFR 60.115h(d)
(continued) organic liquid | (continued) (Continued) system with 40 CFR 60.116b(a), 40 CFR 60.116b(a),(b),
after custody flare (b).(e) (&)(2)(ii)
transfer
(continued) Closed vent N/A 515-06-048 |40 CFR 60.112b(b)(1) |40 CFR 60.113b(c) 40 CFR 60.113b(c)(1)
system with 40 CFR 60.116b(a), 40 CFR 60.115h(c)
control device (b).(e) 40 CFR 60.116b(a),(b),

other than flare

(©()(i)
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Figure 7: 30 TAC §122.515(c)(4)

Storage Vessels affected by Chapter 115 of thistitle
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Material Storage Maximum Tank Primary Secondary Index No. Regulatory Monitoring Recor dkeeping
Stored Capacity True Vapor Description Seal Seal Requirement and Testing and Reporting
(gallons) Pressure [Exemption]
(TVP)
(psia)
Gasoline at a motor Cap. < 25,000 Any Any N/A N/A 515-07-001 |None None None
vehicle fuel dispensing [8115.117(2a)(3)]
facility
VOC liquids other than | Cap. < 1,000 TVP<15 Any Any/None Any/None 515-07-002 |None None None
crude oil and/or [8115.117(a)(1)]
condensate
15<TVP<11.0 Any Any/None Any/None 515-07-003 | §115.112(a)(1) §115.115(a)(1)-(7) §115.116(a)(4).(5)
§115.116(a)(4).(5)
1,000 < Cap.< 25,000 TVP<15 Any Any/None Any/None 515-07-004 |None None None
[8115.117(a)(1)]
15<TVP<110 Submerged fill pipe Any/None Any/None 515-07-005 |§115.112(a)(1) §115.115(a)(1)-(7) §115.116(a)(4)-(5)
§115.116(a)(4)-(5)
V apor recovery N/A N/A 515-07-006 [§115.112(a)(1),(3) |8115.115(a)(1)-(7) §115.116(a)(3),
system with direct- §115.116(a)(3)(A), (A),(D),(4)-(5)
flame incinerator (D).(9-(5)
Vapor recovery N/A N/A 515-07-007 [8§115.112(a)(1),(3) |8115.115(a)(1)-(7) §115.116(a)(3),
system with chiller or §115.116(a)(3)(B), (B),(D),(4)-(5)
catalytic incinerator (D),(4)-(5)
Vapor recovery N/A N/A 515-07-008 [§115.112(a)(1),(3) |8115.115(a)(1)-(7) §115.116(a)(3),
system with carbon §115.116(a)(3)(C), (C),(D),(4)-(5)
adsorption system (D).(9-(5)
V apor recovery N/A N/A 515-07-009 [8§115.112(a)(1),(3) |8115.115(a)(1)-(7) §115.116(a)(3),
system with other §115.116(a)(3)(D), (D),(4)-(5)
controls (4)-(5)
25,000 < Cap.< 40,000 TVP<15 Any Any/None Any/None 515-07-010 |None None None
[8115.117(a)(1)]
15<TVP<11.0 IFR Any Any/None 515-07-011 |8§115.112(a)(1), §115.114(a),(1) §115.116(a)(4)-(5)
2)(A)-(E) §115.115(a)(1)-(7)
§115.116(a)(4)-(5)
EFR Any Any/None 515-07-012 | §115.112(a)(1), §115.114(a),.(4) §115.116(8)(2),
®A)-(B) §115.115(a)(1)-(7) 9-(5)
§115.116(8)(2),(4)-(5)
VOC liquids other than |25,000 < Cap.< 40,000 15<TVP<11.0 Vapor recovery N/A N/A 515-07-013 [§115.112(a)(1),(3) |8115.115(a)(1)-(7) §115.116(a)(3),
crude oil and/or (continued) (continued) system with direct- 8115.116(a)(3)(A), (A),(D),(4)-(5)
condensate flame incinerator (D),(4)-(5)
(continued)




Material Storage Maximum Tank Primary Secondary Index No. Regulatory Monitoring Recor dkeeping
Stored Capacity True Vapor Description Seal Seal Requirement and Testing and Reporting
(gallons) Pressure [Exemption]
(TVP)
(psia)
Vapor recovery N/A N/A 515-07-014 |8115.112(a)(1),(3) |§115.115(a)(1)-(7) §115.116(a)(3),
system with chiller or §115.116(a)(3)(B), (B),(D),(4)-(5)
catalytic incinerator (D),(4)-(5)
Vapor recovery N/A N/A 515-07-015 | §115.112(a)(1),(3) |§115.115(a)(1)-(7) §115.116(a)(3),
system with carbon §115.116(a)(3)(C), (©).(D).(4)-(5)
adsorption system (D).(9-(5)
Vapor recovery N/A N/A 515-07-016 |8115.112(a)(1),(3) |§115.115(a)(1)-(7) §115.116(a)(3),
system with other §115.116(a)(3)(D), (D),(4)-(5)
controls (4)-(5)
TVP>11.0 Submerged fill-pipe N/A N/A 515-07-017 |8115.112(a)(1),(3) |§115.115(a)(1)-(7) §115.116(a)(3),
and vapor recovery §115.116(a)(3)(A), (A),(D),(4)-(5)
system with direct- (D),(4)-(5)
flame incinerator
Submerged fill-pipe N/A N/A 515-07-018 | §115.112(a)(1),(3) |§115.115(a)(1)-(7) §115.116(a)(3),
and vapor recovery §115.116(a)(3)(B), (B),(D),(4)-(5)
system with chiller or (D),(4)-(5)
catalytic incinerator
Submerged fill-pipe N/A N/A 515-07-019 |8115.112(a)(1),(3) |§115.115(a)(1)-(7) §115.116(a)(3),
and vapor recovery §115.116(a)(3)(C), (©),(D),(4)-(5)
system with carbon (D),(4)-(5)
adsorption system
Submerged fill-pipe N/A N/A 515-07-020 | §115.112(a)(1),(3) |§115.115(a)(1)-(7) §115.116(a)(3),
and vapor recovery §115.116(a)(3)(D), (D).(4)-(5)
system with other (4)-(5)
controls
Cap. > 40,000 TVP<15 Any Any/None Any/None 515-07-021 |None None None
[8115.117(a)(1)]
15<TVP<40 IFR Any Any/None 515-07-022 | §115.112(a)(1) §115.114(a),(1) §115.116(a)(4)-(5)
§115.112(a)(2) §115.115(a)(1)-(7)
(A)-(E) §115.116(a)(4)-(5)
Welded EFR Vapor-mounted | Rim-mounted 515-07-023 [§115.112(a)(1)-(2) | 8115.114(a),(2),(4) §115.116(8)(2),
§115.115(a)(1)-(7) (4)-(5)
§115.116(a)(2),(4)-(5)
VOC liquids other than | Cap. > 40,000 15<TVP<40 Welded EFR Mechanical Any or None 515-07-024 |8§115.112(a)(1) §115.114(a),(4) §115.116(a)(1)-(2),
crude oil and/or (continued) (continued) (continued) shoe or liquid- §115.112(a)(2) 8115.115(a)(1)-(7) (4)-(5)
condensate mounted foam (A)-(EB) §115.116(a)(1)-(2),
(continued) or liquid- (4)-(5)
mounted liquid-
filled and
installed before
8/22/80
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Material Storage Maximum Tank Primary Secondary Index No. Regulatory Monitoring Recor dkeeping
Stored Capacity True Vapor Description Seal Seal Requirement and Testing and Reporting
(gallons) Pressure [Exemption]
(TVP)
(psia)
M echanical Rim-mounted 515-07-025 |8§115.112(a)(1)-(2) | 8115.114(a),(2)-(4) §115.116(a)(2),
shoe or liquid- 8115.115(a)(1)-(7) (4)-(5)
mounted foam §115.116(a)(2),(4)-(5)
or liquid-
mounted liquid-
filled and
installed on or
after 8/22/80
Any other EFR Vapor-mounted | Rim-mounted 515-07-026 [§115.112(a)(1)-(2) | 8115.114(a),(2),(4) §115.116(8)(2),
8115.115(a)(1)-(7) (4)-(5)
8115.116(a)(2),(4)-(5)
M echanical Rim-mounted 515-07-027 |8115.112(a)(1)-(2) | 8115.114(a),(2)-(4) §115.116(a)(2),
shoe or liquid- 8115.115(a)(1)-(7) (4)-(5)
mounted §115.116(a)(2),(4)-(5)
Vapor recovery N/A N/A 515-07-028 [§115.112(a)(1),(3) |8115.115(a)(1)-(7) §115.116(a)(3)
system with direct- §115.116(a)(3)(A), (A),(D),(4)-(5)
flame incinerator (D),(4)-(5)
V apor recovery N/A N/A 515-07-029 [8§115.112(a)(1),(3) |8115.115(a)(1)-(7) §115.116(a)(3)
system with chiller or §115.116(a)(3)(B), (B),(D),(4)-(5)
catalytic incinerator (D),(4)-(5)
V apor recovery N/A N/A 515-07-030 [§115.112(a)(1),(3) |8115.115(a)(1)-(7) §115.116(a)(3)
system with carbon §115.116(a)(3)(C), (©),(D),(4)-(5)
adsorption system (D),(4)-(5)
V apor recovery N/A N/A 515-07-031 [§115.112(a)(1),(3) |8115.115(a)(1)-(7) §115.116(a)(3)
system with other §115.116(a)(3)(D), (D),(4)-(5)
controls (4)-(5)
40<TVP<11.0 Any tank with IFR Any Any or None 515-07-032 |§115.112(a)(1), §115.114(a),(1) 8115.116(a)(4)-(5)
(A(A)-(E) §115.115(a)(1)-(7)
8115.116(a)(4)-(5)
VOC liquids other than | Cap > 40,000 40<TVP<11.0 Welded EFR Vapor-mounted | Rim-mounted 515-07-033 [§115.112(a)(1)-(2) | 8115.114(a),(2),(4) §115.116(a)(2),
crude oil and/or (continued) (continued) §115.115(a)(1)-(7) (4)-(5)
condensate §115.116(a)(2),(4)-(5)
(continued)
M echanical Shoe-mounted | 515-07-034 |8115.112(a)(1), 8115.114(a),(4) §115.116(a)(1)-(2),
shoe installed before (2)(A)-(E) 8115.115(a)(1)-(7) (4)-(5)
8/22/80 §115.116(a)(1)-(2),
@-(5)
Rim-mounted 515-07-035 | 8115.112(a)(1)-(2) |8115.114(a),(2)-(4) §115.116(a)(2),

§115.115(a)(1)-(7)
§115.116(a)(2),(4)-(5)

4)-(5
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Material Storage Maximum Tank Primary Secondary Index No. Regulatory Monitoring Recor dkeeping
Stored Capacity True Vapor Description Seal Seal Requirement and Testing and Reporting
(gallons) Pressure [Exemption]
(TVP)
(psia)
Any other EFR Vapor-mounted | Rim-mounted 515-07-036 [§115.112(a)(1)-(2) | 8115.114(a),(2),(4) §115.116(8)(2),
§115.115(8)(1)-(7) (4)-(5)
§115.116(a)(2),(4)-(5)
Mechanical Rim-mounted 515-07-037 |8§115.112(a)(1)-(2) | 8115.114(a),(2)-(4) §115.116(8)(2),
shoe or liquid- 8115.115(a)(1)-(7) (4)-(5)
mounted §115.116(a)(2),(4)-(5)
Vapor recovery N/A N/A 515-07-038 [§115.112(a)(1),(3) |8115.115(a)(1)-(7) §115.116(a)(3),
system with direct- §115.116(a)(3)(A), (A),(D),(4)-(5)
flame incinerator (D),(4)-(5)
Vapor recovery N/A N/A 515-07-039 [§115.112(a)(1),(3) |8115.115(a)(1)-(7) §115.116(a)(3),
system with chiller or §115.116(a)(3)(B), (B),(D),(4)-(5)
catalytic incinerator (D),(4)-(5)
Vapor recovery N/A N/A 515-07-040 [8§115.112(a)(1),(3) |8115.115(a)(1)-(7) §115.116(a)(3),
system with carbon §115.116(a)(3)(C), (C),(D),(4)-(5)
adsorption system (D),(4)-(5)
Vapor recovery N/A N/A 515-07-041 [8§115.112(a)(1),(3) |8115.115(a)(1)-(7) §115.116(a)(3),
system with other §115.116(a)(3)(D), (D),(4)-(5)
controls (4)-(5)
TVP>11.0 Submerged fill-pipe N/A N/A 515-07-042 [8§115.112(a)(1),(3) |8115.115(a)(1)-(7) §115.116(a)(3),
and vapor recovery §115.116(a)(3)(A), (A),(D),(4)-(5
system with direct- (D),(4)-(5)
flame incinerator
Submerged fill-pipe N/A N/A 515-07-043 [§115.112(a)(1),(3) |8115.115(a)(1)-(7) §115.116(a)(3),
and vapor recovery §115.116(a)(3)(B), (B).(D),(4)-(5)
system with chiller (4)-(5)
or catalytic incinerator
Cap > 40,000 TVP>11.0 Submerged fill-pipe N/A N/A 515-07-044 [8115.112(a)(1),(3) |8115.115(a)(1)-(7) §115.116(a)(3),
VOC liquids other than | (continued) (Continued) and vapor recovery §115.116(a)(3)C), (C),(D),(4)-(5)
crude oil and/or system with carbon (D),(4)-(5)
condensate adsorption system
(continued) —
Submerged fill-pipe N/A N/A 515-07-045 [8§115.112(a)(1),(3) |8115.115(a)(1)-(7) §115.116(a)(3),
and vapor recovery §115.116(a)(3)(D), (D),(4)-(5)

system with other
controls

4-(5
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Figure 8: 30 TAC §122.515(c)(5)

Storage Vessels affected by Chapter 115 of thistitle

64

County M aterial Storage Maximum Tank Primary Secondary Index No. Regulatory Monitoring Recor dkeeping
Stored Capacity True Vapor Description Seal Seal Requirement and Testing and Reporting
(gallons) Pressure [Exemption]
(TVP)
(psia)
Any Gasolineat a Cap. < 25,000 |Any Any N/A N/A 512-08-001 |None None None
motor vehicle [8115.117(b)(3)]
fuel dispensing
facility
Gregg or VOC liquids Cap.< 1,000 TVP<15 Any Any/None Any/None 515-08-002 |None None None
Nueces other than crude [8115.117(b)(1)]
oil and/or
condensate 15<TVP<11.0 Any Any/None Any/None 515-08-003 |§115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(4),(5)
§115.116(b)(4),(5)
1,000 < Cap. TVP<15 Any Any/None Any/None 515-08-004 |None None None
< 25,000 [8115.117(b)(1)]
15<TVP<11.0 Submerged fill Any/None Any/None 515-08-005 |§115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(4)-(5)
pipe or vapor §115.116(b)(4)-(5)
recovery system
25,000< Cap. |TVP<15 Any Any/None Any/None 515-08-006 |None None None
< 40,000 [8115.117(b)(1)]
15<TVP<11.0 IFR Any Any/None 515-08-007 |8115.112(b)(1), §115.114(b),(1) §115.116(b)(4)-(5)
(A(A)-(E) §115.115(b)(1)-(7)
§115.116(b)(4)-(5)
EFR Any Any/None 515-08-008 |§115.112(b)(1), §115.114(b),(4) §115.116(b)(4)-(5)
(A(A)-(E) §115.115(b)(1)-(7)
§115.116(b)(4)-(5)
V apor recovery Any/None Any/None 515-08-009 |8§115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(4)-(5)
system §115.116(b)(4)-(5)
TVP>11.0 Submerged fill Any/None Any/None 515-08-010 |8§115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(4)-(5)
pipeand VRS §115.116(b)(4)-(5)
Cap.>40,000 |TVP<15 Any Any Any 515-08-011 |None None None
[8115.117(b)(1)]
15<TVP<40 IFR Any Any/None 515-08-012 |§115.112(b)(1) §115.114(b),(1) §115.116(b)(4)-(5)
§115.112(b)(2)(A)-(E) |8115.115(b)(1)-(7)
§115.116(b)(4)-(5)
Gregg or VOC liquids Cap.> 40,000 |1.5<TVP<4.0 Welded EFR V apor-mounted Rim-mounted 515-08-013 | §115.112(b)(1)-(2) §115.114(b),(2),(4) §115.116(b)(2),
Nueces other than crude | (continued) (continued) 8115.115(b)(1)-(7) (4)-(5)
(continued) |oil and/or 8115.116(b)(2),
condensate (4)-(5)
(continued)




County M aterial Storage Maximum Tank Primary Secondary Index No. Regulatory Monitoring Recor dkeeping
Stored Capacity True Vapor Description Seal Seal Requirement and Testing and Reporting
(gallons) Pressure [Exemption]
(TVP)
(psia)
Mechanical shoe |Any/None 515-08-014 |8§115.112(b)(1) §115.114(b),(4) §115.116(b)(1),
or liquid-mounted §115.112(b)(2)(A)-(E) |8115.115(b)(1)-(7) (4)-(5)
foam or liquid- §115.116(b)(1),
mounted liquid- (4)-(5)
filled and installed
before 8/22/80
Mechanical shoe |Rim-mounted 515-08-015 |§115.112(b)(1)-(2) 8115.114(b),(2)-(4) 8115.116(b)(2),
or liquid-mounted §115.115(b)(1)-(7) (4)-(5)
foam or liquid- §115.116(b)(2),
mounted liquid- (4)-(5)
filled and installed
on or after 8/22/80
Any other EFR Vapor-mounted | Rim-mounted 515-08-016 |§115.112(b)(1)-(2) §115.114(b),(2),(4) §115.116(b)(2),
8115.115(b)(1)-(7) (4)-(5)
§115.116(b)(2),
@-(5)
Mechanical shoe |Rim-mounted 515-08-017 |§115.112(b)(1)-(2) §115.114(b),(2),(4) §115.116(b)(2),
or liquid-mounted §115.115(b)(1)-(7) (4)-(5)
8115.116(b)(2),
@-(5)
V apor recovery Any/None Any/None 515-08-018 |§115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(4)-(5)
system 8115.116(b)(4)-(5)
40<TVP<11.0 IFR Any/None Any/None 515-08-019 |8§115.112(b)(1), §115.114(b),(1) 8115.116(b)(4)-(5)
2)(A)-(B) 8115.115(b)(1)-(7)
8115.116(b)(4)-(5)
Welded EFR V apor-mounted Rim-mounted 515-08-020 |§115.112(b)(1)-(2) §115.114(b),(2),(4) 8115.116(b)(2),
8115.115(b)(1)-(7) (4)-(5)
8115.116(b)(2),
@-(5)
Mechanical shoe | Shoe-mounted 515-08-021 |8115.112(b)(1), §115.114(b),(4) 8115.116(b)(1),
installed before (2)(A)-(E) 8115.115(b)(1)-(7) (4)-(5)
8/22/80 8115.116(b)(1),
@-(5)

VOC liquids Cap. > 40,000 |4.0<TVP<11.0 Welded EFR Mechanical shoe |Rim-mounted 515-08-022 |§115.112(b)(1)-(2) 8115.114(b),(2)-(4) 8115.116(b)(2),
Gregg or other than crude | (continued) (continued) (Continued) (Continued) §115.115(b)(1)-(7) (4)-(5)
Nueces oil and/or §115.116(b)(2),(4)-(5)

(continued) | condensate
(continued) Any other EFR Vapor-mounted | Rim-mounted 515-08-023 |§115.112(b)(1)-(2) §115.114(b),(2),(4) §115.116(b)(2),

§115.115(b)(1)-(7)
§115.116(b)(2),(4)-(5)

4)-(5
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County M aterial Storage Maximum Tank Primary Secondary Index No. Regulatory Monitoring Recor dkeeping
Stored Capacity True Vapor Description Seal Seal Requirement and Testing and Reporting
(gallons) Pressure [Exemption]
(TVP)
(psia)
Mechanical shoe |Rim-mounted 515-08-024 |8§115.112(b)(1)-(2) §115.114(b),(2),(4) §115.116(b)(2),
or liquid-mounted §115.115(b)(1)-(7) (4-(5)
§115.116(b)(2),(4)-(5)
Vapor Recovery Any/None Any/None 515-08-025 |§115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(4)-(5)
System §115.116(b)(4)-(5)
TVP>11.0 Any tank with Any/None Any/None 515-08-026 |§115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(4)-(5)
submerged fill §115.116(b)(4)-(5)
pipeand VRS
Victoria VOC liquids Cap.< 1,000 TVP<15 Any Any/None Any/None 515-08-027 |None None None

other than crude [8115.117(b)(1)]

oil and/or

condensate 15<TVP<11.0 Any Any/None Any/None 515-08-028 |8§115.112(b)(1) §115.115(b)(1)-(7) 8115.116(b)(4),(5)

8115.116(b)(4),(5)
1,000 < Cap. TVP<15 Any Any/None Any/None 515-08-029 |None None None
< 25,000 [8115.117(b)(1)]
15<TVP<11.0 Submerged fill Any/None Any/None 515-08-030 |§115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(4)-(5)

pipe §115.116(b)(4)-(5)
V apor recovery N/A N/A 515-08-031 |§115.112(b)(1) §115.115(b)(1)-(7) 8115.116(b)(3),
system with direct- §115.116(b)(3)(A), (A),(D),(4)-(5)
flame incinerator (D),(4)-(5)
V apor recovery N/A N/A 515-08-032 |8§115.112(b)(1) §115.115(b)(1)-(7) 8115.116(b)(3),
system with §115.116(b)(3)(B), (B),(D),(4)-(5)
chiller or catalytic (D),(4)-(5)
incinerator
V apor recovery N/A N/A 515-08-033 | §115.112(b)(1) §115.115(b)(1)-(7) 8115.116(b)(3),
system with carbon §115.116(b)(3)(C), (©).(D),(4)-(5
adsorption system (D),(4)-(5)

VOC liquids 1,000 < Cap. 15<TVP<11.0 V apor recovery N/A N/A 515-08-034 |8§115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(3),
Victoria other than crude |< 25,000 (Continued) system with other §115.116(b)(3)(D), (D),(4)-(5)
(continued) |oil and/or (Continued) controls (4)-(5)

condensate

(continued) 25,000< Cap. |TVP<15 Any Any/None Any/None 515-08-035 |None None None

< 40,000 [8115.117(b)(1)]
(continued) -
15<TVP<11.0 Internal floating roof |Any Any or None 515-08-036 |§115.112(b)(1), §115.114(b)(1) §115.116(b)(4)-(5)
2)(A)-(B) §115.115(b)(1)-(7)
§115.116(b)(4)-(5)
External floating roof | Any Any or None 515-08-037 |§115.112(b)(1), §115.114(b),(4) §115.116(b)(4)-(5)
2)(A)-(B) §115.115(b)(1)-(7)

§115.116(b)(4)-(5)
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County Material Storage Maximum Tank Primary Secondary Index No. Regulatory Monitoring Recor dkeeping
Stored Capacity True Vapor Description Seal Seal Requirement and Testing and Reporting
(gallons) Pressure [Exemption]
(TVP)
(psia)
Vapor recovery N/A N/A 515-08-038 |§115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(3),
system with direct- §115.116(b)(3)(A), (A),(D),(4)-(5)
flame incinerator (D),(4)-(5)
Vapor recovery N/A N/A 515-08-039 |§115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(3)(B),
system with §115.116(b)(3)(B), (D),(4)-(5)
chiller or catalytic (D),(4)-(5)
incinerator
Vapor recovery N/A N/A 515-08-040 |§115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(3)(C),
system with carbon §115.116(b)(3)(C), (D),(4)-(5)
adsorption system (D),(4)-(5)
Vapor recovery N/A N/A 515-08-041 |8§115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(3),
system with other §115.116(b)(3)(D), (D),(4)-(5)
controls (4)-(5)
TVP>11.0 Submerged fill-pipe | N/A N/A 515-08-042 |8§115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(3),
and vapor recovery §115.116(b)(3)(A), (A),(D),(4)-(5
system with direct- (D),(4)-(5)
flame incinerator
Submerged fill-pipe | N/A N/A 515-08-043 |§115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(3),
and vapor recovery §115.116(b)(3)(B), (B).(D),(4)-(5)
system with chiller or (D),(4)-(5)
catalytic incinerator
Submerged fill-pipe | N/A N/A 515-08-044 |8§115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(3),
and vapor recovery §115.116(b)(3)(C), (©).(D),(4)-(5)
system with carbon (D),(4)-(5)
adsorption system
VOC liquids 25,000 < Cap. |TVP>11.0 Submerged fill-pipe | N/A N/A 515-08-045 |§115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(3),
Victoria other than crude |< 40,000 (Continued) and vapor recovery §115.116(b)(3)(D), (D),(4)-(5)
(continued) |oil and/or (continued) system with other (4)-(5)
condensate controls
(continued)
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County M aterial Storage Maximum Tank Primary Secondary Index No. Regulatory Monitoring Recor dkeeping
Stored Capacity True Vapor Description Seal Seal Requirement and Testing and Reporting
(gallons) Pressure [Exemption]
(TVP)
(psia)
Cap.>40,000 |TVP<15 Any Any/None Any/None 515-08-046 |None None None
[8115.117(b)(1)]
15<TVP<40 IFR Any Any/None 515-08-047 |8§115.112(b)(1),(2) §115.114(b),(1) §115.116(b)(4)-(5)
(A)- §115.115(b)(1)-(7)
§115.116(b)(4)-(5)
Welded EFR V apor-mounted Rim-mounted 515-08-048 | §115.112(b)(1)-(2) §115.114(b),(2),(4) §115.116(b)(2),
§115.115(b)(1)-(7) (4)-(5)
§115.116(b)(2),(4)-(5)
Mechanical shoe |Any/None 515-08-049 |8§115.112(b)(1),(2) §115.114(b),(4) §115.116(b)(1),
or liquid-mounted (A)-(E) 8115.115(b)(1)-(7) (4)-(5)
foam or liquid- §115.116(b)(1),(4)-(5)
mounted liquid-
filled and installed
before 8/22/80
Mechanical shoe |Rim-mounted 515-08-050 |8§115.112(b)(1)-(2) 8115.114(b),(2)-(4) §115.116(b)(2),
or liquid-mounted §115.115(b)(1)-(7) (4-(5)
foam or liquid- §115.116(b)(2),(4)-(5)
mounted liquid-
filled and installed
on or after 8/22/80
Any other EFR Vapor-mounted | Rim-mounted 515-08-051 |§115.112(b)(1)-(2) §115.114(b),(2),(4) §115.116(b)(2),
§115.115(b)(1)-(7) (4)-(5)
§115.116(b)(2),(4)-(5)
Mechanical shoe |Rim-mounted 515-08-052 |§115.112(b)(1)-(2) 8115.114(b),(2)-(4) §115.116(b)(2),
or liquid-mounted §115.115(b)(1)-(7) (4-(5)
§115.116(b)(2),(4)-(5)
V apor recovery N/A N/A 515-08-053 |§115.112(b)(1) §115.115(b)(1)-(7) 8115.116(b)(3),
system with direct- §115.116(b)(3)(A), (A),(D),(4)-(5)
flame incinerator (D),(4)-(5)

VOC liquids Cap.> 40,000 |1.5<TVP<4.0 V apor recovery N/A N/A 515-08-054 |8§115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(3),
Victoria other than crude | (continued) (continued) system with 8115.116(b)(3)(B), (B),(D),(4)-(5)
(continued) |oil and/or chiller or catalytic (D),(4)-(5)

condensate incinerator

(continued)

V apor recovery N/A N/A 515-08-055 |§115.112(b)(1) §115.115(b)(1)-(7) 8115.116(b)(3),
system with carbon 8115.116(b)(3)(C), (©),(D),(4)-(5)
adsorption system (D),(4)-(5)

V apor recovery N/A N/A 515-08-056 |§115.112(b)(1) §115.115(b)(1)-(7) 8115.116(b)(3),
system with other §115.116(b)(3)(D), (D),(4)-(5)
controls (4)-(5)

68




County Material Storage Maximum Tank Primary Secondary Index No. Regulatory Monitoring Recor dkeeping
Stored Capacity True Vapor Description Seal Seal Requirement and Testing and Reporting
(gallons) Pressure [Exemption]
(TVP)
(psia)
40<TVP<11.0 IFR Any Any or None 515-08-057 |§115.112(b)(1), §115.114(b),(1) §115.116(b)(4)-(5)
(2)(A)-(E) §115.115(b)(1)-(7)
§115.116(b)(4)-(5)
Welded EFR Vapor-mounted | Rim-mounted 515-08-058 |§115.112(b)(1)-(2) §115.114(b),(2),(4) §115.116(b)(2),
§115.115(b)(1)-(7) (4)-(5)
§115.116(b)(2),
9-(5)
Mechanical shoe | Shoe-mounted 515-08-059 |[§115.112(b)(1), §115.114(b),(4) §115.116(b)(1),
installed before 2)(A)-(E) §115.115(b)(1)-(7) (4-(5)
8/22/80 §115.116(b)(1),
9-(5)
Rim-mounted 515-08-060 |§115.112(b)(1)-(2) §115.114(b).(2)-(4)  |8115.116(b)(2),
§115.115(b)(1)-(7) (4)-(5)
§115.116(b)(2),
4-(5)
Any other EFR Vapor-mounted | Rim-mounted 515-08-061 |8§115.112(b)(1)-(2) §115.114(b),(2),(4) §115.116(b)(2),
§115.115(b)(1)-(7) (4)-(5)
§115.116(b)(2),
4-(5)
Mechanical shoe |Rim-mounted 515-08-062 |8§115.112(b)(1)-(2) §115.114(b).(2)-(4)  |8115.116(b)(2),
or liquid-mounted 8115.115(b)(1)-(7) (4)-(5)
§115.116(b)(2),
9-(5)
Vapor recovery N/A N/A 515-08-063 |§115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(3)
system with direct- §115.116(b)(3)(A), (A)-(D),(4)-(5)
flame incinerator (D),(4)-(5)

VOC liquids Cap. > 40,000 |4.0<TVP<11.0 Vapor recovery N/A N/A 515-08-064 |8§115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(3)
Victoria other than crude | (continued) (Continued) system with 8115.116(b)(3)(B), (B)-(D),(4)-(5)
(continued) |oil and/or chiller or catalytic (D),(4)-(5)

condensate incinerator

(continued)

Vapor recovery N/A N/A 515-08-065 |§115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(3)
system with carbon §115.116(b)(3)(C), (C)-(D),(4)-(5)
adsorption system (D),(4)-(5)
Vapor recovery N/A N/A 515-08-066 |§115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(3)
system with other §115.116(b)(3)(D), (D),(4)-(5)
controls (4)-(5)

TVP>11.0 Submerged fill-pipe | N/A N/A 515-08-067 |§115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(3),
and vapor recovery §115.116(b)(3)(A), (A),(D),(4)-(5)
system with direct- (D),(4)-(5)

flame incinerator
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County

M aterial
Stored

Storage
Capacity
(gallons)

Maximum
TrueVapor
Pressure
(TVP)
(psia)

Tank Primary Secondary Index No. Regulatory Monitoring Recor dkeeping
Description Seal Seal Requirement and Testing and Reporting
[Exemption]

Submerged fill-pipe | N/A N/A 515-08-068 |§115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(3)(B),
and vapor recovery §115.116(b)(3)(B), (D),(4)-(5)
system with chiller (D),(4)-(5)
or catalytic
incinerator
Submerged fill-pipe | N/A N/A 515-08-069 |§115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(3)(C),
and vapor recovery §115.116(b)(3)(C), (D),(4)-(5)
system with carbon (D),(4)-(5)
adsorption system
Submerged fill-pipe | N/A N/A 515-08-070 |§115.112(b)(1) §115.115(b)(1)-(7) §115.116(b)(3)

and vapor recovery
system with other
controls

§115.116(b)(3)(D),
(4)-(5)

(©).(4-(5)
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Figure 9: 30 TAC §122.515(c)(6)

Storage Vessels affected by Chapter 115 of thistitle

vapor recovery system

Material Storage Construction Maximum Tank Index No. Regulatory Monitoring Recor dkeeping
Stored Capacity Date True Vapor Description Requirement and Testing and Reporting
(gallons) Pressure [Exemption]
(TVP)
(psia)
VOC liquids other than crude | Cap. < 1,000 Any TVP<15 Any 515-09-001 | None None None
oil and/or condensate [8115.117(c)(1)]
TVP>15 Any 515-09-002 | §115.112(c)(1) None None
1,000 < Cap.< 25,000 Before 5/12/73 | TVP< 15 Any 515-09-003 | None None None
[8115.117(c)(1)]
TVP>15 Submerged fill pipe or vapor| 515-09-004 | None None None
recovery system [8115.117(c)(3)]
On/After TVP<15 Any 515-09-005 | None None None
5/12/73 [8115.117(c)(1)]
TVP>15 Submerged fill pipe or vapor| 515-09-006 | §115.112(c)(1) None None
recovery system
Cap. > 25,000 Any TVP<15 Any 515-09-007 | None None None
[8115.117(c)(1)]
15<TVP<11 Internal floating roof 515-09-008 | 8§115.112(c)(1),(2)(A) |8115.114(c),(1) None
with slotted gauging and
sampling
External floating roof 515-09-009 |8115.112(c)(1),(2)(A) |8115.114(c),(2) None
with slotted gauging and
sampling
Internal floating roof 515-09-010 | 8115.112(c)(1)-(2) §115.114(c),(1) None
without slotted gauging and
sampling
External floating roof 515-09-011 | 8115.112(c)(1)-(2) 8115.114(c),(2) None
without slotted gauging and
sampling
V apor recovery system 515-09-012 | 8§115.112(c)(1) None None
TVP>11 Submerged fill pipe and 515-09-013 | §115.112(c)(1) None None
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Figure 10: 30 TAC §122.515(c)(7)

Flar es affected by 40 CFR 60, Subpart A

Flare Flare Exit Velocity | Net Heating Value | Actual Velocity lessthan V| Index No. Regulator Monitoring Recor dkeeping
Subject Assist at Standard of Gas, HT, at max @S calculated in Requirement and Testing and Reporting
to NSPS Type Conditions 77°F and 1 atm. 860.18(f)(5) [Exemption]

Subpart A of 68°F (Btu/scf) [Steam or non-assisted
and 1 atm. or 860.18(f)(6)
(ft/second) [Air-assisted]
No N/A N/A N/A N/A 515-10-001 | None[40 CFR 60.18(a)] None None
Yes None V <60 Ht >200 N/A 515-10-002 |40 CFR 60.18(b),(c)(1)-(3),(4)(i),(6),(e),(f)(1) 40 CFR 60.18(d),(f)(1)-(4) None
60 <V <400 200 < H; < 1000 Yes 515-10-003 | 40 CFR 60.18(b),(c)(1)-(3),(4)(iii),(6),(e),(f)(1) 40 CFR 60.18(d),(f)(1)-(5) None
Hy> 1000 N/A 515-10-004 |40 CFR 60.18(b),(c)(1)-(3),(4)(ii),(6).(e),(f)(1) 40 CFR 60.18(d),(f)(1)-(4) None
Steam V <60 Hr> 300 N/A 515-10-005 |40 CFR 60.18(b),(c)(1)-(3),(4)(i),(6),(e),(f)(1) 40 CFR 60.18(d),(f)(1)-(4) None
60 <V <400 300 <Hy <1000 Yes 515-10-006 |40 CFR 60.18(b),(c)(1)-(3),(4)(iii),(6).(e),(f)(1) 40 CFR 60.18(d),(f)(1)-(5) None
Ht > 1000 N/A 515-10-007 |40 CFR 60.18(b),(c)(1)-(3),(4)(ii),(6).(e),(f)(1) 40 CFR 60.18(d),(f)(1)-(4) None
Air N/A Hr> 300 Yes 515-10-008 |40 CFR 60.18(b),(c)(1)-(3).(5),(6).(€),(f)(1) 40 CFR 60.18(d),(f)(1)-(4),(6) | None
Figure 11: 30 TAC §122.515(c)(8) Flares affected by Chapter 111 of thistitle
Flare Used for Emergency or Index No. Regulatory Monitoring Recor dkeeping
Upset Only Requirement and Testing and Reporting
[Exemption]
Yes 515-11-001 [None[§111.111(a)(4)(B)] None None
No 515-11-002 | §111.111(a)(4)(A) §111.112(a)(4)(A)(i),(ii) §111.111(a)(4)(A)(ii)
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Figure 12: 30 TAC §122.515(c)(9)

Combustion Units affected by Chapter 117 of thistitle

Isthesite Type of Nonattainment Maximum Unit Placed in Unit Placed in Service After June9, 1993 asa Index No. Regulatory
major for Equipment Area Rated Capacity Service Before Functionally I dentical Replacement Unit for an Requirement
NOx (MW, hp, or November 15, 1992 Existing Unit or Group of Unitswhich are [Exemption]
MM Btu/hr) Required to beListed in theInitial Control Plan
No Any Any Any N/A N/A 515-12-001 | None[§117.201]
Yes Flares or Incinerators Houston/Galveston or <5 MMBtu/hr Yes N/A 515-12-002 | None [8§117.209(c)(1)]
Beaumont/Port Arthur
No Yes 515-12-003 | §117.209(c)(1)
No 515-12-004 | None [§117.209(c)(1)]
> 5 MMBtu/hr Yes N/A 515-12-005 | §117.209(a)-(c)
No Yes 515-12-006 | §117.209(c)(1)
No 515-12-007 | None[§117.209(c)(1)]
Other Any N/A N/A 515-12-008 | None [§117.201]
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Figure 13: 30 TAC §122.515(c)(10)

Non-Marine VOC L oading/Unloading Oper ations
affected by Chapter 115 of thistitle

Area Material Daily Maximum True Control Loading Arm Index No. Regulatory Monitoring Recor dkeeping
L caded Gasoline Vapor Device Equipped Requirement and Testing and Reporting
Throughput Pressure Type with Vapor [Exemptions]
(gallons) (TVP) Collection
(psia) Adapter
Houston/ Liquefied Thruput < Any Any/None N/A 515-13-001 | §115.217(a)(5) §115.214(a)(1)-(2) None
Galveston, petroleum 20,000 gallons
Dallas/Ft. gas (LPG)
Worth, Thruput> Any Any/None N/A 515-13-002 | §115.217(a)(5) §115.214(a)(1)-(2),(5) None
El Paso 20,000 gallons
All other Thruput < TVP<0.5 Any/None N/A 515-13-003 | §115.217(a)(2) §115.214(8)(1),(2) None
VOCs 4,000 gallons
TVP>0.5 Vapor recovery | Yes 515-13-004 | §115.217(a)(7) §115.214(a)(1)-(2) §115.216(a),(1),(2)(A),(D),
system with §115.212(a)(5)(A)-(C),(6), | §115.215(a)(1)-(9) (8)
direct-flame (8)(A)-(B) §115.216(a),(1),(2)(A),(D).(8)
incinerator
No 515-13-005 | 8115.217(a)(7) §115.214(a)(1)-(2) §115.216(a),(1),(2)(A),(D),
§115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) (8)
(8)(A)-(B) §115.216(a)(1),(2)(A)(D),(8)
Vapor recovery | Yes 515-13-006 | §115.217(a)(7) §115.214(a)(1)-(2) §115.216(a),(1),(2)(B),(D),
system with §115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) (8)
chiller or (6).(8)(A)-(B) §115.216(a),(1),(2)(B),(D),(8)
v
ic,?(t;i nﬁfmr No 515-13-007 | 8115.217(a)(7) §115.214(a)(1)-(2) §115.216(a),(1),(2)(B),(D),
§115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) (8)
(8)(A)-(B) §115.216(a),(1),(2)(B).(D).(8)
Vapor recovery | Yes 515-13-008 | §115.217(a)(7) §115.214(a)(1)-(2) §115.216(a),(1),(2)(C),(D),
system with §115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) (8)
carbon adsorption (6),(8)(A)-(B) §115.216(a),(1),(2)(C).(D).(8)
No 515-13-009 | 8115.217(a)(7) §115.214(a)(1)-(2) §115.216(a),(1),(2)(C),(D),
§115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) (8)
(8)(A)-(B) §115.216(a)(1),(2)(C).(D),(8)
Vapor recovery | Yes 515-13-010 | §115.217(a)(7) §115.214(a)(1)-(2) §115.216(a),(1),(2)(D),(8)
system with other §115.212(a)(5)(A)-(C), §115.215(a)(1)-(9)
controls (6).(8)(A)-(B) §115.216(a),(1),(2)(D).(8)
No 515-13-011 | 8115.217(a)(7) §115.214(a)(1)-(2) §115.216(a),(1),(2)(D),(8)
§115.212(a)(5)(A)-(C), §115.215(a)(1)-(9)
(8)(A)-(B) §115.216(a),(1),(2)(D).(8)
Houston/ All other 4,000 gallons< | TVP<0.5 Any/None N/A 515-13-012 | §115.217(a)(2) §115.214(8)(1),(2) None
Galveston, VOCs Thruput <
Dallag/Ft. (Continued) | 20,000 gallons | TVP>0.5 Vapor recovery | Yes 515-13-013 | §115.211(a)(2) §115.214(a)(1)-(2) §115.216(a),(1),(2)(A),(D),
Worth, El Paso system with §115.212(8)(5)(A)-(C),(6), | §115.215(a)(1)-(9) (4)(D).(8)
(Continued) direct-flame (8)(A)-(B).(9)(B).(D) §115.216(a),(1),(2)(A).(D),
incinerator (4)(D),(8)
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Area Material Daily Maximum True Control Loading Arm Index No. Regulatory Monitoring Recor dkeeping
L oaded Gasoline Vapor Device Equipped Requirement and Testing and Reporting
Throughput Pressure Type with Vapor [Exemptions]
(gallons) (TVP) Collection
(psia) Adapter
No 515-13-014 | 8115.211(a)(2) §115.214(a)(1)-(2) §115.216(a),(1),(2)(A),(D),
§115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) )(D),(8)
(8)(A)-(B).(9)(B).(D) §115.216(a),(1),(2)(A).(D),
(4(D).(8)
Vapor recovery | Yes 515-13-015 | §115.211(a)(2) §115.214(a)(1)-(2) §115.216(a),(1),(2)(B),(D),
system with §115.212(a)(5)(A)-(C),(6), | §115.215(a)(1)-(9) )(D),(8)
chiller or (8)(A)-(B),(9)(B),(D) §115.216(a),(1),(2)(B),(D),
catalytic (4)(D),(8)
incinerator
No 515-13-016 | §115.211(a)(2) §115.214(a)(1)-(2) §115.216(a),(1),(2)(B),(D),
§115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) )(D),(8)
(8)(A)-(B).(9)(B).(D) §115.216(a),(1),(2)(B).(D),
(4(D).(8)
Vapor recovery | Yes 515-13-017 | §115.211(a)(2) §115.214(a)(1)-(2) §115.216(a),(1),(2)(C),(D),
system with §115.212(a)(5)(A)-(C),(6), | §115.215(a)(1)-(9) )(D),(8)
carbon adsorption (8)(A)-(B),(9)(B),(D) 8115.216(a),(1),(2)(C),(D),
(4(D).(8)
No 515-13-018 | 8115.211(a)(2) §115.214(a)(1)-(2) §115.216(a),(1),(2)(C),(D),
§115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) )(D),(8)
(8)(A)-(B).(9)(B).(D) §115.216(a),(1),(2)(C).(D),
(4(D).(8)
Vapor recovery | Yes 515-13-019 | §115.211(a)(2) §115.214(a)(1)-(2) §115.216(a),(1),(2)(D),
system with other §115.212(a)(5)(A)-(C),(6), | §115.215(a)(1)-(9) )(D),(8)
controls (8)(A)-(B),(9)(B),(D) §115.216(a),(1),(2)(D),
(4(D).(8)
No 515-13-020 | §115.211(a)(2) §115.214(a)(1)-(2) §115.216(a),(1),(2)(D),
§115.212(a)(5)(A)-(C).(8) | §115.215(a)(1)-(9) )(D),(8)
(A)-(B).(9)(B).(D) §115.216(a),(1),(2)(D),
(4(D).(8)
Houston/ All other Thruput> <05 Any/None N/A 515-13-021 | §115.217(a)(2) §115.214(8)(1),(2),(5) None
Galveston, VOCs 20,000 gallons
Dallag/Ft. (Continued) >05 Vapor recovery | Yes 515-13-022 | §115.211(a)(1)(B) §115.214(a)(1)-(2),(5) §115.216(a),(1),(2)(A),(D),
Worth, El Paso system with §115212(a)(5)(A)-(C), | §115.215(a)(1)-(9) (3)(D).(7)-(8)
(Continued) direct-flame (6),(7).(11) §115.216(a),(1),(2)(A).(D),
incinerator 3)(D),(7)-(8)
No 515-13-023 | §115.211(a)(1)(B) §115.214(a)(1)-(2),(5) §115.216(a),(1),(2)(A),(D),

§115.212(a)(5)(A)-(C),
(7),(11)

§115.215(a)(1)-(9)

§115.216(a),(1),(2)(A),(D),

()(D),(7)-(8)

@)D).(M)-(8)
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Area Material Daily Maximum True Control Loading Arm Index No. Regulatory Monitoring Recor dkeeping
L oaded Gasoline Vapor Device Equipped Requirement and Testing and Reporting
Throughput Pressure Type with Vapor [Exemptions]
(gallons) (TVP) Collection
(psia) Adapter
Vapor recovery | Yes 515-13-024 | §115.211(a)(1)(B) §115.214(a)(1)-(2),(5) §115.216(a),(1),(2)(B),(D),
system with §115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) (3)(D),(7)-(8)
chiller (6),(7),(11) §115.216(a),(1),(2)(B),(D),
or catalytic 3)(D).(7)-(8)
incinerator
No 515-13-025 | §115.211(a)(1)(B) §115.214(a)(1)-(2),(5) §115.216(a),(1),(2)(B),(D),
§115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) (3)(D),(7)-(8)
(M,(11) §115.216(a),(1),(2)(B).(D),
()(D).(7)-(8)
Vapor recovery | Yes 515-13-026 | §115.211(a)(1)(B) §115.214(a)(1)-(2),(5) §115.216(a),(1),(2)(C),(D),
system with §115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) (3)(D),(7)-(8)
carbon adsorption (6),(7),(11) §115.216(a),(1),(2)(C),(D),
()(D).(7)-(8)
No 515-13-027 | §115.211(a)(1)(B) §115.214(a)(1)-(2),(5) §115.216(a),(1),(2)(C),(D),
§115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) (3)(D),(7)-(8)
(M,(11) §115.216(a),(1),(2)(C).(D),
()(D).(7)-(8)
Vapor recovery | Yes 515-13-028 | §115.211(a)(1)(B) §115.214(a)(1)-(2),(5) §115.216(a),(1),(2)(D),(3),
system with other §115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) (D),(7)-(8)
controls (6),(7),(11) §115.216(a),(1),(2),(D),(3)
(D).(N-(8)
No 515-13-029 | §115.211(a)(1)(B) §115.214(a)(1)-(2),(5) §115.216(a),(1),(2)(D),(3),
§115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) (D),(7)-(8)
(7.(11) §115.216(a),(1).(2).(D),(3)(D),
(1)-(8)
Beaumont/Port | Liquefied Thruput < Any Any/None N/A 515-13-030 | §115.217(a)(5) §115.214(a)(1)-(2) None
Arthur petroleum 20,000 gallons
gas (LPG)
Thruput> Any Any/None N/A 515-13-031 | §115.217(a)(5) §115.214(a)(1)-(2),(5) None
20,000 gallons
Beaumont/Port | All other Thruput < TVP<0.5 Any/None N/A 515-13-032 | §115.217(a)(2) §115.214(a)(1),(2) None
Arthur VOCs 4,000 gallons
(Continued) (Continued)
TVP>0.5 Vapor recovery | Yes 515-13-033 | §115.217(a)(7) §115.214(a)(1)-(2) §115.216(a),(1),(2)(A),(D),
system with §115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) (8)
direct-flame (6).(8)(A)-(B) §115.216(a),(1),(2)(A),(D),(8)
incinerator
No 515-13-034 | 8115.217(a)(7) §115.214(a)(1)-(2)

§115.212(a) (5)(A)-(C),

B)(A)-(B)

§115.215(a)(1)-(9)
§115.216(a),(1),(2)(A).(D),(8)

§115.216(a),(1),(2)(A),(D),
(8)
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Area Material Daily Maximum True Control Loading Arm Index No. Regulatory Monitoring Recor dkeeping
L oaded Gasoline Vapor Device Equipped Requirement and Testing and Reporting
Throughput Pressure Type with Vapor [Exemptions]
(gallons) (TVP) Collection
(psia) Adapter
Vapor recovery | Yes 515-13-035 | §115.217(a)(7) §115.214(a)(1)-(2) §115.216(a),(1),(2)(B),(D),
system with §115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) (8)
chiller or (6),(8)(A)-(B) §115.216(a),(1),(2)(B),(D),(8)
catalytic
incinerator
No 515-13-036 | §115.217(a)(7) §115.214(a)(1)-(2) §115.216(a),(1),(2)(B),(D),
§115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) (8)
(8)(A)-(B) §115.216(a),(1),(2)(B).(D).(8)
Vapor recovery | Yes 515-13-037 | §115.217(a)(7) §115.214(a)(1)-(2) §115.216(a),(1),(2)(C),(D),
system with §115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) (8)
carbon adsorption (6),(8)(A)-(B) 8115.216(a),(1),(2)(C),(D),(8)
No 515-13-038 | §115.217(a)(7) §115.214(a)(1)-(2) §115.216(a),(1),(2)(C),(D),
§115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) (8)
(8)(A)-(B) §115.216(a),(1),(2)(C).(D).(8)
Vapor recovery | Yes 515-13-039 | §115.217(a)(7) §115.214(a)(1)-(2) §115.216(a),(1),(2)(D).(8)
system with other §115.212(a)(5)(A)-(C), §115.215(a)(1)-(9)
controls (6),(8)(A)-(B) §115.216(a),(1),(2)(D),(8)
No 515-13-040 | 8115.217(a)(7) §115.214(a)(1)-(2) §115.216(a),(1),(2)(D).(8)
§115.212(a)(5)(A)-(C), §115.215(a)(1)-(9)
(8)(A)-(B) §115.216(a),(1),(2)(D).(8)
4,000 gallons< | TVP<0.5 Any/None N/A 515-13-041 | §115.217(a)(2) §115.214(a)(1)-(2) None
Thruput <
20,000 gallons
All other 4,000 gallons< | TVP>0.5 Vapor recovery | Yes 515-13-042 | §115.211(a)(2) §115.214(a)(1)-(2) §115.216(a),(1),(2)(A),(D),
Beaumont/Port | VOCs Thruput < system with §115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) (4)(D),(8)
Arthur (Continued) | 20,000 gallons direct-flame (6),(8)(A)-(B).(9) §115.216(a),(1),(2)(A),(D),
(Continued) (Continued) incinerator (B).(D) (4)(D),(8)
No 515-13-043 | 8115.211(a)(2) §115.214(a)(1)-(2) §115.216(a),(1),(2)(A),(D),
§115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) (4)(D),(8)
(8)(A)-(B).(9)(B).(D) §115.216(a),(1),(2)(A).(D),
(4(D).(8)
Vapor recovery | Yes 515-13-044 | 8115.211(a)(2) §115.214(a)(1)-(2) §115.216(a),(1),(2)(B),(D),
system with §115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) (4)(D),(8)
chiller (6),(8)(A)-(B),(9) §115.216(a),(1),(2)(B),(D),
or catalytic (B).(D) (4)(D),(8)
incinerator
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Area Material Daily Maximum True Control Loading Arm Index No. Regulatory Monitoring Recor dkeeping
L oaded Gasoline Vapor Device Equipped Requirement and Testing and Reporting
Throughput Pressure Type with Vapor [Exemptions]
(gallons) (TVP) Collection
(psia) Adapter
No 515-13-045 | 8115.211(a)(2) §115.214(a)(1)-(2) §115.216(a),(1),(2)(B),(D),
§115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) )(D),(8)
(8)(A)-(B).(9)(B).(D) §115.216(a),(1),(2)(B).(D),
(4)(D).(8)
Vapor recovery | Yes 515-13-046 | §115.211(a)(2) §115.214(a)(1)-(2) §115.216(a),(1),(2)(C),(D),
system with §115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) (4)(D),(8)
carbon adsorption (6).(8)(A)-(B), 8115.216(a),(1),(2)(C),(D),
(9)(B).(D) (4(D).(8)
No 515-13-047 | 8115.211(a)(2) §115.214(a)(1)-(2) §115.216(a),(1),(2)(C),(D),
§115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) (4)(D),(8)
(8)(A)-(B).(9)(B).(D) §115.216(a),(1),(2)(C).(D),
(4(D).(8)
Vapor recovery | Yes 515-13-048 | §115.211(a)(2) §115.214(a)(1)-(2) §115.216(a),(1),(2)(D),
system with other §115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) (4)(D),(8)
controls (6).(8)(A)-(B), 8115.216(a),(1),(2)(D),
(9)(B).(D) (4(D).(8)
No 515-13-049 | 8115.211(a)(2) §115.214(a)(1)-(2) §115.216(a),(1),(2)(D),
§115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) (4)(D),(8)
(8)(A)-(B).(9)(B).(D) §115.216(a),(1),(2)(D),
(4(D).(8)
Thruput > TVP<0.5 Any/None N/A 515-13-050 | §115.217(a)(2) §115.214(a)(1)-(2),(5) None
20,000 gallons
9 TVP>0.5 Vapor recovery | Yes 515-13-051 | §115.211(a)(1)(B) §115.214(a)(1)-(2),(5) §115.216(a),(1),(2)(A),(D),
system with §115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) (3)(D),(8)
direct-flame (6),(7) §115.216(a),(1),(2)(A),(D),
incinerator (3)(D),(8)
All other Thruput > TVP>0.5 Vapor recovery | No 515-13-052 | §115.211(a)(1)(B) §115.214(a)(1)-(2),(5) §115.216(a),(1),(2)(A),(D),
Beaumont/Port | VOCs 20,000 gallons | (Continued) system with §115.212(a)(5)(A)-(C).(7) | 8115.215(a)(1)-(9) (3)(D).(8)
Arthur (Continued) | (Continued) direct-flame §115.216(a),(1),(2)(A),(D),
(Continued) incinerator (3)(D),(8)
(Continued)
Vapor recovery | Yes 515-13-053 | §115.211(a)(1)(B) §115.214(a)(1)-(2),(5) §115.216(a),(1),(2)(B),(D),
system with §115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) )(D),(8)
chiller (6),(7) §115.216(a),(1),(2)(B),(D),
or catalytic (3)(D).(8)
incinerator
No 515-13-054 | §115.211(a)(1)(B) §115.214(a)(1)-(2),(5)

§115.212(a)(5)(A)-(C).(7)

§115.215(a)(1)-(9)

§115.216(a),(1),(2)(B),(D),

(3)(D).(8)

§115.216(a),(1),(2)(B),(D),
)(D),(8)

78




Area

M aterial
L oaded

Daily
Gasoline
Throughput
(gallons)

Maximum True
Vapor
Pressure
(TVP)
(psia)

Control Loading Arm Index No. Regulatory Monitoring Recor dkeeping
Device Equipped Requirement and Testing and Reporting
Type with Vapor [Exemptions]
Collection
Adapter
Vapor recovery | Yes 515-13-055 | §115.211(a)(1)(B) §115.214(a)(1)-(2),(5) §115.216(a),(1),(2)(C),(D),
system with §115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) )(D),(8)
carbon adsorption (6),(7) §115.216(a),(1),(2)(C),(D),
(3)(D).(8)
No 515-13-056 | §115.211(a)(1)(B) §115.214(a)(1)-(2),(5) §115.216(a),(1),(2)(C),(D),
§115.212(a)(5)(A)-(C).(7) | §115.215(a)(1)-(9) )(D),(8)
§115.216(a),(1),(2)(C),(D),
(3)(D).(8)
Vapor recovery | Yes 515-13-057 | §115.211(a)(1)(B) §115.214(a)(1)-(2),(5) §115.216(a),(1),(2)(D),
system with other §115.212(a)(5)(A)-(C), §115.215(a)(1)-(9) (3)(D),(8)
controls (6),(7) §115.216(a),(1),(2)(D),
(3)(D).(8)
No 515-13-058 | §115.211(a)(1)(B) §115.214(a)(1)-(2),(5)

§115.212(a)(5)(A)-(C).(7)

§115.215(a)(1)-(9)
§115.216(a),(1),(2)(D),
(3)(D).(8)

§115.216(a),(1),(2)(D),
(3)(D).(8)
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Figure 14: 30 TAC §122.515(c)(11)

Non-Marine VOC L oading/Unloading Oper ations
affected by Chapter 115 of thistitle

with other controls

§115.212(b)(3)(A)-(B),(4)-(6)

§115.215(b)(1)-(7)
§115.216(b).(1),(2)(D),(3)(B),(4)

County Material Maximum Control Loading Arm | Index No. Regulatory Monitoring Recor dkeeping
L caded True Vapor Device Equipped Requirements and Testing and Reporting
Pressure Type with Vapor [Exemption]
(TVP) Collection
(psia) Adapter
Gregg, Liquefied petroleum | Any Any N/A 515-14-001 | §115.211(b) §115.214(b) None
Nueces |gas(LPG) §115.215(b)(1)-(7)
All other VOCs TVP<15 Any N/A 515-14-002 | §115.211(b) §115.214(b) None
§115.215(b)(1)-(7)
TVP>15 Vapor recovery system | Yes 515-14-003 | §115.211(b) §115.214(b) None
§115.212(b)(3)(A)-(B).(4)-(6) | §115.215(b)(1)-(7)
No 515-14-004 |8115.211(b) §115.214(b) None
§115.212(b)(3)(A)-(B).(5)-(6) | §115.215(b)(1)-(7)
Victoria | Liquefied petroleum | Any Any N/A 515-14-005 | §115.211(b) §115.214(b) §115.216(b),(1),(3)(B),(4)
gas (LPG) §115.215(b)(1)-(7)
§115.216(b),(1).(3)(B),(4)
All other VOCs TVP<15 Any N/A 515-14-006 | §115.211(b) §115.214(b) §115.216(b),(1),(3)(B),(4)
§115.215(b)(1)-(7)
§115.216(b),(1).(3)(B),(4)
TVP>15 Vapor recovery system | Yes 515-14-007 | §115.211(b) §115.214(b) §115.216(b),(1),(2)(A),(D),
with direct-flame §115.212(b)(3)(A)-(B).(4)-(6) | §115.215(b)(1)-(7) (3)(B),(4)
incinerator §115.216(b),(1),(2)(A).(D).(3)(B).(4)
No 515-14-008 | 8115.211(b) §115.214(b) §115.216(b),(1),(2)(A),(D),
§115.212(b)(3)(A)-(B),(5),(6) |8115.215(b)(1)-(7) (3)(B).(4)
§115.216(b),(1).(2)(A).(D).(3)(B).(4)
Vapor recovery system|Yes 515-14-009 | §115.211(b) §115.214(b) §115.216(b),(1),(2)(B).(D),
with chiller or §115.212(b)(3)(A)-(B),(4)-(6) | §115.215(b)(1)-(7) (3)(B),(4)
catalytic incinerator §115.216(b),(1),(2),(B).(D).(3)(B).(4)
No 515-14-010 |8115.211(b) §115.214(b) §115.216(b),(1),(2)(B).(D),
§115.212(b)(3)(A)-(B),(5),(6) |8115.215(b)(1)-(7) (3)(B).(4)
§115.216(b),(1).(2),(B).(D).(3)(B).(4)
Vapor recovery system | Yes 515-14-011 | §115.211(b) §115.214(b) §115.216(b),(1),(2)(C),(D),
with carbon adsorption §115.212(b)(3)(A)-(B).(4)-(6) | §115.215(b)(1)-(7) (3)(B),(4)
system §115.216(b),(1).(2)(C).(D).(3)(B).(4)
No 515-14-012 | 8115.211(b) §115.214(b) §115.216(b),(1),(2)(C),(D),
§115.212(b)(3)(A)-(B),(5),(6) |8115.215(b)(1)-(7) (3)(B).(4)
§115.216(b),(1).(2)(C).(D).(3)(B).(4)
Victoria | All other VOCs TVP>15 Vapor recovery system | Yes 515-14-013 | 8115.211(b) §115.214(b) §115.216(b),(1),(2)(D).(3)(B).(4)
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County

M aterial
L oaded

Maximum
TrueVapor
Pressure
(TVP)
(psia)

Control
Device

Type

Loading Arm | Index No. Regulatory Monitoring Recor dkeeping
Equipped Requirements and Testing and Reporting
with Vapor [Exemption]
Collection
Adapter
No 515-14-014 | §115.211(b) §115.214(b) §115.216(b),(1),(2)(D),(3)(B),(4)

§115.212(b)(3)(A)-(B),(5).(6)

§115.215(b)(1)-(7)
§115.216(b).(1),(2)(D),(3)(B).(4)
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Figure 15: 30 TAC §122.515(c)(12)

Non-Marine VOC L oading/Unloading Oper ations
affected by Chapter 115 of thistitle

Material Maximum True Loading Arm Index No. Regulatory Monitoring Recor dkeeping
L caded Vapor Pressure Equipped with Requirement and Testing and Reporting
(TVP) Vapor Collection [Exemption]
(psia) Adapter
Liquefied petroleum gas (LPG) Any N/A 515-15-001 | None None None
[8115.217(c)(3)]
All other VOCs TVP<15 N/A 515-15-002 | None None None
[8115.217(c)(1)]
TVP>15 Yes 515-15-003 | 8115.212(c)(1),(3)(A).(B).(4).(5) None None
No 515-15-004 | 8115.212(c)(1),(3)(A).(B).(5) None None
Figure 16: 30 TAC §122.515(c)(13) VOC Water Separatorsaffected by Chapter 115 of thistitle
Material Highest True Vapor Control Index No. Regulatory Monitoring Recor dkeeping
Separated Pressure (TVP) Device Requirements and Testing and Reporting
Since 7/17/91 Type [Exemptions]
(psia)
Storm water, spills, or exterior Any VOC water separator must be fully covered 515-16-001 |8115.137(a)(3) §115.136(a)(1),(4) §115.136(a)(1),(4)
surface cleanup waters
Other TVP<0.5 None 515-16-002 | §115.137(a)(2) | §115.135(a)(5) §115.136(a)(1),(3).(4)
§115.136(a)(1),(3).(4)
TVP>0.5 Vapor recovery system with a direct flame incinerator 515-16-003 | §115.131(a) §115.135(a)(1)-(5) §115.136(a)(2),(A),(D),(3),(4)
§115.132(a)(3) | §115.136(a)(2)(A),(D),(3),(4)
V apor recovery system with a chiller or catalytic 515-16-004 | §115.131(a) §115.135(a)(1)-(5) §115.136(a)(2),(B),(D),(3),(4)
incinerator §115.132(a)(3) §115.136(a)(2),(B),(D),(3),(4)
V apor recovery system with a carbon adsorption system 515-16-005 | §115.131(a) §115.135(a)(1)-(5) §115.136(a)(2),(C),(D),(3),(4)
§115.132(a)(3) | §115.136(a)(2)(C),(D),(3),(4)
V apor recovery system and other control system 515-16-006 | §115.131(a) §115.135(a)(1)-(5) §115.136(a)(2)(D),(3),(4)
§115.132(a)(3) | §115.136(a)(2)(D),(3),(4)
Floating roof 515-16-007 |§115.132(a)(2) | §115.135(a)(1)-(5) §115.136(a)(2)(D),(3),(4)
§115.136(a)(2)(D),(3).(4)
Sealed openings, liquid totally enclosed 515-16-008 | §115.132(a)(1) §115.135(a)(1)-(5) §115.136(a)(2)(D),(3),(4)
§115.136(a)(2)(D),(3).(4)

Figure17: 30 TAC §122.515(c)(14)

VOC Water Separatorsaffected by Chapter 115 of thistitle
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County Material Amount of Material | Maximum True Type of Control Device Index No. Regulatory Monitoring Recor dkeeping
Separated Containing VOC Vapor Pressure Requirements and Testing and Reporting
Separated in any (TVP) [Exemptions]
24-hour Period (psia)
(gallons)
Gregg Any Any Any Any/None 515-17-001 | §115.137(b)(4) §115.136(b)(1),(4) §115.136(b)(1),(4)
Nueces | Other than VOC Amount< 200 | Any Any/None 515-17-002 | §115.137(b)(2) §115.136(b)(1),(4) §115.136(b)(1),(4)
crude oil and/or
condensate VOC Amount>200 |TVP<15 Any/None 515-17-003 | §115.137(b)(3) §115.135(b)(5) §115.136(b)(1),(3).(4)
§115.136(b)(1),(3).(4)
TVP>15 Vapor recovery system 515-17-004 | §115.131(b) §115.135(b)(1)-(5) §115.136(b)(3),(4)
§115.132(b)(3) §115.136(b)(3),(4)
Floating roof 515-17-005 | §115.132(b)(2) §115.135(b)(1)-(5) §115.136(b)(3),(4)
§115.136(b)(3),(4)
Sealed openings, liquid totally 515-17-006 | §115.132(b)(1) §115.135(b)(1)-(5) §115.136(b)(3),(4)
enclosed §115.136(b)(3),(4)
Victoria | Other than VOC Amount <200 |Any Any/None 515-17-007 | §115.137(b)(2) §115.136(b)(1),(4) §115.136(b)(1),(4)
crude oil and/or
condensate VOC Amount>200 |TVP<15 Any/None 515-17-008 | §115.137(b)(3) §115.135(b)(5) §115.136(b)(1),(3).(4)
§115.136(b)(1),(3).(4)
TVP>15 Vapor recovery system with a 515-17-009 | §115.131(b) §115.135(b)(1)-(5) §115.136(b)(2)(A),(D),(3),(4)
direct-flame incinerator §115.132(b)(3) §115.136(b)(2)(A),(D),(3),(4)
Vapor recovery system with a 515-17-010 | §115.131(b) §115.135(b)(1)-(5) §115.136(b)(2)(B),(D),(3),(4)
chiller or catalytic incinerator §115.132(b)(3) §115.136(b)(2)(B),(D).(3).(4)
Vapor recovery system with a 515-17-011 | §115.131(b) §115.135(b)(1)-(5) §115.136(b)(2)(C),(D),(3),(4)
carbon adsorption system §115.132(b)(3) §115.136(b)(2)(C),(D),(3),(4)
Vapor recovery system with any | 515-17-012 | 8115.131(b) §115.135(b)(1)-(5) §115.136(b)(2)(D),(3),(4)
other control device §115.132(b)(3) §115.136(b)(2)(D),(3),(4)
Floating roof 515-17-013 | §115.132(b)(2) §115.135(b)(1)-(5) §115.136(b)(2)(D)(3),(4)
§115.136(b)(2)(D)(3).(4)
Sealed openings, liquid totally 515-17-014 | §115.132(b)(1) §115.135(b)(1)-(5) §115.136(b)(2)(D)(3),(4)

enclosed

§115.136(b)(2)(D)(3),(4)
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Figure 18: 30 TAC §122.515(c)(15)

VOC Water Separatorsaffected by Chapter 115 of thistitle

enclosed, vapor-tight

Material Amount of Material | Maximum True Control Device Index No. Regulatory Monitoring Recor dkeeping
Separated Containing VOC Vapor Pressure Type Requirements and Testing and Reporting
Separated in an (TVP) [Exemptions]
24-Hour Period (psia)
(gallons)
Storm water, spills, and exterior surface clean-up Any Any VOC water separator must be fully 515-18-001 | None None None
water covered [8115.137(c)(4)]
Other VOC Amount <200 [Any Any/None 515-18-002 | None None None
[8115.137(c)(2)]
VOC Amount> 200 TVP<15 Any/None 515-18-003 | None None None
[8115.137(c)(3)]
TVP>15 Vapor recovery system 515-18-004 | 8115.131(c) None None
§115.132(c)(3)
Floating roof 515-18-005 | 8§115.132(c)(2) None None
Sealed openings, liquid totally 515-18-006 |8§115.132(c)(1) None None
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Figure 19: 30 TAC §122.515(c)(16)

Cold Cleaning Degreasing Oper ations affected by Chapter 115 of thistitle

Solvent Subtypes of Solvent Vapor | Solvent Heated | Cleaned Parts | Drain Area | Waste Solvent Index No. Regulatory Monitoring Recor dkeeping
Spray Degreasing Pressure (VPy) | Above 120°F Larger than (in?) Properly Requirements and Testing and Reporting
Machine at 100°F Internal Disposed in [Exemptions]
(psia) Drainage Enclosed
Containers
Yes Other than Remote | VP, < 0.6 N/A N/A N/A N/A 515-19-001 | §115.412(a)(1)(A),(C),(D).(F) §115.415(a)(1)(A) | None
Reservolr VP, > 0.6 Yes Yes N/A N/A 515-19-002 | §115.412(a)(1)(A),(C)-(F) §115.415(a)(1)(A) | None
No N/A N/A 515-19-003 | §115.412(a)(1)(A)-(F) §115.415(a)(1)(A) | None
No Yes N/A N/A 515-19-004 | §115.412(a)(1)(A),(C).(D).(F) §115.415(a)(1)(A) | None
No N/A N/A 515-19-005 | §115.412(a)(1)(A)-(C).(D),(F) §115.415(a)(1)(A) | None
Remote Reservoir | VP, <0.6 N/A N/A Area< 16 No 515-19-007 | §115.412(a)(1)(A)-(D).(F) §115.415(a)(1)(A) | None
Area> 16 N/A 515-19-008 | §115.412(a)(1)(A),(C).(D),(F) §115.415(a)(1)(A) | None
VP, > 0.6 N/A N/A N/A N/A 515-19-009 | §115.412(a)(1)(A)-(D).(F) §115.415(a)(1)(A) | None
No Other than Remote | VP, < 0.6 N/A N/A N/A N/A 515-19-011 | §115.412(a)(1)(A),(C).(F) §115.415(a)(1)(A) | None
Reservolr VP, > 0.6 Yes Yes N/A N/A 515-19-012 | §115.412(a)(1)(A),(C).(E)-(F) §115.415(a)(1)(A) | None
No N/A N/A 515-19-013 | §115.412(a)(1)(A)-(C).(E),(F) §115.415(a)(1)(A) | None
No Yes N/A N/A 515-19-014 | §115.412(a)(1)(A),(C).(F) §115.415(a)(1)(A) | None
No N/A N/A 515-19-015 | §115.412(a)(1)(A)-(C),(F) §115.415(a)(1)(A) | None
Remote Reservoir | VP, <0.6 N/A N/A Area< 16 No 515-19-007 | §115.412(a)(1)(A)-(C),(F) §115.415(a)(1)(A) | None
Area> 16 N/A 515-19-008 | §115.412(a)(1)(A),(C).(F) §115.415(a)(1)(A) | None
VP, > 0.6 N/A N/A N/A N/A 515-19-009 | §115.412(a)(1)(A)-(C).(F) §115.415(a)(1)(A) | None
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Figure 20: 30 TAC §122.515(c)(17)

Bulk Gasoline Terminals affected by 40 CFR 60, Subpart XX

Construction, Daily Typeof Material Vapor Processing Vapor Index No. Regulatory Monitoring Recor dkeeping
Reconstruction, | Throughput | Loaded/Unloaded | System constructed or Processing Requirements and Testing and Reporting
M odification Date (gallons) refurbished before System Type [Exemption]
Dec. 17, 1980
On/Before 12/17/80 | Any Any N/A Any 515-20-001 | None None None
[860.500(b)]
After < 12/17/80 Thruput< Any N/A Any 515-20-002 | None None None
20,000 [860.500(a)]
Thruput > Products other N/A Any 515-20-003 | None None None
Gasoline Yes Continuous and 515-20-004 | §60.502(a),(c),(d),(9).(i) §60.502(j) §60.502(j)
Combustion §60.503(a),(b),(c)(1),(3)-(4),(5)(i), | 860.503(c)(4),(d)(2)
(6)-(7).(d) §60.505(c)
Continuous and 515-20-005 | §60.502(a),(c),(d),(9).(i) §60.502(j) §60.502(j)
Non-combustion §60.503(a),(b),(c)(1),(3)-(4),(5)(ii), | 860.503(c)(4),(d)(2)
(6)-(7).(d) §60.505(c)
Intermittent and 515-20-006 | §60.502(a),(c),(d),(9),(i) §60.502(j) §60.502(j)
Combustion §60.503(a),(b),(c)(1)-(4),(5)(i), §60.503(c)(4),(d)(2)
(6)-(7).(d) §60.505(c)
Intermittent and 515-20-007 | 860.502(a),(c),(d),(9),(i) 860.502(j) §60.502(j)
Non-combustion §60.503(a),(b),(c)(1)-(4),(5)(ii), §60.503(c)(4),(d)(2)
(6)-(7).(d) §60.505(c)
No Continuous and 515-20-008 | §60.502(a),(b),(d),(9).(i) §60.502(j) §60.502(j)
Combustion §60.503(a),(b),(c)(1),(3)-(4),(5)(i), | 860.503(c)(4),(d)(2)
(6)-(7).(d) §60.505(c)
Continuous and 515-20-009 | §60.502(a),(b),(d),(9).(i) §60.502(j) §60.502(j)
Non-combustion 860.503(a),(b),(c)(1),(3)-(4),(5)(ii), |860.503(c)(4),(d)(2)
(6)-(7).(d) §60.505(c)
Intermittent and 515-20-010 | §60.502(a),(b),(d),(9).(i) §60.502(j) §60.502(j)
Combustion §60.503(a),(b),(c)(1)-(4),(5)(i), §60.503(c)(4),(d)(2)
(6)-(7).(d) §60.505(c)
Intermittent and 515-20-011 | §60.502(a),(b),(d),(9).(i) §60.502(j) §60.502(j)
Non-combustion §60.503(a),(b),(c)(1)-(4),(5)(ii), §60.503(c)(4),(d)(2)
(6)-(7).(d) §60.505(c)
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Figure 21: 30 TAC §122.515(c)(18)

Stationary Vents affected by Chapter 115 of thistitle

§115.123(a)(1)

§115.126(a),(1),(D),(E)

All Emissions from Vent Attached toa Highest Combined Highest VOC Control Index No. Regulatory Monitoring Recor dkeeping
thisVent Regulated Combustion Unit Weight of VOC True Partial Device Type Requirements and Testing and Reporting
in Another Section of Not Used asa (pounds) in any Pressure (TPP) [Exemptions]
30 TAC Chapter 115 Control Device 24-Hour Period Since 7/17/91
for VOC Since 7/17/91 (psia)
Yes N/A N/A N/A N/A 515-21-001 | None None None
[8115.127(a)(6)]
No Yes N/A N/A N/A 515-21-002 | None None None
[8115.127(a)(7)]
No Wt. <50 TPP < 0.0045 N/A 515-21-003 | 8115.127(a)(2)(A) | 8115.126(a)(3) §115.126(a),(3)
TPP> 0.0045 N/A 515-21-004 | 8115.127(a)(2)(A) | 8115.126(a),(2),(B)-(D) §115.126(a),(2),(B)-(D)
50 < Wt.< 100 Any N/A 515-21-005 | 8115.127(a)(2)(A) | 8115.126(a),(2),(B)-(D) §115.126(a),(2),(B)-(D)
Wt. > 100 TPP < 0.009 N/A 515-21-006 | 8115.127(a)(2)(B) | 8§115.126(a),(2),(B)-(D) §115.126(a),(2),(B)-(D)
TPP>0.009 Smokeless flare 515-21-007 | §115.121(a)(1) §115.125(a)(1)-(6) §115.126(a),(1),(D),(E)
§115.122(a)(1) §115.126(a),(1),(D),(E)
Direct flame 515-21-008 | 8115.121(a)(1) §115.125(a)(1)-(6) §115.126(a),(1),(A),(D),(E)
incinerator §115.122(a)(1) §115.126(a),(1),(A),(D),(E)
Catalytic incinerator | 515-21-009 |8§115.121(a)(1) §115.125(a)(1)-(6) §115.126(a),(1),(B).(D).(E)
or chiller §115.123(a)(1) §115.126(a),(1),(B).(D).(E)
Carbon adsorption 515-21-010 | 8115.121(a)(1) §115.125(a)(1)-(6) §115.126(a),(1),(C)-(E)
system §115.123(a)(1) §115.126(a),(1),(C)-(E)
Other 515-21-011 | 8115.121(a)(1) §115.125(a)(1)-(6) §115.126(a),(1),(D),(E)
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Figure 22: 30 TAC §122.515(c)(19)

Stationary Vents affected by Chapter 115 of thistitle

County Areall emissions Vent attached to | Combined Weight | VOC True Type of Index No. Regulatory Monitoring Recor dkeeping
from thisvent a combustion of VOC specified Partial Control Requirement and Testing and Reporting
regulated in another | unit not used as in 8115.121(b) in Pressure Device [Exemptions]
section of 30 TAC acontrol device | any 24-Hour Period (psia)
Chapter 115 for VOC (pounds)
Victoria |Yes N/A Any Any N/A 515-22-001 | None None None
[8115.127(b)(3)]
No Yes Any Any N/A 515-22-002 | None None None
[8115.127(b)(4)]
No Wt. <50 TPP<0.22 |N/A 515-22-003 | §115.127(b)(2)(A) §115.126(b),(3) §115.126(b),(3)
TPP>0.22 |N/A 515-22-004 | §115.127(b)(2)(A) §115.126(b),(2),(B)-(D) §115.126(b),(2),(B)-(D)
50 <Wt.< 100 Any N/A 515-22-005 | §115.127(b)(2)(A) §115.126(b),(2),(B)-(D) §115.126(b),(2),(B)-(D)
Wt.> 100 TPP<0.44 |N/A 515-22-006 | §115.127(b)(2)(B) §115.126(b),(2),(B)-(D) §115.126(b),(2),(B)-(D)
TPP>0.44 | Smokelessflare 515-22-007 | §115.121(b) §115.125(b)(1)-(6) §115.126(b),(1),(D),(E)
§115.122(b) §115.126(b),(1),(D),(E)
Direct flame 515-22-008 | §115.121(b) §115.125(b)(1)-(6) §115.126(b),(1),(A).(D),(E)
incinerator §115.122(b) §115.126(b),(1),(A).(D),(E)
Catalytic incinerator | 515-22-009 | §115.121(b) §115.125(b)(1)-(6) §115.126(b),(1),(B).(D).(E)
or chiller §115.123(b) §115.126(b),(1),(B).(D).(E)
Carbon adsorption 515-22-010 | §115.121(b) §115.125(b)(1)-(6) §115.126(b),(1),(C)-(E)
system §115.123(b) §115.126(b),(1),(C)-(E)
Other 515-22-011 | §115.121(b) §115.125(b)(1)-(6) §115.126(b),(1),(D),(E)
§115.123(b) §115.126(b),(1),(D),(E)
Nueces |Yes N/A Any Any N/A 515-22-012 | None None None
[8115.127(b)(3)]
No Yes Any Any N/A 515-22-013 | None None None
[8115.127(b)(4)]
No Wt. <100 Any N/A 515-22-014 | None None None
[8115.127(b)(2)(A)]
Wt. > 100 TPP<0.44 |N/A 515-22-015 | None None None
[8115.127(b)(2)(B)]
TPP>0.44 | Smokelessflare 515-22-016 | §115.121(b) §115.125(b)(1)-(6) None
OR §115.122(b)
Direct-flame
incinerator
Other 515-22-017 | §115.121(b) §115.125(b)(1)-(6) None
§115.123(b)
Gregg N/A N/A Any Any N/A 515-22-018 | None None None
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Figure 22: 30 TAC §122.515(c)(20)

Stationary Vents affected by Chapter 115 of thistitle

Areall emissionsfrom this| Vent attached to a Combined Weight of VOC VOC True Type of Index No. Regulatory Monitoring Recor dkeeping
vent regulated in another combustion specified in §115.121(c) Partial Pressure Control Device Requirement and Testing and Reporting
section of unit not used asa in any 24-Hour Period (TPP) [Exemption]
30 TAC Chapter 115 control (pounds) (psia)
devicefor VOC
Yes N/A Any Any Any/None 515-23-001 | None[8115.127(c)(3)] None None
No Yes Any Any Any/None 515-23-002 | None[8115.127(c)(4)] None None
No Wt. <100 Any Any/None 515-23-003 | None[§115.127(c)(2)(A)] |None None
Wt. > 100 TPP<0.44 Any/None 515-23-004 | None[§115.127(c)(2)(B)] |None None
TPP>0.44 Smokelessflare 515-23-005 | 8§115.121(c)(1) None None
OR §115.122(c)(1)
Direct-flame incinerator
Other 515-23-006 | §115.121(c)(1) None None
§115.122(c)(1)
§115.123(c)
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